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ABSTRACT

As part of its redesign of the materias licensing process, the Nuclear Regulatory Commission
(NRC) is consolidating and updating numerous guidance documents into a single comprehensive
repository as described in NUREG-1539, “ Methodology and Findings of the NRC's Materias
Licensing Process Redesign,” dated April 1996, and draft NUREG-1541, “Process and Design for
Consolidating and Updating Materias Licensing Guidance,” dated April 1996. NUREG-1556,
Vol. 4, “Consolidated Guidance about Materials Licenses. Program-Specific Guidance about
Fixed Gauges Licenses,” dated October 1998, is the fourth program-specific guidance developed
for the new process and is intended for use by applicants, licensees, and NRC staff and will also
be available to Agreement States. This document supersedes the guidance found in Draft
Regulatory Guide and Value/lmpact Statement, FC 404-4, “ Guide for the Preparation of
Applications for Licenses for the Use of Sealed Sources and Nonportable Gauging Devices,”
dated January 1985, in NMSS Policy and Guidance Directive (P& GD), FC 85-4, “Standard
Review Plan for Applications for Use of Sealed Sources and Nonportable Gauging Devices,”
dated February 6, 1985, and in NMSS P& GD, FC 85-8, Revision (Rev.) 1, “Licensing of Fixed
Gauges and Similar Devices,” dated June 29, 1988. Thisfinal report takes a more risk-informed,
performance-based approach to licensing fixed gauges, and reduces the information (amount and
level of detail) needed to support an application to use these devices. It incorporates many
suggestions received during the comment period on draft NUREG-1556, Vol. 4. When
published, thisfinal report should be used in preparing fixed gauge license applications. NRC
staff will use thisfina report in reviewing these applications.
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FOREWORD

The United States Nuclear Regulatory Commission (NRC) is using Business Process Redesign
(BPR) techniques to redesign its materials licensing process. This effort is described in
NUREG-1539, “ Methodology and Findings of the NRC's Materials Licensing Process Redesign,”
dated April 1996. A critica element of the new process is consolidating and updating numerous
guidance documents into a NUREG-series of reports. Below isalisting of volumes currently
included in the NUREG - 1556 series. “Consolidated Guidance About Materials Licenses’:

Val. VolumeTitle Status

No.

1 Program-Specific Guidance About Portable Gauge Licenses Final Report
Program-Specific Guidance About Industrial Radiography Licenses |Fina Report

3 Applications for Sealed Source and Device Evauation and Fina Report
Registration

4 Program-Specific Guidance About Fixed Gauge Licenses Fina Report

5 Program-Specific Guidance about Self-Shielded Irradiator Licenses | Draft for Comment

6 Program-Specific Guidance about 10 CFR Part 36 Irradiators Draft for Comment

7 Program-Specific Guidance about Academic, Research and Draft for Comment
Development, and Other Licenses of Limited Scope

8 Program-Specific Guidance about Licenses for Exempt Distribution |Final Report

9 Program-Specific Guidance about Medical Use Licenses Draft for Comment

10 |Program-Specific Guidance about Master Materials Licenses Draft for Comment

11 | Program-Specific Guidance about Licenses of Broad Scope Draft for Comment

The current document (NUREG-1556, Vol. 4, “Consolidated Guidance about Materials Licenses:
Program-Specific Guidance about Fixed Gauges,” dated October 1998) is the fourth
program-specific guidance developed for the new process. It isintended for use by applicants,
licensees, NRC license reviewers, and other NRC personndl. It supersedes the guidance for
applicants and licensees previoudy found in Draft Regulatory Guide and Vaue/lmpact Statement,
FC 404-4, “Guide for the Preparation of Applications for Licenses for the Use of Sealed Sources
in Nonportable Gauging Devices,” dated January 1985, and the guidance for licensing staff
previoudly found in P& GD, FC 85-4, “ Standard Review Plan for Applications for the Use of
Sealed Sources in Nonportable Gauging Devices,” dated February 6, 1985, P& GD, FC 85-8, Rev.
1, “Licensing of Fixed Gauges and Similar Devices,” dated June 29, 1988, and the documents
marked with an asterisk (*) in Appendix Q. NUREG-1556, Vol. 4 incorporates suggestions
submitted during the comment period on draft NUREG-1556, Vol. 4. See the Addendum for
summaries of comments, staff responses, and other changes.
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FOREWORD

This report takes a risk-informed, performance-based approach to licensing fixed gauges, i.e,, it
reduces the amount of information needed from an applicant seeking to possess and use a
relatively safe device. These fixed gauges containing sealed sources of radioactive material
incorporate features engineered to enhance their safety. NRC'’ s considerable experience with
these licensees indicates that radiation exposures to workers are generally low, if workers follow
basic safety procedures, and the gauges operate as designed.

A team composed of NRC staff from headquarters and regional offices drafted this document,
drawing on their collective experience in radiation safety in general and as specifically applied to
fixed gauges. A representative of NRC's Office of the General Counsel provided alegal
perspective.

NUREG-1556, Vol. 4, “Consolidated Guidance about Materials Licenses: Program-Specific
Guidance about Fixed Gauges,” dated October 1998, represents a step in the transition from the
current paper-based process to the new electronic process. This document is available on the
Internet at the following uniform resource locator (URL):
<http://mww.nrc.gov/NRC/NUREGS/SR1556/V 4/index.html>.

The performance-based approach in NUREG-1556, Vol. 4, gives licensees greater flexibility than
previoudy permitted under licenses based on applications prepared according to Draft Regulatory
Guide and Vaue/lmpact Statement, FC 404-4, “Guide for the Preparation of Applications for
Licenses for the Use of Sealed Sources in Nonportable Gauging Devices,” dated January 1985.
This guidance document permits licensees to make more changes in their radiation safety program
without amending their licenses, thus reducing the regulatory burden on licensees and the NRC
staff. Accordingly, existing fixed gauge licensees have the option of submitting a complete
application using NUREG-1556, Val. 4, at the time that they file an amendment request.
Licensees choosing this option should incorporate the requested change into the complete
application, submit it with the appropriate amendment fee, and indicate that the complete revision
is an amendment request to take advantage of the new guidance. When the staff has reviewed the
request and resolved any outstanding issues, the staff will amend the license without changing the
expiration date.

Licensees wishing to renew their licenses should submit a complete application according to
NUREG-1556, Vol. 4. The staff’saction will be similar to that described for amendments, but
will include an extension of the license’ s expiration date. By following this procedure, the staff
expects all existing fixed gauge licenses to be converted to the more performance-based format
within afew years.

This report describes and makes available to the public information on: methods acceptable to the
NRC staff for implementing specific parts of the Commission’s regulations; techniques the staff
uses in evaluating applications, including specific problems or postulated accidents; and data the
NRC staff needs to review applications for licenses. NUREG-1556, Vol. 4, “Consolidated
Guidance about Materias Licenses. Program-Specific Guidance about Fixed Gauges,” dated
October 1998, is not a substitute for NRC regulations, and compliance is not required. The
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FOREWORD

approaches and methods described in this report are provided for information only. Methods and
solutions different from those described in this report will be acceptable if they provide a basis for
the staff to make the determinations needed to issue or continue alicense.

Frederick C. Combs, Acting Director
Division of Industria and Medical Nuclear Safety
Office of Nuclear Material Safety and Safeguards
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1 PURPOSE OF REPORT

This report provides guidance to an applicant in preparing a fixed gauge license application as
well as NRC criteriafor evaluating a fixed gauge license application. It is not intended to address
the research and devel opment of fixed gauges or the commercia aspects of manufacturing,
distribution, and service of such devices. Within this document, the phrases or terms, “fixed
gauge,” “gauging devices,” or “gauges’ are used interchangeably.

This report addresses a variety of radiation safety issues associated with fixed gauges of many
designs. Figure 1.1 isacutaway diagram of atypical fixed gauge showing basic design features.
Figure 1.2 illustrates various designs of fixed gauges based, in part, on their intended use and the
location of the radioactive source within the gauges. Typically gauges are used for process
control (e.g., to measure the thickness of paper, the density of coal, the level of materia in vessels
and tanks, and volumetric flow rate). Because of differences in design, manufacturers provide
appropriate instructions and recommendations for proper operation and maintenance. In addition,
with gauges of varying designs, the sealed sources may be oriented in different locations within
the devices, resulting in different radiation safety problems.

Material Flow

Shutter
Detector Control

FmIErT i

Source

Shutter Shielding

| (Closed)

Source Holder

62-pt4-9268-302d
092497

Figure 1.1 Fixed Gauge Basic Design Features. Cutaway of a typical fixed gauge diagraming
the basic design features. the source, source holder, detector, shutter, shutter control or on-off
mechanism, and shielding.
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PURPOSE OF REPORT

62-ppt-9268-309b
092497

Figure 1.2 Whereisthe Radioactive Source? Thewide variety of fixed gauge designs results
in different radiation safety considerations.

This report identifies the information needed to complete NRC Form 313 (Appendix A),

“ Application for Material License,” for the use of sealed sourcesin fixed gauges. The information
collection requirements in Title 10, Code of Federal Regulations, Part 30 (10 CFR Part 30) and
NRC Form 313 have been approved under the Office of Management and Budget (OMB)
Clearance Nos. 3150-0017, and 3150-0120, respectively.

The format within this document for each item of technical information is as follows:

C Regulations — references the regulations applicable to the item;
C Criteria— outlines the criteria used to judge the adequacy of the applicant’s response;

C Discussion — provides additional information on the topic sufficient to meet the needs of most
readers, and

C Response from Applicant — provides suggested response(s), offers the option of an alternative
reply, or indicates that no response is needed on that topic during the licensing process.

Notes and References are self-explanatory and may not be found for each item on NRC Form
313.

Appendix B provides a convenient format to respond to items 5 through 11 on NRC Form 313

(Appendix A) since the form does not have sufficient space for applicants to provide full
responses to these items. For streamlined handling of fixed gauge applications in the new

NUREG - 1556, Val. 4 1-2



PURPOSE OF REPORT

materials licensing process, use Appendix B to provide supporting information, attach it to NRC
Form 313, and submit them to NRC. Otherwise, asindicated on NRC Form 313, the answersto
items 5 through 11 are to be provided on separate sheets of paper and submitted with the
completed NRC Form 313.

Appendix C contains information needed for transfer of control. Appendix D is a checklist that
NRC staff usesto review applications and applicants can use to check for compl eteness.
Appendix E contains a sample SSD Registration Certificate. Appendixes F through P contain
additional information on various radiation safety topics. Appendix Q is asample fixed gauge
licensg; it contains the conditions most often found on these licenses, athough not al licenses will
have al conditions. Appendix R containsalist of all documents used to develop this NUREG
(NUREG-1556, Vol. 4). The Addendum contains the comments received on draft NUREG 1556,
Vol. 4 and NRC staff’ s response to each comment.

In this document, dose or radiation dose means absorbed dose, dose equivaent, effective dose
equivalent (EDE), committed dose equivalent (CDE), committed effective dose equivalent
(CEDE), or tota effective dose equivalent (TEDE). These terms are defined in 10 CFR Part 20.
Rem, and its Sl equivaent Sievert (1 rem = 0.01 Sievert (Sv)), are used to describe units of
radiation exposure or dose. Thisis done because 10 CFR Part 20 sets dose limits in terms of rem,
not rad or roentgen (R). When the sealed sources used in gauges emit beta and gamma rays, for
practical reasons, we are assuming that 1 R = 1 rad = 1 rem. Lesscommon are sealed sources
used in gauges that emit neutrons or apha particles. For neutron and alpha emitting sealed
sources, 1 rad isnot equal to 1 rem. Determination of dose equivaent (rem) from absorbed dose
(rad) from neutrons and alpha particles requires the use of an appropriate quality factor (Q) value.
Q values are used to convert absorbed dose (rad) to dose equivaent (rem). Q values for neutrons
and apha particles are addressed in the Tables 1004(b).1 and 2 in 10 CFR §20.1004.

1-3 NUREG - 1556, Val. 4






2 AGREEMENT STATES

Certain states, called Agreement States (see Figure 2.1), have entered into agreements with the
NRC that give them the authority to license and inspect byproduct, source, or specia nuclear
materials used or possessed within their borders. A current list of Agreement States (including
names, addresses, and telephone numbers of responsible officials) may be obtained upon request
from NRC's Regiona Offices. Any applicant other than a Federal agency who wishes to possess
or use licensed material in one of these Agreement States needs to contact the responsible officials
in that State for guidance on preparing an application; file these applications with State officials,
not with the NRC.

In genera, NRC's materials licensees who wish to conduct operations at temporary job sitesin an
Agreement State should contact that State's radiation control program office for information
about State regulations. To ensure compliance with Agreement State reciprocity requirements, a
licensee should request authorization well in advance of scheduled use.

In the special situation of work at Federally-controlled sitesin Agreement States, it is necessary to
know the jurisdictional status of the land in order to determine whether NRC or the Agreement
State has regulatory authority. NRC has regulatory authority over land determined to be
“exclusive Federa jurisdiction,” while the Agreement State has jurisdiction over non-exclusive
Federa jurisdiction land. Licensees are responsible for finding out, in advance, the jurisdictional
status of the specific areas where they plan to conduct licensed operations. NRC recommends
that licensees ask their local contact for the Federa agency controlling the site (e.g., contract
officer, base environmental health officer, district office staff) to help determine the jurisdictional
status of the land and to provide the information in writing, so that licensees can comply with
NRC or Agreement State regulatory requirements, as appropriate. Additional guidance on
determining jurisdictional statusisfound in All Agreement States Letter, SP-96-022, dated
February 16, 1996, which is available as indicated below. Table 2-1 provides a quick way to
check on which agency has regulatory authority.

Table 2.1  Who Regulates the Activity?

Applicant and Proposed L ocation of Work Regulatory
Agency

Federal agency regardless of location (except that Department of Energy NRC
[DOE] and, under most circumstances, its prime contractors are exempt from
licensing [10 CFR 30.12])

Non-Federa entity in non-Agreement State, US territory or possession NRC
AGREEMENT STATES Agreement State
Non-Federa entity in Agreement State at non-Federally controlled site

Non-Federal entity in Agreement State at Federally-controlled site NOT Agreement State

subject to exclusive Federal jurisdiction

2-1 NUREG - 1556, Val. 4



AGREEMENT STATES

Applicant and Proposed L ocation of Work Regulatory
Agency

Non-Federal entity in Agreement State at Federally-controlled site subject to |NRC
exclusive Federa jurisdiction

Locations of NRC Offices and Agreement States
Region IV

MT

0 o Region Il Region Il

PR 61 Forsyth Street, SW, Suite 23785
: : Atlanta, GA 30303
® Regional Office Headquarters 404-562-4400, 1-800-577-8510
[ 30 Agreement States Region IIl
(approx. 15,800 licensees) Headquarters 801 Warrenville Road

Washington, D.C. 20555-0001 Lisle, IL 60532-4351

[ 20 Non-Agreement States
301-415-7000, 1-800-368-5642 630-829-9500, 1-800-522-3025

(approx. 6,000 licensees)

Note: Alaska and Hawaii are included in Region | Region IV

Region IV, Puerto Rico and Virgin Islands 475 Allendale Road 611 Ryan Plaza Drive, Suite 400
in Region 11, The District of Columbia in King of Prussia, PA 19406-1415 Arlington, TX 76011-8064
Region | 610-337-5000, 1-800-432-1156  817-860-8100, 1-800-952-9677

321b,ppt
090198

Figure2.1 U.S. Map. Location of NRC Offices and Agreement States.

References. A current list of Agreement States (including names, addresses, and telephone
numbers of responsible officials) is available by choosing “ Directories’ on the NRC Office of
State Programs (OSP’'s) Home Page <http://www.hsrd.ornl.gov/nrc/home.htm>. Asan
alternative, request the list from NRC*s Regiona Offices.

All Agreement States Letter, SP-96-022, dated February 16, 1996, is available on OSP*s Home
Page at <http://www.hsrd.ornl.gov/nrc/home.htm>; choose “ NRC-State Communications,” then
choose “ All of the Above” and follow the directions for submitting a query for “SP96022.” Asan
aternative, request the list from OSP; call NRC’ stoll free number (800) 368-5642 and then ask
for extension 415-3340.

NUREG - 1556, Val. 4 2-2



MANAGEMENT RESPONSIBILITY

3 MANAGEMENT RESPONSIBILITY

The NRC recognizes that effective radiation safety program management is vital to achieving safe
and compliant operations. NRC a so believes that consistent compliance with its regulations
provides reasonabl e assurance that licensed activities will be conducted safely. NRC aso believes
that effective management will result in increased safety and compliance.

“ Management” refers to the processes for conduct and control of aradiation safety program and
to the individuals who are responsible for those processes and who have authority to provide
necessary resources to achieve regulatory compliance.

To ensure adequate management involvement, a duly authorized management representative must
sign the submitted application acknowledging management’s commitments and responsibility for
the following:

C Radiation safety, security and control of radioactive materials, and compliance with
regulations;

C Completeness and accuracy of the radiation safety records and all information provided to
NRC (10 CFR 30.9);

C Knowledge about the contents of the license and application;

C Compliance with current NRC and Department of Transportation (DOT) regulations and the
licensee' s operating and emergency procedures;

C Commitment to provide adequate resources (including space, equipment, personnel, time, and,
if needed, contractors) to the radiation protection program to ensure that public and workers
are protected from radiation hazards and meticulous compliance with regulations is maintained,;

C Sdection and assignment of a qualified individua to serve as the Radiation Safety Officer
(RSO) for their licensed activities;

C Prohibition against discrimination of employees engaged in protected activities (10 CFR 30.7);

C Commitment to provide information to employees regarding the employee protection and
deliberate misconduct provisionsin 10 CFR 30.7 and 10 CFR 30.10, respectively;

C Obtaining NRC’s prior written consent before transferring control of the license; and

C Notifying appropriate NRC regiona administrator in writing, immediately following filing of
petition for voluntary or involuntary bankruptcy (10 CFR 30.34(h)).

For information on NRC inspection, investigation, enforcement, and other compliance programs,
see the current version of “General Statement of Policy and Procedures for NRC Enforcement
Actions,” NUREG-1600, and Inspection Procedure (IP) 87110, Appendix A,
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“Industrial/Academic/Research Inspection Field Notes.” These documents are available
electronicaly at <http://www.nrc.gov>. For hard copies of NUREG-1600 and IP 87110, see the
Notice of Availability (on the inside front cover of this report).
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4 APPLICABLE REGULATIONS

It isthe applicant’s or licensee s responsibility to have up-to-date copies of applicable
regulations, read them, and abide by each applicable regulation.

The following Parts of 10 CFR Chapter | contain regulations applicable to fixed gauges:
C 10 CFR Part 2, “Rules of Practice for Domestic Licensing Proceedings and | ssuance of

Orders’

C 10 CFR Part 19, “ Notices, Instructions and Reports to Workers. Inspection and
Investigations’

C 10 CFR Part 20, “Standards for Protection Against Radiation”
C 10 CFR Part 21, “Reporting of Defects and Noncompliance”

C 10 CFR Part 30, “Rules of Genera Applicability to Domestic Licensing of Byproduct
Materia”

C 10 CFR Part 32, “Specific Domestic Licenses to Manufacture or Transfer Certain Items
Containing Byproduct Material”

C 10 CFR Part 71, “Packaging and Transportation of Radioactive Materia”

Part 71 requires that licensees who transport licensed material or who may offer such material to
acarrier for transport must comply with the applicable requirements of the United States
Department of Transportation (DOT) that are found in 49 CFR Parts 170 through 189. Copies
of DOT regulations can be ordered from the Government Printing Office (GPO) whose address
and telephone number are listed below.

C 10 CFR Part 150, “Exemptions and Continued Regulatory Authority in Agreement States and
in Offshore Waters Under Section 274"

C 10 CFR Part 170, “Feesfor Facilities, Materias, Import and Export Licenses and Other
Regulatory Services Under the Atomic Energy Act of 1954, as Amended”

C 10 CFR Part 171, * Annual Feesfor Reactor Operating Licenses, and Fuel Cycle Licenses and
Materias Licenses, Including Holders of Certificates of Compliance, Registrations, and Quality
Assurance Program Approvals and Government Agencies Licensed by NRC”

To request copies of the above documents, call GPO’s order desk in Washington, DC at (202)
512-1800. Order the two-volume bound version of Title 10, Code of Federal Regulations, Parts
0-50 and 51-199 from the GPO, Superintendent of Documents, Post Office Box 371954,
Pittsburgh, Pennsylvania 15250-7954. 'Y ou may also contact the GPO electronicaly at
<http://www.gpo.gov>. Request single copies of the above documents from NRC’s Regiona
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Offices (see Figure 2.1 for addresses and telephone numbers). Note that NRC and all other
Federal Agencies publish amendmentsto regulationsin the Federal Register.




5 HOW TO FILE

5.1 PAPER APPLICATION

Applicants for amaterials license should do the following:

C Besureto use the most recent guidance in preparing an application.
C Complete NRC Form 313 (Appendix A) Items 1 through 4, 12, and 13 on the form itself.
C Complete NRC Form 313 Items 5 through 11 on supplementary pages or use Appendix B.

C For each separate sheet, other than Appendix B, that is submitted with the application, identify
and key it to the item number on the application or the topic to which it refers.

C Submit all documents on 8-1/2 x 11 inch paper.
C Avoid submitting proprietary information unless it is absolutely necessary.
C Submit an original application and one copy.

C Retain one copy of the license application for future reference. Applicants for amaterials
license should do the following:

Asrequired by 10 CFR 30.32 (c), applications must be signed by a duly authorized
representative; see section in this report entitled “Certification.”

Using the suggested wording of responses and committing to using the model proceduresin this
report will expedite NRC’ s review.

All license applications will be available for review by the genera public in NRC' s Public
Document Rooms. If it is necessary to submit proprietary information, follow the procedure in 10
CFR 2.790. Failureto follow this procedure could result in disclosure of the proprietary
information to the public or substantial delays in processing the application. Employee personal
information, i.e., home address, home tel ephone number, social security number, date of birth,
radiation dose information, should not be submitted unless specifically requested by NRC.

As explained in the Foreword to this document, NRC’ s new licensing process will be faster and
more efficient, in part, through acceptance and processing of el ectronic applications at some
future date. NRC will continue to accept paper applications. However, these will be scanned and
put through an optical character reader to convert them to electronic format. To ensure a smooth
trangition, applicants are requested to follow these suggestions:

C Submit printed or typewritten, not handwritten, text on smooth, crisp paper that will feed easily
into the scanner.
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C Choose typeface designs that are sans serif, such as Aria, Futura, Univers; the text of this
document isin a serif font called Times New Roman.

C Choose 12-point or larger font size.
C Avoid stylized characters such as script, italic, etc.
C Besurethe print is clear and sharp.

C Besurethereishigh contrast between the ink and paper (black ink on white paper is best).

5.2 ELECTRONIC APPLICATION

As the electronic licensing process devel ops, it is anticipated that NRC may provide mechanisms
for filing applications via diskettes or CD-ROM, and through the Internet. Additiona filing
ingtructions will be provided as these new mechanisms become available. The existing paper
process will be used until the electronic processis available.
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6 WHERE TO FILE

Applicants wishing to possess or use licensed materia in any State or U. S. territory or possession
subject to NRC jurisdiction must file an application with the NRC Regiona Office for the localein
which the material will be possessed and/or used. Figure 2.1 shows NRC'’s four Regional Offices
and their respective areas for licensing purposes and identifies Agreement States.

In general, applicants wishing to possess or use licensed material in Agreements States must file
an application with the Agreement State, not NRC. However, if work will be conducted at
Federally controlled sites in Agreement States, applicants must first determine the jurisdictional
status of the land in order to determine whether NRC or the Agreement State has regulatory
authority. Seethe section on “ Agreement States’ for additional information.
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7 LICENSE FEES

Each application for which afeeis specified, including applications for new licenses and license
amendments, must be accompanied by the appropriate fee. Refer to 10 CFR 170.31 to determine
the amount of the fee. NRC will not issue the new license prior to fee receipt. Once technical
review has begun, no fees will be refunded; application fees will be charged regardless of the
NRC' s disposition of an application or the withdrawal of an application.

Most NRC licensees are also subject to annual fees; refer to 10 CFR 171.16. Consult
10 CFR 171.11 for additional information on exemptions from annual fees and 10 CFR 171.16(c)
on reduced annual fees for licensees that qualify as“small entities.”

Direct al questions about NRC’ s fees or completion of Item 12 of NRC Form 313 (Appendix A)
to the Office of the Chief Financial Officer at NRC Headquartersin Rockville, Maryland,

(301) 415-7554. You may also call NRC'stoll free number (800) 368-5642 and then ask for
extension 415-7554.
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8 CONTENTS OF AN APPLICATION

The following comments apply to the indicated items on NRC Form 313 (Appendix A).

8.1 ITEM 1: LICENSE ACTION TYPE

THISIS AN APPLICATION FOR (Check appropriate item):

Type of Action License No.
[ ] A. New License Not Applicable
[ ] B. Amendment XX-XXXXX-XX
[ ] C. Renewd XX-XXXXX-XX

Check box A for anew license request.
Check box B for an amendment* to an existing license, and provide license number.

Check box C for arenewal® of an existing license, and provide license number.

8.2 ITEM 2: APPLICANT'S NAME AND MAILING ADDRESS

List the legal name of the applicant’s corporation or other legal entity with direct control over use
of the radioactive material; adivision or department within alega entity may not be alicensee. An
individual may be designated as the applicant only if the individua is acting in a private capacity
and the use of the radioactive material is not connected with employment in a corporation or

other legal entity. Provide the mailing address where correspondence should be sent. A post
office box number is an acceptable mailing address.

Notify NRC of changes in mailing address; these changes do not require afee.

Note: NRC must be notified before control of the license is transferred or bankruptcy
proceedings have been initiated; see below for more details. NRC Information Notice (IN) 97-30,
“Control of Licensed Material during Reorganizations, Employee-Management Disagreements,
and Financial Crises,” dated June 3, 1997, discusses the potential for the security and control of
licensed materia to be compromised during periods of organizationa instability.

1 See* Amendments and Renewalsto aLicense” later in this document. Licensees may request an amendment to
an existing license to add authorization for afixed gauge.
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Timely Notification of Transfer of Control

Regulations. 10 CFR 30.34(b).

Criteria: Licensees must provide full information and obtain NRC’ s prior written consent
before transferring control of the license, or, as some licensees cal it, “transferring the license.”

Discussion: Transfer of control may be the result of mergers, buyouts, or majority stock
transfers. Although it is not NRC's intent to interfere with the business decisions of licensees, it is
necessary for licensees to obtain prior NRC written consent before the transaction is finalized.
Thisisto ensure the following:

C Radioactive materials are possessed, used, or controlled only by persons who have valid NRC
licenses,
C Materids are properly handled and secured;

C Persons using these materias are competent and committed to implementing appropriate
radiological controls;

C A clear chain of custody is established to identify who is responsible for disposition of records
and licensed materid; and

C Public health and safety are not compromised by the use of such materias.

Response from Applicant: None from an applicant for anew license; Appendix C, excerpted
from IN 89-25, Revision 1, “ Unauthorized Transfer of Ownership or Control of Licensed
Activities,” dated December 7, 1994, identifies the information to be provided about transfers of
control.

References. See Notice of Availability (on the inside front cover of this report) to obtain copies
of IN 89-25, Revision 1, “ Unauthorized Transfer of Ownership or Control of Licensed
Activities,” dated December 7, 1994, and IN 97-30, “Control of Licensed Material during
Reorganizations, Employee-Management Disagreements, and Financial Crises,” dated June 3,
1997.

Notification of Bankruptcy Proceedings

Regulations: 10 CFR 30.34(h).

Criteria: Immediately following filing of voluntary or involuntary petition for bankruptcy for or
against alicensee, the licensee must notify the appropriate NRC Regiona Administrator, in
writing, identifying the bankruptcy court in which the petition was filed and the date of filing.
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Discussion: Even though alicensee may have filed for bankruptcy, the licensee remains
responsible for al regulatory requirements. NRC needs to know when licensees are in bankruptcy
proceedings in order to determine whether al licensed material is accounted for and adequately
controlled and whether there are any public health and safety concerns (e.g., contaminated
facility). NRC shares the results of its determinations with other involved entities (e.g., trustee)
so that health and safety issues can be resolved before bankruptcy actions are compl eted.

Response from Applicant: None at time of application for anew license. Generally, licensees
should notify NRC within 24 hours of filing a bankruptcy petition.

References. INsare availablein the “Reference Library” on NRC’'s Home Page at
<http://mwww.nrc.gov>. For hard copies, see the Notice of Availability (on the inside front cover
of this report).

8.3 ITEM 3: ADDRESS(ES) WHERE LICENSED MATERIAL WILL BE
USED OR POSSESSED

Specify the street address, city, and state or other descriptive address (such as on Highway 10, 5
miles east of the intersection of Highway 10 and State Route 234, Anytown, State) for each
facility. The descriptive address should be sufficient to allow an NRC inspector to find the facility
location. A Post Office Box addressis not acceptable.

An NRC license does not relieve alicensee from complying with other applicable Federd, State,
or local requirements (e.g., local zoning requirements or local ordinances requiring registration
of radioactive materia).

An NRC-approved license amendment is required before locating a gauge at an address not
aready listed on the license, whether that gauge is an additiona unit or arelocation of an existing
unit.

For information on conducting operations at temporary job sites (i.e., locations where work is
conducted for limited periods of time, refer to the section in this report called “Fixed Gauges
Used at Temporary Job Sites.” That section offers examples of operations where fixed gauges
might be used at temporary job sites and gives information which should be provided to the NRC
to support arequest for these operations.

The applicant need not submit sketches or identify the specific location of the fixed gauge within
the facility with the application. The acceptability of the gauge’ s location will be reviewed
during the inspection process.

Note: Asdiscussed later in the section “Financial Assurance and Record Keeping for
Decommissioning,” licensees do need to maintain permanent records on where licensed material
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was used or stored while the license was in force. Thisisimportant for making future
determinations about the release of these locations for unrestricted use (e.g., before the license is
terminated). For fixed gauge licensees, acceptable records are sketches or written descriptions of
specific locations where each gauge was used or stored and any information relevant to damaged
devices or leaking radioactive sources.

8.4 ITEM 4: PERSON TO BE CONTACTED ABOUT THIS
APPLICATION

|dentify the individual who can answer questions about the application and include his or her
telephone number. Thisistypically the proposed radiation safety officer, unless the applicant has
named a different person as the contact. The NRC will contact thisindividua if there are
guestions about the application.

Notify NRC if the contact person or his or her telephone number changes so that NRC can
contact the applicant or licensee in the future with questions, concerns, or information. This
notice isfor “information only” and does not require a license amendment or a fee.

Asindicated on NRC Form 313 (Appendix A), Items 5 through 11 should be submitted on
separate sheets of paper. Applicants may use Appendix B for this purpose and should note that
using the suggested wording of responses and committing to using the model proceduresin this
report will expedite NRC'sreview. Appendix D provides examples of the criteriathat NRC
license reviewers use to review submissions of alternative procedures.

8.5 ITEM 5: RADIOACTIVE MATERIAL

8.5.1 SEALED SOURCES AND DEVICES

Regulations; 10 CFR 30.32(g), 10 CFR 30.33()(2), 10 CFR 32.210.

Criteria: Applicants must provide the manufacturer’s or distributor’s name and model number
for each requested sealed source and device. Licensees will be authorized to possess and use only
those sealed sources and devices specifically approved or registered by NRC or an Agreement
State.

Discussion: NRC or an Agreement State performs a safety evaluation of fixed gauges before
authorizing a manufacturer or distributor to distribute the gauges to specific licensees. The safety
evaluation is documented in a Sealed Source and Device (SSD) Registration Certificate. Before
the SSD registration process was formalized, some older gauges may not have been evaluated in a
separate document, but were specifically approved on alicense. Licensees can continue to use
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these gauges that are specifically listed on their licenses. Some examples of fixed gauges are

shown in Figure 8.1.

Fill Level Gauge Flow Gauge Thickness Gauge Insertion Gauge

=l

62-ppt-9268-307d
091797

Figure 8.1 Examplesof Several Different Types of Fixed Gauges.

Consult with the proposed manufacturer or distributor to ensure that requested sources and
devices are compatible and conform to the sealed source and device designations registered with
NRC or an Agreement State. Licensees may not make any changes to the sealed source, device,
or source/device combination that would ater the description or specifications from those
indicated in the respective registration certificates, without obtaining NRC'’ s prior permission in a
license amendment. Such changes may necessitate a custom registration review, increasing the
time needed to process a licensing action.

SSD Registration Certificates contain sections on “Conditions of Normal Use” and “Limitation
and Other Considerations of Use.” These sections may include limitations derived from
conditions imposed by the manufacturer or distributor, by particular conditions of use that would
reduce radiation safety of the device, or by circumstances unique to the sealed source or device.
For example, working life of the device or appropriate temperature and other environmental
conditions may be specified. Except as specifically approved by NRC, licensees are required to
use gauges according to their respective SSD Registration Certificates. Accordingly, applicants
may want to obtain a copy of the certificate and review it with the manufacturer or distributor or
with NRC or the issuing Agreement State to ensure that it correctly reflects the radiation safety
properties of the source or device. See Appendix E for an example of afixed gauge SSD
Registration Certificate.

Response from Applicant:

C Identify each radionuclide that will be used in each source in the gauging device(s).

C Identify the manufacturer or distributor and model number of each type of sealed source and
device requested.

C Confirm that each sedled source, device, and source/device combination is registered as an
approved sealed source or device by NRC or an Agreement State.
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C Confirm that the activity per source and maximum activity per device will not exceed the
maximum activity listed on the approved certificate of registration issued by NRC or by an
Agreement State.

Note: For information on SSD registration certificates, contact the Registration Assistant by
caling NRC'stoll free number (800) 368-5642 and then asking for extension 415-7217. For
more information about the SSD registration process, see the current version of NUREG-1556,
Vol. 3, “Consolidated Guidance About Materias Licenses. Applications for Sealed Source and
Device Evaluation and Registration.” It isavailable electronicaly in the “Reference Library” at
<http://mww.nrc.gov>; for a paper copy, see the Notice of Availability (on the inside front cover
of this report).

8.5.2 FINANCIAL ASSURANCE AND RECORDKEEPING FOR
DECOMMISSIONING

Regulations: 10 CFR 30.34(b), 10 CFR 30.35.

Criteria: Fixed gauge licensees authorized to possess sealed sources containing radioactive
material in excess of the limits specified in 10 CFR 30.35(b) and (d) must provide evidence of
financia assurance for decommissioning.

Even if no financial assurance is required, licensees are required to maintain, in an identified
location, decommissioning records related to structures and equipment where gauges are used or
stored and to leaking sources. Pursuant to 10 CFR 30.35(g), licensees must transfer these
records important to decommissioning to either of the following:

C The new licensee before licensed activities are transferred or assigned according to
10 CFR 30.34(b).

C The appropriate NRC regiona office before the license is terminated.

Discussion: The requirements for financial assurance are specific to the types and quantities of
byproduct material authorized on alicense. Most fixed gauge applicants and licensees do not
need to take any action to comply with the financial assurance requirements because their tota
inventory of licensed material does not exceed the thresholdsin 10 CFR 30.35(b) and (d). The
thresholds for typical radionuclides used for fixed gauge sealed sources are shown in Table 8.1.
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Table 8.1  Examples of Minimum Inventory Quantities Requiring Financial

Assurance
Radionuclide Activity in Gigabecquer els Activity in Curies
(Sealed Sour ces)
Co-60 3.7x10° 10,000
Kr-85 3.7x 10’ 1,000,000
Sr-90 3.7x 10 1,000
Cs137 3.7 x 10° 100,000
Am-241 3.7x10° 100
Cf-252 3.7x10° 100

A licensee would need to possess hundreds of gauges before the financia assurance requirements
would apply. Since the standard gauge license does not specify the maximum number of gauges
that alicensee may possess (allowing flexibility in obtaining additional gauges specifically
authorized by the license as needed without amending its license), it contains a condition requiring
the licensee to limit its possession of fixed gauges to quantities not requiring financia assurance.
Applicants and licensees desiring to possess gauges exceeding the threshold amounts must submit
evidence of financia assurance.

Applicants requesting more than one radionuclide may determine whether financial assurance for
decommissioning is required by calculating, for each radionuclide possessed, the ratio between the
activity possessed, in curies, and the radionuclide’ s threshold activity requiring financia

assurance, in curies. If the sum of such ratios for all of the radionuclides possessed exceeds “1”
(i.e., “unity”), then applicants must submit evidence of financia assurance for decommissioning.

The same regulation aso requires that licensees maintain records important to decommissioning in
an identified location. All fixed gauge licensees need to maintain records of structures and
equipment where each gauge was used or stored. As-built drawings with modifications of
structures and equipment shown as appropriate fulfill this requirement. If drawings are not
available, licensees shall substitute appropriate records (e.g., a sketch of the room or building or a
narrative description of the area) concerning the specific areas and locations. If no records exist
regarding structures and equipment where gauges were used or stored, licensees shall make all
reasonable efforts to create such records based upon historical information (e.g. employee
recollections). In addition, if fixed gauge licensees have experienced unusual occurrences (e.g.,
leaking sources, other incidents that involve spread of contamination), they aso need to maintain
records about contamination that remains after cleanup or that may have spread to inaccessible
areas.
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For fixed gauge licensees whose sources have never leaked, acceptable records important to
decommissioning are sketches or written descriptions of the specific locations where each gauge
was used or stored.

Response from Applicant: No response is needed from most applicants. If financial assurance
isrequired, submit the documentation required under 10 CFR 30.35. RG 3.66, “Standard Format
and Content of Financial Assurance Mechanisms Required for Decommissioning Under

10 CFR Parts 30, 40, 70, and 72,” dated June 1990, contains approved wording for each of the
mechanisms authorized by the regulation to guarantee or secure funds except for the Statement of
Intent for Government licensees.

Licensees must transfer records important to decommissioning either to the new licensee before
licensed activities are transferred or assigned in accordance with 10 CFR 30.34(b) or to the
appropriate NRC regiona office before the license is terminated.

References. See Notice of Availability (on the inside front cover of this report) to obtain copies
of RG 3.66, “ Standard Format and Content of Financial Assurance Mechanisms Required for
Decommissioning Under 10 CFR Parts 30, 40, 70, and 72,” dated June 1990, and

P& GD FC 90-2, Revision 1, “ Standard Review Plan for Evaluating Compliance with
Decommissioning Requirements,” dated April 30, 1991.

8.6 ITEM 6: PURPOSE(S) FOR WHICH LICENSED MATERIAL WILL
BE USED

Regulations: 10 CFR 30.33(a)(1).

Criteria: Proposed purpose is authorized by the Atomic Energy Act of 1954, as amended.
Gauges should be used only for the purposes for which they were designed, according to the
manufacturer’s or distributor’s recommendations and instructions, as specified in an approved
SSD Registration Certificate, and as authorized on an NRC license.

Discussion: Uses other than those listed in the SSD Registration Certificate require review and
approval by the NRC or an Agreement State. Requests to use fixed gauges for purposes not
listed in the SSD Registration Certificate will be reviewed on a case-by-case basis. Applicants
need to submit sufficient information to demonstrate that the proposed use will not compromise
the integrity of the source or source shielding, or other radiation safety-critical components of the
device. NRC will evaluate the radiation safety program for each type and use of gauge requested.

An NRC license does not relieve alicensee from complying with other applicable Federd, State,
or local regulations.
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Response from Applicant: Provide either of the following:
C If the fixed gauge(s) will be used for the purposes listed on the SSD Registration Certificate,
do the following:

— State that “The fixed gauge(s) will be used for the purposes described on the SSD
Registration Certificate(s)”

— Provide a specific description of use for each type of gauge requested, e.g., “for usein
measuring the thickness of paper, the bulk density and weight of coa on a beltscae, etc.”

OR

C If the fixed gauge will be used for purposes other than those listed on the SSD Registration
Certificate, specify these other purposes and submit safety analyses (and procedures, if needed)
to support safe use.

Note:

C Allowed uses of fixed gauges normally include process control methods such as measuring the
thickness of paper, the density of coal, the level of materia in vessels and tanks, etc.

C Unusud useswill be evaluated on a case-by-case basis and the authorized use condition will
reflect approved uses.

8.7 ITEM 7: INDIVIDUAL(S) RESPONSIBLE FOR RADIATION
SAFETY PROGRAM AND THEIR TRAINING EXPERIENCE

8.7.1 RADIATION SAFETY OFFICER (RSO)

Regulations: 10 CFR 30.33(a)(3).

Criteria: Radiation Safety Officers (RSOs) must have adequate training and experience.
Successful completion of training of one of the following is evidence of adequate training and
experience.

C Fixed gauge manufacturer’s or distributor*s course for users or for RSOs

C Equivalent course that meets Appendix G criteria

Additional training is required for RSOs of programs that perform non-routine operations. This
includes repairs involving or potentially affecting components related to the radiological safety of
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the gauge (e.g., the source, source holder, source drive mechanism, shutter, shutter control, or
shielding) and any other activities during which personnel could receive radiation doses exceeding
NRC limits (e.g., installation, initial radiation survey, gauge relocation, and removal of the gauge
from service). See “Radiation Safety Program - Maintenance” in this report and Appendix N,
“Non Routine Operations.”

Discussion: The person responsible for the radiation protection program is called the Radiation
Safety Officer (RSO). The RSO needs independent authority to stop operations that he or she
considers unsafe. He or she must have sufficient time and commitment from management to fulfill
certain duties and responsibilities to ensure that radioactive materias are used in a safe manner.
Typical RSO duties areillustrated in Figure 8.2 and described in Appendix F. NRC requires the
name of the RSO on the license to ensure that |licensee management has aways identified a
responsible, qualified person and that the named individua knows of hisor her designation as

0 Stop unsafe licensed activities

: b Proper use and routine maintenance

Security and investigation

0

23 Inventory
3 Leak Test
O3 Audit

3 Training

I Records
Material disposal

Interaction with NRC, other authorities
Records maintenance

Annual program audit

€) Locked Out

Lock-out procedures

= @ ZC

D

(LLLLY,

Personnel training

Monitor emergency events

B

62-pt7-9162-303d
091797

Figure 8.2 RSO Responsibilities. Typical duties and responsibilities of RSOs.
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Response from Applicant: Provide the following:

C Name of the proposed RSO;
AND EITHER

C Statement that: “Before obtaining licensed materias, the proposed RSO will have successfully
completed the training described in Criteriain the section entitled ‘ Radiation Safety Officer’ in
NUREG-1556, Vol. 4, ‘ Consolidated Guidance about Materials Licenses:. Program-Specific
Guidance about Fixed Gauges Licenses,’ dated October 1998”; and

C Statement that: “Before being named as the RSO, future RSOs will have successfully
completed the training described in Criteriain the section entitled ‘ Radiation Safety Officer’ in
NUREG-1556, Vol. 4, ‘ Consolidated Guidance about Materials Licenses:. Program-Specific
Guidance about Fixed Gauges Licenses,” dated October 1998. Within 30 days of naming a
new RSO, we will submit the new RSO’s name to NRC to includein our license.”

OR

C Alternative information demonstrating that the proposed RSO and any future RSO are
qualified by training and experience.

Note:
C Itisimportant to notify NRC, as soon as possible, of changes in the designation of the RSO;
such notifications will be handled as administrative amendments not requiring fees aslong as

the application contains the commitment listed in the third bullet under “Response from
Applicant.”

C Alternative responses will be evaluated using the criteria listed above.

8.7.2 AUTHORIZED USERS

Regulations: 10 CFR 30.33(a)(3).

Criteria: Authorized users (AUs) must have adequate training and experience. Successful
completion of one of the following is evidence of adequate training and experience:

C Fixed gauge manufacturer’s or distributor*s course for users

C Equivalent course that meets Appendix G criteria

Applicants requesting to perform non-routine operations such asinstallation, initial radiation
survey, repair, and maintenance of components related to the radiological safety of the gauge,
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gauge relocation, replacement and disposal of sealed sources, aignment, or removal of a gauge
from service, must provide additional training. See the section in this report entitled “Radiation
Safety Program - Maintenance” and Appendix N.

Discussion: An AU isa person whose training and experience meet NRC criteria, who is named
either explicitly or implicitly on the license, and who uses or directly supervises the use of licensed
material. AUs must ensure the proper use, security, and routine maintenance of fixed gauges
containing licensed material. AUs mugt attend the training and instruction given at the time of
installation or receive equivalent training and instruction.

An AU is considered to be supervising the use of licensed material when he or she directs
personnel in operations involving the material. Although the AU may delegate specific tasks to
supervised users (e.g., maintaining records), he or sheis still responsible for safe use of licensed
material.

Response from Applicant: Provide either of the following:

C The statement: “Before using licensed materias, authorized users will have successfully
completed one of the training courses described in Criteriain the section entitled * Authorized
Users in NUREG-1556, Val. 4, ‘ Consolidated Guidance about Materials Licenses: Program-
Specific Guidance about Fixed Gauge Licenses,’ dated October 1998.”

OR

C A description of the training and experience for proposed authorized users.

Note: Alternative responses will be evaluated using the criterialisted above.

8.8 ITEM 8: TRAINING FOR INDIVIDUALS WHO IN THE COURSE
OF EMPLOYMENT ARE LIKELY TO RECEIVE OCCUPATIONAL
DOSES OF RADIATION IN EXCESS OF 1 mSv (100 mrem) IN A
YEAR (OCCUPATIONALLY EXPOSED WORKERS) AND
ANCILLARY PERSONNEL

Regulations: 10 CFR 19.11, 10 CFR 19.12, 10 CFR 19.13, 10 CFR 20.1801, 10 CFR 20.1802,
10 CFR 30.7, 10 CFR 30.9, 10 CFR 30.10, 10 CFR 30.33.

Criteria: Individuals who in the course of employment are likely to receive occupationa doses
of radiation in excess of 1 mSv (100 mrem) in ayear must receive training according to

10 CFR 19.12. The extent of thistraining must be commensurate with potential radiological
health protection problems present in the work place.
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Discussion: Licensees need to perform a prospective evaluation to determine radiation doses
likely to be received by different individuas or groups. AUs, and individuals performing
installations, relocations, non-routine maintenance, or repairs would be most likely to receive
dosesin excess of 1 mSv (100 mrem) in ayear. Seethe previous section for a discussion of
training and experience for AUs.

Licensee personnel who work in the vicinity of afixed gauge but do not use gauges (ancillary
staff) are not required to have radiation safety training as long as they are not likely to receive 1
mSv (100 mrem) in ayear. However, to minimize potential radiation exposure when ancillary
staff are working in the vicinity of afixed gauge, it is prudent for them to work under the
supervision and in the physical presence of an AU or to be provided some basic radiation safety
training. Such ancillary staff should be informed of the nature and location of the gauge and the
meaning of the radiation symbol, and should be instructed not to touch the gauge and to keep
away from it as much as their work permits.

Some ancillary staff, although not likely to receive doses over 1 mSv (100 mrem), should receive
training to ensure adequate security and control of licensed material. Licensees may provide these
individuals with training commensurate with their assignments in the vicinity of the gauge, to
ensure the control and security of licensed material.

Response from Applicant: The applicant’s training program, for individuals who in the course
of employment are likely to receive occupational doses of radiation in excess of 1 mSv (100
mrem) in ayear (occupationally exposed workers) and ancillary personnel, will be examined
during inspections, but should not be submitted in the license application.

8.9 ITEM 9: FACILITIES AND EQUIPMENT

Regulations; 10 CFR 30.33(8)(2), 10 CFR 32.210.

Criteria: Facilities and equipment must be adequate to protect health and to minimize danger to
life or property. This may be demonstrated by the following:

C Thelocation of the gauge is compatible with the “Conditions of Normal Use” and “Limitations
and/or Other Considerations of Use” on the SSD Registration Certificate

C Thefixed gauge is secured to prevent unauthorized removal or access (e.g., located in alocked
room, permanently mounted, or chained and locked to a storage rack).

Discussion: Fixed gauges incorporate many engineering features to protect the user from
unnecessary radiation exposure in awide variety of environments. Fixed gauges may be located
in harsh environments involving variables such as pressure, vibration, mounting height/method,
temperature, humidity, air quality, corrosive atmospheres, corrosive chemicals including process
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materials and cleaning agents, possible impact or puncture conditions, and fire, explosion, and
flooding potentias. Applicants need to consult the sections on the SSD Registration Certificate
entitled, “Conditions of Norma Use” and “Limitations and/or Other Considerations of Use” to
determine the appropriate gauge for alocation. In those instances when a proposed location is
not consistent with the SSD Registration Certificate, the applicant may ask the source or device
manufacturer or distributor to request an amendment to modify the SSD Registration Certificate
to include the new conditions. If the manufacturer or distributor does not request an amendment,
the applicant must provide the NRC with specific information demonstrating that the proposed
new conditions will not impact the safety or integrity of the source or device.

Response from Applicant: Provide one of the following:

C A statement that: “ We will ensure that the location of each fixed gauge meets the criteriain
the section entitled ‘ Facilities and Equipment’ in NUREG-1556, Val. 4, * Consolidated
Guidance about Materials Licenses. Program-Specific Guidance about Fixed Gauge Licenses,’
dated October 1998.”

OR

C Confirm that the fixed gauge is secured to prevent unauthorized removal or access; and submit
specific information demonstrating that the proposed conditions will not impact the safety or
integrity of the source or device. Address any instances where the proposed conditions exceed
any conditions listed in the SSD Registration Certificate.

Note:
C Any deviations from an SSD Registration Certificate will require specific NRC approval.

C Alternative responses will be evaluated using the criteria listed above.

References. INsare availablein the “Reference Library” on NRC’'s Home Page at
<http://mwww.nrc.gov>. For hard copies, see the Notice of Availability (on the inside front cover
of this report).
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8.10 ITEM 10: RADIATION SAFETY PROGRAM

8.10.1 AUDIT PROGRAM

Regulations: 10 CFR 20.1101, 10 CFR 20.2102.

Criteria: Licensees must review the content and implementation of their radiation protection
programs at intervals not to exceed 12 months to ensure the following:

C Compliance with NRC and DOT regulations (as applicable), and the terms and conditions of
the license;

C Occupationa doses and doses to members of the public are ALARA (10 CFR 20.1101); and

C Records of audits and other reviews of program content are maintained for 3 years.

Discussion: Appendix H contains a suggested audit program that is specific to the use of fixed
gauges and is acceptable to NRC. All areas indicated in Appendix H may not be applicable to
every licensee and all items may not need to be addressed during each audit. For example,
licensees do not need to address areas which do not apply to their activities, and activities which
have not occurred since the last audit need not be reviewed at the next audit.

Currently the NRC’s emphasisin inspections is to perform actual observations of work in
progress. Asapart of their audit programs, applicants should consider performing unannounced
audits of fixed gauge usersto determine if, for example, Operating and Emergency Procedures
are available and are being followed, etc.

It is essential that once identified, problems be corrected comprehensively and in atimely manner;
IN 96-28, “ Suggested Guidance Relating to Development and Implementation of Corrective
Action,” provides guidance on this subject. The NRC will review the licensee' s audit results and
determine if corrective actions are thorough, timely, and sufficient to prevent recurrence. |If
violations are identified by the licensee and these steps are taken, the NRC will normally exercise
discretion and may elect not to cite aviolation. The NRC's goal isto encourage prompt
identification and prompt, comprehensive correction of violations and deficiencies. For additional
information on NRC’ s use of discretion on issuing violations, refer to the current version of
NUREG-1600, “General Statement of Policy and Procedures for NRC Enforcement Actions.”

Licensees must maintain records of audits and other reviews of program content and
implementation for 3 years from the date of the record. NRC has found audit records that contain
the following information to be acceptable: date of audit, name of person(s) who conducted
audit, persons contacted by the auditor(s), areas audited, audit findings, corrective actions, and
follow-up.

8-15 NUREG - 1556, Val. 4



CONTENTS OF AN APPLICATION

Response from Applicant: The applicant’s program for reviewing the content and
implementation of its radiation protection program will be examined during inspections, and
should not be submitted in the license application.

References. The current version of NUREG-1600 is available electronically at
<http://mwww.nrc.gov/OE>. INs are available in the “Reference Library” on NRC’'s Home Page at
<http://mwww.nrc.gov>. For hard copies of NUREG-1600, IN 96-28, and IP 87110, Appendix A,
“Industrial/Academic/Research Inspection Field Notes,” see the Notice of Availability (on the
inside front cover of this report).

8.10.2 INSTRUMENTS

Regulations: 10 CFR 20.1501, 10 CFR 20.2103(a), 10 CFR 30.33(a)(2).

Criteria: Licensees must possess, or have access to, radiation monitoring instruments which are
necessary to protect health and minimize danger to life or property. Instruments used for
quantitative radiation measurements must be calibrated periodicaly for the radiation measured.

Discussion: Usualy it is not necessary for fixed gauge licensees to possess a survey meter.
However, surveys according to 10 CFR 20.1501 will be required if an applicant plans to conduct
non-routine operations. Thisincludes installation, initia radiation surveys, relocation, removal
from service, dismantling, alignment, replacement, disposal of the sealed source, and non-routine
maintenance and repair of components related to the radiological safety of the gauge. Because
some of these operations may increase the risk of radiation exposure, individual s performing these
operations should be carefully monitored with a survey meter. Such survey meters should be
properly calibrated. Proper calibration is particularly important for initial surveys since the results
can be used as a basis for public dose estimates. For those licensees requesting authorization to
calibrate their own survey instruments, Appendix | contains calibration procedures acceptable to
the NRC.

Licensees who perform surveys pursuant to 10 CFR 20.1501 must possess a survey meter that:

C Measures at least 0.3 through 1 through 200 mR per hour (50 microcoulombs per kilogram)
C Iscapable of measuring the radiation being emitted from the gauge*s sealed source

C Ischecked for functionality with a source of radiation at the beginning of each day of use (e.g.,
with the gauge or a check source)

C Iscdibrated:
— Atintervals not to exceed 12 months

— Using a source of radiation similar to those found in the gauges
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— After any servicing or repair (other than a ssmple battery exchange)

— To ensure that exposure rates indicated by the meter do not vary from the actual exposure
rates by more than + 20% on each scale

— By the instrument manufacturer or person specificaly authorized by the NRC or an
Agreement State

Since many fixed gauge licensees are not required to possess a survey meter, applicants should
preplan how they will obtain assistance in performing a radiation survey in the event of an
emergency (e.g., obtain a survey instrument from hospitals, universities, other NRC or Agreement
State licensees, or local emergency response organization). It isimportant to determine as soon
as possible after an incident, by the use of aradiation survey meter, whether the shielding and
source are intact.

For those licensees using gauges containing only beta, neutron or apha-emitting radionuclides,
specialized survey instruments may be required.

Response from Applicant: Provide one of the following:
C A statement that, “Surveys according to 10 CFR 20.1501 will be performed by a person
specifically authorized by the NRC or an Agreement State to perform these surveys.”

OR

C A statement that, “ We will use survey instruments that meet the Criteriain the section entitled
‘Radiation Safety Program - Instruments in NUREG-1556, Vol. 4, * Consolidated Guidance
about Materias Licenses. Program-Specific Guidance about Fixed Gauge Licenses,” dated
October 1998”; and one of the following three choices:

— “Each survey meter will be calibrated by the manufacturer or other person authorized by
the NRC or an Agreement State to perform survey meter calibrations.”

OR

— “Wewill implement the model survey meter calibration program published in Appendix |
entitled ‘ Survey Instrument Calibration’ in NUREG-1556, Val. 4, ‘ Consolidated Guidance
about Materias Licenses. Program-Specific Guidance about Fixed Gauge Licenses,’
dated October 1998”

OR

— “We will submit dternative calibration procedures for NRC review.”
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OR,INLIEU OF ALL OF THE ABOVE

C Submit a description of an aternative method to perform surveys according to
10 CFR 20.1501.

Notes:

C Alternative responses will be reviewed against the criterialisted above.

C The NRC license will state that survey meter calibrations will be performed by the instrument
manufacturer or a person specifically authorized by the NRC or an Agreement State, unless the
applicant specifically requests this authorization. Applicants seeking authorization to perform
survey meter calibrations must submit additional information for review. See Appendix | for
more information.

C Regardless of whether an applicant is authorized to calibrate survey meters or contracts an
authorized firm to perform calibrations, the licensee must retain calibration records for at |east
3 years.

8.10.3 MATERIAL RECEIPT AND ACCOUNTABILITY

Regulations: 10 CFR 30.34(e), 10 CFR 30.41, 10 CFR 30.51, 10 CFR 20.1801,
10 CFR 20.1802, 10 CFR 20.2201.

Criteria: Licensees must do the following:

C Maintain records of receipt, transfer, and disposal of fixed gauges and

C Conduct physical inventories at intervals not to exceed 6 months, or some other interval
judtified by the applicant and approved by NRC, to account for all sealed sources.

Discussion: Asillustrated in Figure 8.3, licensed materials must be tracked from “cradle to
grave’ in order to ensure gauge accountability, identify when gauges could be lost, stolen, or
misplaced, and ensure that possession limits listed on the license are not exceeded. Significant
problems can arise from failure to ensure the accountability of gauges. See IN 88-02, “Lost or
Stolen Gauges,” dated February 2, 1988.

NUREG - 1556, Val. 4 8-18



CONTENTS OF AN APPLICATION

Cradle to Grave Accountability

& &
O o (]
receiPt - Transfe,
record Semi-Annuall Dis. "
Inventory: ecoss!
[]
PR sn [ an
an ®
e 7 | Jduly :
o 7 e
Receipt Disposal or Transfer

62-pt4-9162-301c
110397

Figure 8.3 Material Receipt and Accountability. Licensees must maintain records of receipt,
transfer, and disposal and conduct semiannual physical inventories.

Receipt, transfer, and disposal records must be maintained for the times specified in Table 8-2.
Typically, these records contain the following types of information:

C Radionuclide and activity (in units of becquerels or curies) of byproduct materia in each sedled
source

C Manufacturer’s or distributor’s name, model number, and serial number (if appropriate) of each
device containing byproduct material

C Location of each seaed source and device

C For materias transferred or disposed of, the date of the transfer or disposal, name and license
number of the recipient, description of the affected radioactive materia (e.g., radionuclide,
activity, manufacturer’s or distributor’ s name and model number, serial number).

Table 8.2 Record Maintenance

Type of Record How L ong Record Must be M aintained
Receipt For as long as the material is possessed until 3 years after
transfer or disposa
Transfer For 3 years after transfer
Disposd Until NRC terminates the license
Important to Decommissioning* |[Until the Site is released for unrestricted use

* See the section entitled “Financial Assurance and Recordkeeping for Decommissioning.”
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Response from Applicant: Provide either of the following:

C A statement that: “Physical inventories will be conducted at least every 6 months or at other
intervals approved by the NRC, to account for all sealed sources and devices received and
possessed under the license.”

OR

C A description of the procedures for ensuring that no fixed gauge has been lost, stolen, or
misplaced and how often they will be conducted.

Note:

C Alternative responses will be evaluated using the criteria listed above.
C Inventory records should be maintained and contain the following types of information:

— Radionuclide and amount (in units of becquerels or curies) of byproduct material in each
sedled source

— Manufacturer’s or distributor*s name, model number, and seria number (if appropriate) of
each device containing byproduct material

— Location of each sealed source and device
— Date of the inventory

— Signature of the individual conducting the inventory.

References. INsare availablein the “Reference Library” on NRC’'s Home Page at
<http://mwww.nrc.gov>. For hard copies, see the Notice of Availability (on the inside front cover
of this report).

8.10.4 OCCUPATIONAL DOSE

Regulations: 10 CFR 20.1502, 10 CFR 20.1201, 10 CFR 20.1207, 10 CFR 20.1208.
Criteria: Applicants must do either of the following:
C Perform a prospective evaluation demonstrating that unmonitored individuals are not likely to

receive, in one year, aradiation dose in excess of 10% of the alowable limits as shown in
Figure 8.4
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OR

C Provide dosimetry processed and evaluated by a Nationa Voluntary Laboratory Accreditation
Program (NVLAP) approved processor that is exchanged at a frequency recommended by the
processor.

Eyes Annual Dose Limits for

G5 emey | Occupationally Exposed
Adults

(10 CFR 20.1201)

Skin
0.50 Sv
(50 rems)

Elbows to hands
0.50 Sv
(50 rems)

Total effective dose equivalent TEDE
(whole body) 0.05 Sv (5 rems)

Knees to feet
0.50 Sv
(50 rems)

62-pt4-9162-320c
091698

Figure 8.4 Annual Dose Limitsfor Occupationally Exposed Adults.

Discussion: Under conditions of routine use, the typical fixed gauge user does not require a
personnel monitoring device (dosmetry). A gauge user also does not require dosimetry when
proper emergency procedures are used. Appendix J provides guidance on performing a
prospective evaluation demonstrating that fixed gauge users are not likely to exceed 10% of the
[imits as shown in Figure 8.4 and thus, are not required to have personnel dosimetry.

Individuals who perform non-routine operations such asinstallation, initia radiation survey,
repair, and maintenance of components related to the radiological safety of the gauge, gauge
relocation, replacement, and disposal of sealed sources, alignment, or removal of a gauge from
service are more likely to exceed 10% of the limits as shown in Figure 8.4. Applicants may be
required to provide dosimetry (whole body and perhaps extremity monitors) to individuals
performing such services or must perform a prospective evaluation demonstrating that
unmonitored individuals performing such non-routine operations are not likely to receive, in one
year, aradiation dose in excess of 10% of the alowable limits as shown in Figure 8.4.

When personnd monitoring is needed, most licensees use either film badges or thermoluminescent
dosimeters (TLDs) that are supplied by a NV LAP-approved processor. The exchange frequency
for film badges is usually monthly due to technical concerns about film fading. The exchange
frequency for TLDsisusualy quarterly. Applicants should verify that the processor is NVLAP-
approved. Consult the NVLAP-approved processor for its recommendations for exchange
frequency and proper use.
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Response from Applicant: Provide one of the following:

C A statement that: “ We will perform a prospective evaluation demonstrating that unmonitored
individuals are not likely to receive, in one year, aradiation dose in excess of 10% of the
allowable limitsin 10 CFR Part 20 or we will provide dosimetry that meets the Criteriain the
section entitled ‘ Radiation Safety Program - Occupational Dosimetry’ in NUREG-1556,

Vol. 4, ‘Consolidated Guidance about Materias Licenses. Program-Specific Guidance about
Fixed Gauge Licenses,” dated October 1998”

OR

C A description of an aternative method for demonstrating compliance with the referenced
regulations.

Notes:

C Alternative responses will be evaluated using the criteria listed above.

C Some licensees choose to provide personnel dosimetry to their workers for reasons other than
compliance with NRC requirements (e.g., to respond to worker requests).

References. Nationa Institute of Standards and Technology (NIST) Publication 810, “ Nationa
Voluntary Laboratory Accreditation Program Directory,” is published annualy and is available
electronically at <http://ts.nist.gov/nvliap>. NIST Publication 810 can be purchased from GPO,
whose URL is <http://www.gpo.gov>. ANSI N322 may be ordered electronically at
<http://www.ansi.org> or by writing to ANSI, 1430 Broadway, New Y ork, NY 10018.

8.10.5 PUBLIC DOSE

Regulations: 10 CFR 20.1301, 10 CFR 20.1302, 10 CFR 20.1003, 10 CFR 20.1801,
10 CFR 20.1802, 10 CFR 20.2107.

Criteria: Licensees must do the following:

C Ensure that fixed gauges will be used, transported, and stored in such away that members of
the public will not receive more than 1 mSv [100 mrem] in one year, and the dose in any
unrestricted areawill not exceed 0.02 mSv [2 mrem] in any one hour, from licensed operations.

C Prevent unauthorized access, removal, or use of fixed gauges.

Discussion: Public doseisdefined in 10 CFR Part 20 as “the dose received by a member of the
public from exposure to radiation and/or radioactive material released by alicensee, or to any
other source of radiation under the control of alicensee.” Public dose excludes doses received
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from background radiation and from medical procedures. Whether the dose to an individual is an
occupational dose or a public dose depends on the individual’s assigned duties. It does not
depend on the area (restricted, controlled, or unrestricted) the individua isin when the doseis
received.

In the case of fixed gauges, members of the public include persons who live, work, or may be near
locations where fixed gauges are used or stored and employees whose assigned duties do not
include the use of licensed materials and who work in the vicinity where gauges are used or
stored. Since afixed gauge presents aradiation field, the applicant must use methods to limit the
public dose such that the radiation level in an unrestricted area (e.g., a nearby walkway or area
near the gauge that requires frequent maintenance) does not exceed 1 mSv (100 mrem) in ayear
or 0.02 mSv (2 mrem) in any one hour.

Because fixed gauges are generally permanently mounted (e.g., chained and locked to a storage
rack), they may not need to be in alocked areato prevent loss, theft, or unauthorized removal.
Operating and emergency procedures regarding security and lock-out procedures specified in this
document should be sufficient to limit the exposure to the public during use or storage and after
accidents. IN 81-37, “ Unnecessary Radiation Exposures to the Public and Workers During
Events Involving Thickness and Level Measuring Devices,” dated December 15, 1981, provides
information about two events that resulted or may have resulted in unnecessary radiation
exposure to members of the public and to maintenance workers. IN 88-02, “Lost or Stolen
Gauges,” dated February 2, 1988, provides information about several events where fixed gauges
were lost or stolen.

Public dose is also affected by the location of the gauge. Use the concepts of time, distance, and
shielding when devel oping a method to limit public dose. Decreasing the time spent near a gauge,
increasing the distance from the gauge, and using shielding will reduce the radiation exposure.
The most effective way to limit public dose isto prevent members of the public from entering
areas where gauges are used or stored. This may be accomplished by administrative or
engineering controls.

Administrative controls include training and warning signs. In cases where gauges are located in
hostile environments (e.g., high temperatures, caustic chemicals, etc.), warning signs may be
difficult to maintain so mandatory training programs may be necessary to caution employees.

Engineering controls reduce radiation levelsin areas that are accessible to the public. Shielding
the gauge with a protective barrier (e.g., using brick, concrete, lead, or other solid walls) or
placing the gauge within an enclosure to prevent access to higher radiation levels are examples of
engineering controls. See Figure 8.5.
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Figure 8.5 Limiting Public Dose. When dose ratesin an area are high enough that a member
of the public could receive a dose in excess of 0.02 mSv (2 mrem) in any one hour or 1 mSv
(100 mrem) in a year, licensees must take additional measuresto prevent public access to these
higher dose rates, such as building enclosures around the gauges.
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Public dose can be estimated in areas near the gauge by using radiation levels determined during
initial surveys and applying the “inverse square” law to evaluate the effect of distance on radiation
levels and occupancy factors to account for the actual presence of members of the public. See
Appendix K for an example.

If, after making a public dose estimate, the conditions used to make the evaluation change (e.g.,
changes the location of gauges, changes the type or frequency of gauge use, adds gauges, changes
the occupancy of adjacent areas), then the licensee must perform a new evauation to ensure that
the public dose limits are not exceeded and take corrective action, as needed.

During NRC inspections, licensees must be able to provide documentation demonstrating, by
measurement or calculation, that the TEDE to the individua likely to receive the highest dose
from the licensed operation does not exceed the annual limit for individual members of the public.
See Appendix K for examples of methods to demonstrate compliance.

Response from Applicant: No response is required from the applicant during the licensing
phase. Documentation demonstrating compliance will be examined during inspection.

References. Seethe Notice of Availability (on the inside front cover of this report) to obtain
copies of IN 81-37, “ Unnecessary Radiation Exposures to the Public and Workers During Events
Involving Thickness and Level Measuring Devices,” dated December 15, 1981, and IN 88-02,
“Lost or Stolen Gauges,” dated February 2, 1988.
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8.10.6 OPERATING AND EMERGENCY PROCEDURES

Regulations; 10 CFR 30.34(e), 10 CFR 20.1101, 10 CFR 20.1801, 10 CFR 20.1802,
10 CFR 20.2201-2203, 10 CFR 30.50, 10 CFR 21.21, 10 CFR 19.11(a)(3).

Criteria: Each applicant should do the following:
C Deveop, implement, and maintain operating procedures containing the following elements for
each type of fixed gauge:
— Instructions for operating the gauge

— Ingtructions for performing routine cleaning and maintenance (e.g., calibration and
lubrication) according to the manufacturer’s or distributor*s recommendations and
instructions

— Instructions for testing each gauge for the proper operation of the on-off mechanism
(shutter) and indicator, if any, at intervals not to exceed 6 months or as specified in the
SSD certificate

— Instructions for lock-out procedures, if applicable, that are adequate to assure that no
individual or portion of an individua’s body can enter the radiation beam

— Instructions to prevent unauthorized access, removal, or use of fixed gauges
— Stepsto take to keep radiation exposures ALARA
— Steps to maintain accountability (i.e., inventory)

— Instructions to ensure that non-routine operations such asinstallation, initial radiation
survey, repair and maintenance of components related to the radiological safety of the
gauge, gauge relocation, replacement and disposal of sealed sources, alignment, or
removal of agauge from service are performed by the manufacturer, distributor or person
specificaly authorized by the NRC or an Agreement State

— Stepsto ensure that radiation warning signs are visible and legible.

C Develop, implement, and maintain emergency procedures for gauge malfunction or damage
containing the following elements for each type of fixed gauge:

— Stop use of the gauge.
— Restrict access to the area.

— Contact responsible individuas. (Telephone numbers for the RSO, AUs, the gauge
manufacturer or distributor, fire department or other emergency response organization, as
appropriate, and the NRC should be posted or easily accessible.)
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— Do not attempt repair or authorize others to attempt repair of the gauge except as
specifically authorized in alicense issued by the NRC or an Agreement State.

— Require timely reporting to NRC pursuant to 10 CFR 20.2201-20.2203, 10 CFR 30.50,
and 10 CFR 21.21.

— Take additional steps, dependent on the specific situations.

C Provide copies of operating and emergency procedures to all gauge users.

C Post copies of operating and emergency procedures at each location of use or if posting
procedures is not practicable, post a notice which briefly describes the procedures and states
where they may be examined.

Discussion: NRC will permit an applicant greater flexibility when licensing certain types of
gauges. For each gauge that is requested, if one or more of the following safety conditions are
met, the applicant must devel op, implement, maintain, and distribute operating and emergency
procedures but need not submit these procedures for NRC review:

C Theair gap between the radiation source and detector of the device islessthan 45 cm
(18 inches)

C Theair gap of the device would not allow insertion of a 30 cm (12 inches) diameter sphere into
the radiation beam of the device without removal of a barrier

C Theradiation dose rate in the radiation beam of the device at 45 cm (18 inches) from the
radiation source with the device shutters, if any, in the open position does not exceed
1 mSv/hour (0.1 rem/hour)

C Entry into vessals (e.g., bins, tanks, hoppers, or pipes) with a gauge installed is not necessary
under any foreseeable circumstances and is prohibited.

Operating and emergency procedures should be developed, maintained, and implemented to
ensure that gauges are used only as they were designed to be used, control and accountability are
maintained, and radiation doses received by occupational workers and members of the public are
ALARA. Copies of operating and emergency procedures should be provided to all gauge users.
In addition, licensees must post current copies of operating and emergency procedures applicable
to licensed activities at each site. If posting of proceduresis not practicable, the licensee may post
a notice which describes the documents and states where they may be examined.

Improper operation could lead to the damage or malfunction of a gauge and elevated exposure
ratesin the gauge’ simmediate vicinity. A list of specific items that should be addressed in
operating and emergency proceduresis contained in Appendix L. Figure 8.6 illustrates proper
response to fire involving afixed gauge. Emergency procedures should be developed to address a
spectrum of incidents (e.g., fire, explosion, mechanical damage, flood, or earthquake).
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1. Move Away from Source at Once 2. Sound the Alarm

5. Emergency Responders Stabilize
Conditions 6. RSO Identifies Damaged Gauge

NN

-«

7. RSO Notifies NRC within 24 hours, 8. Trained Radiological Professionals
Pursuant to 10 CFR 30.50(b)(4) Handle Gauge Recovery and Clean-up
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Figure 8.6 Proper Handling of Incident. Licensee personnel implement emergency
procedures when a fire melts the lead shielding of a gauge producing the potential for elevated
exposure levels.

NRC considers security of licensed materia extremely important and lack of security isa
significant violation for which licensees may be fined. Although most fixed gauges are difficult to
move, the licensee must prevent unauthorized access, removal, or use of the gauge. Licensees are
responsible for ensuring that gauges are secure and accounted for at all times (e.g., during plant
modifications, change in ownership, staffing changes, or after termination of activitiesat a
particular location).
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The NRC must be notified when gauges are lost, stolen, or certain other conditions occur.

The RSO must be proactive in evaluating whether NRC notification isrequired. Refer to
Appendix P and the regulations (10 CFR 20.2201-20.2203, 10 CFR 30.50, 10 CFR 21.21) for a
description of when and where notifications are required.
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Figure 8.7 Lock-out Procedures. Typical lock-out proceduresinclude locking the shutter into
the “ off” position and tagging the shutter control mechanism to indicate the gauge is locked-out.

When the distance or air gap between the source and detector permits entry of all or a portion of
a person’s body into the primary radiation beam, licensees must develop lock out procedures.
Lock-out procedures encompass locking the on-off or shutter mechanism into the off position or
otherwise controlling the radiation beam or using any other means of preventing an individua or a
portion of an individud’ s body from entering the radiation beam during maintenance, repairs, or
work in, on, or around the process line (e.g., bin, tank, hopper, pipe, or conveyor belt) where the
device is mounted. The on-off or shutter control mechanism should be tagged to indicate that the
gaugeislocked out. A warning sign should be posted at each entryway to an areawhereit is
possible to be exposed to the primary beam. In addition to providing a warning, the sign should
give safety instructions, e.g., “contact the RSO before entering thisvessal.” Lock-out procedures
should specify who is responsible for performing them.

Response from Applicant: Provide either of the following:

C If the gauge meets one or more of the safety conditions specified in “ Discusson,” provide
either of the following:

— A statement that: “ Operating and emergency procedures will be developed, implemented,
maintained, and distributed, and will meet the Criteriain the section entitled * Radiation
Safety Program - Operating and Emergency Procedures in NUREG - 1556, Val. 4,
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‘Consolidated Guidance about Materials Licenses. Program-Specific Guidance about
Fixed Gauge Licenses,” dated October 1998,

OR

— Submit a description of alternative procedures.

C If the gauge does not meet one or more of the safety conditions specified in “ Discussion,”
provide your operating, emergency, and lock-out (if applicable) procedures to NRC for review.

Note:

C Alternative procedures will be evaluated using the criterialisted above.

C Incidents involving fixed gauges are described in IN 81-37, “ Unnecessary Radiation Exposures
to the Public and Workers During Events Involving Thickness and Level Measuring Devices,”
dated December 15, 1981, IN 86-31, “ Unauthorized Transfer and Loss of Control of Industria
Nuclear Gauges,” dated May 5, 1986; IN 88-02, “Lost or Stolen Gauges,” dated February, 2,
1988; IN 88-90, “ Unauthorized Removal of Industrial Nuclear Gauges,” dated November 22,
1988; and IN 94-15, “Radiation Exposures during an Event Involving a Fixed Nuclear Gauge,”
dated March 2, 1994. Applicants should consider the information contained in these
documents when developing operating and emergency procedures.

References. Seethe Notice of Availability (on the inside front cover of this report) to obtain
copies of IN 81-37, * Unnecessary Radiation Exposures to the Public and Workers During Events
Involving Thickness and Level Measuring Devices,” dated December 15, 1981; IN 86-31,

“ Unauthorized Transfer and Loss of Control of Industrial Nuclear Gauges,” dated May 5, 1986;
IN 88-02, “Lost or Stolen Gauges,” dated February 2, 1988; IN 88-90 “ Unauthorized Removal of
Industrial Nuclear Gauges,” dated November 22, 1988; and IN 94-15, “Radiation Exposures
during an Event Involving a Fixed Nuclear Gauge,” dated March 2, 1994.

8.10.7 LEAK TESTS

Regulations: 10 CFR 30.53, 10 CFR 20.1501, 10 CFR 20.2103.

Criteriaz NRC requires testing to determine whether there is any radioactive |eakage from the
source in the fixed gauge. Records of the test results must be maintained.

Discussion: When issued, alicense will require performance of leak tests at intervals approved
by the NRC or an Agreement State and specified in the SSD Registration Certificate. The
measurement of the leak test sample is a quantitative analysis requiring that instrumentation used
to analyze the sample be capable of detecting 185 Bq (0.005 microcurie) of radioactivity.
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Manufacturers, distributors, consultants, and other organizations may be authorized by NRC or an
Agreement State to either perform the entire leak test sequence for other licensees or provide leak
test kitsto licensees. In the latter case, the licensee is expected to take the leak test sample
according to the fixed gauge manufacturer’s and the kit supplier’ sinstructions and return it to the
kit supplier for evaluation and reporting results. Leak test samples should be collected at the
most accessi ble area where contamination would accumulate if the sealed source were leaking.
See Figure 8.8 below. Licensees may also be authorized to conduct the entire leak test sequence
themselves. Appendix M contains information to support arequest to perform leak testing and
sample anaysss.

62-pt4-9268-311f
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Figure 8.8 Leak Test Sample. A leaktest sampleis collected according to the gauge
manufacturer’s and the leak test kit supplier’ sinstructions.

Response from Applicant: Provide one of the following three alternatives:

C A statement that: “Leak testswill be performed at intervals approved by the NRC or an
Agreement State and specified in the Sealed Source and Device Registration Certificate. Leak
tests will be performed by an organization authorized by NRC or an Agreement State to
provide leak testing services to other licensees or using aleak test kit supplied by an
organization authorized by NRC or an Agreement State to provide leak test kits to other
licensees and according to the kit supplier’ sinstructions. Records of leak test results will be
maintained.”

OR

C A statement that: “ We will implement the model leak test program published in Appendix M
to NUREG-1556, Vol. 4, ‘ Consolidated Guidance about Materias Licenses. Program-Specific
Guidance about Fixed Gauge Licenses,” dated October 1998.”
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OR

C A description of aternative equipment and/or procedures for determining whether there is any
radioactive leakage from sources contained in gauges.

Note: Requests for authorization to perform leak testing and sample analysis will be reviewed
and, if approved, NRC staff will authorize via alicense condition.

References. Seethe Notice of Availability (on the inside front cover of this report) to obtain
copies of Draft Regulatory Guide FC 412-4, “Guide for the Preparation of Applications for the
Use of Radioactive Materialsin Leak-Testing Services,” dated June 1985.

8.10.8 MAINTENANCE

Regulations: 10 CFR 20.1101, 10 CFR 30.34(e).

Criteria: Licensees must routinely clean and maintain gauges according to the manufacturer’s or
distributor’ s written recommendations and instructions. Individuals performing routine
maintenance must have adequate training and experience. Radiation safety procedures for routine
cleaning and maintenance (e.g., removal of exterior residues from the gauge housing, external
lubrication of shutter mechanism, calibration, and electronic repairs) must consider ALARA and
ensure that the gauge functions as designed and source integrity is not compromised.

Non-routine maintenance or repair (beyond routine cleaning, lubrication, calibration, and
electronic repairs) means any maintenance or repair that involves or potentialy affects
components, including electronics, related to the radiological safety of the gauge (e.g., the
source, source holder, source drive mechanism, shutter, shutter control or shielding) and any
other activities during which personne could receive radiation doses exceeding NRC limits.

Non-routine repair or maintenance must be performed by the fixed gauge manufacturer or
distributor or a person specifically authorized by NRC or an Agreement State. Information to
support requests for specific authorization to perform non-routine maintenance or repair is
addressed in Appendix N.
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Figure 8.9 Maintenance. Licensees need to perform routine maintenance to ensure proper
operation of the fixed gauge. For non-routine maintenance, most licensees rely on the gauge
manufacturer, distributor or other service companies.

Discussion: NRC permits fixed gauge licensees to perform routine maintenance of the gauges
provided that they follow the gauge manufacturer’s or distributor*s written recommendations and
ingtructions. Generaly, before any maintenance or repair work is done, licensees need to
determine (and assure themselves of the adequacy of) the following:

C Thetasksto be performed

C The protocol or procedures to be followed

C Theradiation safety procedures including possible need for compensatory measures (e.g., steps
taken to compensate for lack of or reduced shielding)

C ALARA considerations
C Training and experience of personnel performing the work
C The qudification of parts, components, other materials to be used in the gauge

C Thetests (to be performed before the gauge is returned to routine use) to ensure that it
functions as designed.

Although manufacturers or distributors may use different terms, “routine maintenance” includes,
but is not limited to, cleaning, lubrication, calibration, and electronic repairs.

Routine maintenance does not include any activities that involve:

C Components, including electronics, related to the radiological safety of the gauge (e.g., the
source, source holder, source drive mechanism, shutter, shutter control or shielding)
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C Ingtallation, relocation, or alignment of the gauge

C Initid radiation surveys

C Replacement and disposal of sealed sources

C Removal of agauge from service

C A potential for any portion of the body to come into contact with the primary radiation beam

C Any other activity during which personnel could receive radiation doses exceeding NRC limits

Mounting a gauge is unpacking or uncrating the gauge, and fastening, hanging, or affixing the
gauge into position before using. Mounting does not include eectrical connection, activation, or
operation of the gauge. Instaling a gauge includes mounting, electrical connection, activation,
and first use of the device. Specific NRC or Agreement State authorization isrequired to install a
gauge. However, alicensee may initially mount a gauge, without specific NRC or Agreement
State authorization, if the gauge’'s SSD Certificate explicitly permitsit and under the following
guiddines:

C The gauge must be mounted according to written instructions provided by the manufacturer or
distributor

C The gauge must be mounted in alocation compatible with the “Conditions of Normal Use” and
“Limitations and/or Other Considerations of Use” in the certificate of registration issued by
NRC or an Agreement State

C The on-off mechanism (shutter) must be locked in the off position, if applicable, or the source
must be otherwise fully shielded

C The gauge must be received in good condition (package was not damaged)

C The gauge must not require any modification to fit in the proposed location.

The source must remain fully shielded and the gauge may not be used until it isinstalled and made
operationa by a person specificaly licensed by the Commission or an Agreement State to perform
such operations.

A condition in the NRC license will state that operations such asinstallation, initia radiation
survey, repair, and maintenance of components related to the radiological safety of the gauge,
gauge relocation, replacement, and disposal of sealed sources, alignment, or removal of a gauge
from service shall be performed only by the manufacturer, distributor or other persons specifically
licensed by the Commission or an Agreement State to perform such services. Most licensees do
not perform non-routine operations. Rather, these licensees rely upon persons specificaly
licensed by the Commission or an Agreement State who have the specialized equipment and
technical expertise needed to perform these activities. Applicants seeking authorization to

8-33 NUREG - 1556, Val. 4



CONTENTS OF AN APPLICATION

perform non-routine operations must submit specific procedures for review. See Appendix N for
more information.

Response from Applicant:
Routine maintenance: Submit either of the following:

C A statement that: “ We will implement and maintain procedures for routine maintenance of our
gauges according to each manufacturer’s or distributor*s written recommendations and
instructions.”

OR

C Alternative procedures for NRC’s review.

Non-routine oper ations: Submit either of the following:

C A statement that: “The gauge manufacturer, distributor or other person authorized by NRC or
an Agreement State will perform non-routine operations such as installation, initia radiation
survey, repair, and maintenance of components related to the radiological safety of the gauge,
gauge relocation, replacement, and disposal of sealed sources, aignment, or removal of a
gauge from service.”

OR
C Theinformation listed in Appendix N supporting a request to perform this work “in-house.”

Note:

C Alternative procedures for performing routine maintenance will be evaluated using the criteria
listed above.

C Information requested in Appendix N will be reviewed on a case-by-case basis; if approved, the
license will contain a condition authorizing the licensee to perform non-routine operations.

8.10.9 TRANSPORTATION

Regulations: 10 CFR 71.5, 49 CFR Parts 171-178, 10 CFR 20.1101.
Criteria: Applicants must either:

C Arrange for transportation of a gauge by the manufacturer, distributor or other person
specifically licensed to transport gauges by the NRC or Agreement State.
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OR

C Deveop, implement, and maintain safety procedures for off-site transport of radioactive
materia to ensure compliance with DOT regulations.

Discussion: Some fixed gauge licensees have the manufacturer, distributor or other person
specifically licensed to transport gauges by the NRC or Agreement State arrange for preparing
and shipping licensed material. If licensees decide to transport their own gauges, they are
responsible for compliance with DOT regulations which require, in part, specific labeling and
surveying of the package before shipping. To appropriately survey the package the surveyor must
use instruments that can measure radiation exposure rates around the package and detect
contamination on the package. Appendix O lists mgjor DOT regulations and provides an example
of ashipping paper. During an inspection, NRC uses the provisions of 10 CFR 71.5 and a
Memorandum of Understanding (MOU) with DOT on the Transportation of Radioactive Material
(sgned June 6, 1979) to examine and enforce transportation requirements applicable to gauge
licensees.

— O 3

=~

Dosimeter

Survey Meter
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Figure8.10 Transportation. Illustration of a fixed gauge being disassembled and packaged
for transport.

Response from Applicant: No response is needed from applicants during the licensing process,
thisissue will be reviewed during inspection.

References. “ A Review of Department of Transportation Regulations for Transportation of
Radioactive Materias (1983 revision)” can be obtained by caling DOT’ s Office of Hazardous
Material Initiatives and Training at (202) 366-4425. See the Notice of Availability (on theinside
front cover of this report) to obtain copies of the MOU with DOT on the Transportation of
Radioactive Materia, signed June 6, 1979.
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8.10.10 FIXED GAUGES USED AT TEMPORARY JOB SITE

Regulations: 10 CFR 30.34(e), 10 CFR 20.1101, 10 CFR 20.1801, 10 CFR 20.1802,
10 CFR 20.2201-2203, 10 CFR 30.50.

Criteria: Each applicant requesting authorization to perform work with fixed gauges at
temporary job sites should do the following:

Develop, implement, maintain, and distribute operating and emergency procedures containing the
following elements:
C Instructions for transporting radioactive materia to ensure compliance with DOT regulations

C Instructions for using gauges at temporary job sites and performing routine maintenance
according to the manufacturer’s or distributor*s recommendations and instructions

C Instructions for maintaining security during storage and transportation

C Instructions to keep gauges under control and immediate surveillance or secured to prevent
unauthorized use or access.

C Stepsto take to keep radiation exposures ALARA
C Stepsto maintain accountability during use
C Stepsto control access to a potentially damaged gauge (See Figure 8.11)

C Stepsto take, and who to contact, when a gauge has been lost or damaged (e.g., local officials,
RSO, etc.) (See Figure 8.11)

C If gauges are to be installed at temporary job sites, the operating and emergency procedures
should contain instructions on using persona dosimetry and survey instruments and conducting
surveys

C Provide copies of operating and emergency proceduresto all gauge users and at each job site.
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Figure8.11 Proper Handling of Incident. Licensee personnel implement emergency

procedures when a traffic accident results in a damaged gauge and potentially elevated exposure
levels.
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Discussion: A temporary job siteis alocation where work with licensed materials is conducted
for alimited period of time. Temporary job sites are not specifically listed on alicense. A gauge
user may be dispatched to work at several temporary job sitesin one day. A location is not
considered atemporary job siteif it is used to store and dispatch licensed materia. The NRC
considers such alocation to be afield office. Licensees must apply for and receive alicense
amendment specifically listing each field office location.
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Figure 8.12 Examples of Usesfor Fixed Gauges at Temporary Job Sites.

There are two categories of fixed gauges used at temporary job sites. Gauges that are
permanently mounted to vehicles or trailers, and gauges that are transported to plants or refineries
and temporarily installed on process equipment to conduct short-term QA/QC studies. See Figure
8.12.

(1) Proper Package® (1) Proper Package®
(2) Properly marked and labeled,; (2) Properly marked and labeled,;
(3) Blocked, braced, and secured (3) Blocked, braced, and secured

\(/%%ggnoernélr%/ari?lzlén;r?g Itgctl?gd (chained and locked to tie-downs

to a secure storage rack); and in truck bed); and
(4) away from the driver. (4) away from the driver.

“Many fixed gauges have been tested and certified as DOT Type A packages. Contact the
gauge maufacturer for more information or to obtain copies of the performance test records.
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Figure 8.13 DOT Transportation Requirements.
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Applicants must develop, implement, and maintain safety procedures for off-site transport of
radioactive material to ensure compliance with DOT regulations. Figure 8.13 illustrates some
important DOT requirements for gauge licensees. During an inspection, NRC uses the provisions
of 10 CFR 71.5 and an MOU with DOT to examine and enforce transportation requirements
applicable to fixed gauge licensees. Appendix O lists mgjor DOT regulations and provides
examples of shipping documents, placards, and labels.

During Transportation
and Storage

62-pt4-9268-318d
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Figure 8.14 Security. Examples of Methods used to Secure Fixed Gauges at Temporary Job
Stes.

When working at atemporary job site, licensees generally have to follow the rules and procedures
of the organization that owns or controls the site. Thus, licensees may not be able restrict access
to areas in the same manner that they could at their own facilities. Furthermore, non-licensee
personnel may not be familiar with fixed gauges or radioactive material. Therefore, to avoid lost
or stolen gauges and to prevent unnecessary radiation exposures to members of the public,
licensees must keep gauges under constant surveillance, or secured against unauthorized use or
removal. See Figure 8.14.
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Figure 8.15 Installation of Fixed Gauges at Temporary Job Sites. Examples of the
Additional Precautions Needed when Installing Fixed Gauges at Temporary Job Stes.

survey meter

While installing gauges, personnel could receive radiation doses exceeding NRC limitsif proper
radiation safety principles are not followed. Licensee personnel performing installations should be
assigned and wear persona dosimetry and use a survey meter to monitor radiological conditions.
See Figure 8.15.

After installing a gauge at atemporary job site, aradiation survey should be conducted to ensure
that dose rates in unrestricted areas will not exceed 0.02 mSv (2 mrem) in any one hour or 1 mSv
(100 mrem) in ayear. If surveysindicate that a member of the public (e.g., client personnel)
could receive a dose exceeding these limits, licensees would need to adopt additiona security
measures to prevent public access such as maintaining constant surveillance or erecting physical
62-pt4-9268-317e

barriers. See Figure 8.16.
y 5 R

Figure 8.16 Security. Additional Security Measures following Installation of Fixed Gauges at
a Temporary Job Ste.
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Response from Applicant: Submit one of the following three aternatives:

C A statement that: “We will not use fixed gauges at temporary job sites.”
OR

C A statement that: “Procedures for use of fixed gauges at temporary job sites will be devel oped,
implemented, maintained, and distributed and will meet the Criteriain the section entitled
‘Radiation Safety Program - Fixed Gauges Used at Temporary Job Sites,” in
NUREG-1556, Vol. 4, ‘ Consolidated Guidance about Materials Licenses. Program-Specific
Guidance about Fixed Gauge Licenses,” dated October 1998 and copies of these procedures
will be provided to al gauge users.”

OR

C Alternative procedures for use of fixed gauges at temporary job sites.

Note: Alternative procedures will be evaluated using the criterialisted above.

8.10.11 MINIMIZATION OF CONTAMINATION

Regulations: 10 CFR 20.1406.

Criteria: Applicants for new licenses must describe how facility design and procedures for
operation will minimize, to the extent practicable, contamination of the facility and the
environment, facilitate eventual decommissioning, and minimize, to the extent practicable, the
generation of radioactive waste.

Discussion: All applicants for new licenses need to consider the importance of designing and
operating their facilities so as to minimize the amount of radioactive contamination generated at
the site during its operating lifetime and to minimize the generation of radioactive waste during
decontamination. In the case of fixed gauge applicants, these issues usually do not need to be
addressed as a separate item, as they are included in responses to other items of the application.

Sealed sources and devices that are approved by NRC or an Agreement State and located and
used according to the respective SS& D Registration Certificate usually pose little risk of
contamination. Leak tests performed at the frequency specified in the SS& D Registration
Certificate should identify defective sources. Leaking sources must be immediately withdrawn
from use and decontaminated, repaired, or disposed of according to NRC requirements. These
steps minimize the spread of contamination and reduce radioactive waste associated with
decontamination efforts. Other efforts to minimize radioactive waste do not apply to programs
using only sealed sources and devices that have not |eaked.
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Response from Applicant: The applicant does not need to provide aresponse to this item under
the following condition. NRC will consider that the above criteria have been met if the

applicant’ s responses meet the criteria for the following sections. Radioactive Material - Sealed
Sources and Devices, Facilities and Equipment, Radiation Safety Program - Operating and
Emergency Procedures, Radiation Safety Program - Leak Testing, and Waste Management -
Gauge Transfer and Disposal.

8.11 ITEM 11: WASTE MANAGEMENT

8.11.1 GAUGE DISPOSAL AND TRANSFER

Regulations: 10 CFR 20.2001, 10 CFR 30.41, 10 CFR 30.51, 10 CFR 30.36.

Criteria: Licensed materials must be disposed of in accordance with NRC requirements by
transfer to an authorized recipient. Appropriate records must be maintained.

Discussion: When disposing of fixed gauges, licensees must transfer them to an authorized
recipient. Authorized recipients are the original manufacturer or distributor of the device, a
commercia firm licensed by the NRC or an Agreement State to accept radioactive waste from
other persons, or another specific licensee authorized to possess the licensed materia (i.e,, its
license specifically authorizes the same radionuclide, form, and use).

Before transferring radioactive material, alicensee must verify that the recipient is properly
authorized to receive it using one of the methods described in 10 CFR 30.41. In addition, al
packages containing radioactive sources must be prepared and shipped in accordance with NRC
and DOT regulations. Records of the transfer must be maintained as required by 10 CFR 30.51.

Response from Applicant: The applicant does not need to provide aresponse to thisitem
during the licensing process. However, the licensee should establish and include waste disposal
procedures in its radiation safety program.

Because of the difficulties and costs associated with disposal of sealed sources, applicants
should preplan the disposal. Applicants may want to consider contractual arrangements with the
source supplier as part of a purchase agreement. Significant problems can arise from improper
gauge transfer or failure to dispose of gauges in a proper and timely manner. See IN 86-31,

“ Unauthorized Transfer and Loss of Control of Industrial Nuclear Gauges,” dated May 5, 1986,
and IN 88-02, “Lost or Stolen Gauges,” dated February 2, 1988.
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References. Seethe Notice of Availability (on the inside front cover of this report) to obtain
copies of IN 86-31, “ Unauthorized Transfer and Loss of Control of Industrial Nuclear Gauges,”
dated May 5, 1986 and IN 88-02, “Lost or Stolen Gauges,” dated February, 2, 1988.

Items 12 and 13, discussed below, areto be completed on the form itself (NRC Form 313).

8.12 ITEM 12: FEES

On NRC Form 313, enter the appropriate fee category from 10 CFR 170.31 and the amount of
the fee enclosed with the application.

Direct al questions about NRC’ s fees or completion of Item 12 of NRC Form 313 (Appendix A)
to the Office of the Chief Financia Officer at NRC Headquartersin Rockville, MD,

(301) 415-7554. You may also call NRC'stoll free number, 800-368-5642, and ask for extension
415-7554.

8.13 ITEM 13: CERTIFICATION

Individuals acting in a private capacity are required to date and sign NRC Form 313. Otherwise,
representatives of the corporation or lega entity filing the application should date and sign NRC
Form 313. Representatives signing an application must be authorized to make binding
commitments and to sign official documents on behalf of the applicant. As discussed previoudy
in “ Management Responsibility,” signing the application acknowledges management’s
commitment and responsibilities for the radiation protection program. NRC will return all
unsigned applications for proper signature.

Note:

C Itisacrimina offense to make awillful false statement or representation on applications or
correspondence (18 U.S.C. 1001).

C When the application references commitments, those items become part of the licensing
conditions and regulatory requirements.
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9 AMENDMENTS AND RENEWALS TO A LICENSE

It isthe licensee’ s obligation to keep the license current. If any of the information provided in the
original application is to be modified or changed, the licensee must submit an application for a
license amendment before the change takes place. Also, to continue the license after its expiration
date, the licensee must submit an application for alicense renewal at least 30 days before the
expiration date (10 CFR 2.109, 10 CFR 30.36(a)).

Applications for license amendment, in addition to the following, must provide the appropriate
fee. For renewa and amendment requests applicants must do the following:

C Besureto use the most recent guidance in preparing an amendment or renewal reguest.

C Submit in duplicate, either an NRC Form 313 or a letter requesting amendment or renewal.
C Provide the license number.

C For renewals, provide a complete and up-to-date application if many outdated documents are
referenced or there have been significant changes in regulatory requirements, NRC’ s guidance,
the licensee' s organization, or radiation protection program. Alternately, describe clearly the
exact nature of the changes, additions, and deletions.

Using the suggested wording of responses and committing to using the model proceduresin this
report will expedite NRC’ s review.
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10 APPLICATIONS FOR EXEMPTIONS

Various sections of NRC' s regul ations address requests for exemptions (e.g., 10 CFR 19.31,

10 CFR 20.2301, 10 CFR 30.11(a), 10 CFR 71.8). These regulations state that NRC may grant
an exemption, acting on its own initiative or on an application from an interested person. Key
considerations are whether the exemption is authorized by law, will endanger life or property or
the common defense and security, and is otherwise in the public interest.

Until NRC has granted an exemption in writing, NRC expects strict compliance with al
applicable regulations.

Exemptions are not intended to revise regulations, are not intended for large classes of licenses,
and are generally limited to unique situations. Exemption requests must be accompanied by
descriptions of the following:

C Exemption and why it is needed

C Proposed compensatory safety measures intended to provide alevel of heath and safety
equivalent to the regulation for which the exemption is being requested

C Alternative methods for complying with the regulation and why they are not feasible.
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11 TERMINATION OF ACTIVITIES

Regulations: 10 CFR 20.1402, 10 CFR 20.1403, 10 CFR 30.34(b), 10 CFR 30.35(g),
10 CFR 30.36(d), 10 CFR 30.36(g), 10 CFR 30.36(h), 10 CFR 30.36(j), 10 CFR 30.51(f)

Criteria: The licensee must do the following:

C Notify NRC, in writing, within 60 days of:
— the expiration of its license

— adecision to permanently cease licensed activities at the entire site (regardless of
contamination levels)

— adecision to permanently cease licensed activitiesin any separate building or outdoor
area, if they contain residual radioactivity making them unsuitable for release according to
NRC requirements.

— no principa activities having been conducted at the entire site under the license for a
period of 24 months

— no principal activities having been conducted for a period of 24 months in any separate
building or outdoor area, if they contain residual radioactivity making them unsuitable for
release according to NRC requirements.

C Submit decommissioning plan, if required by 10 CFR 30.36(g).
C Conduct decommissioning, as required by 10 CFR 30.36(h) and 10 CFR 30.36(j).

C Submit, to the appropriate NRC regiona office, completed NRC Form 314, “ Certificate of
Disposition of Materials” (or equivalent information) and a demonstration that the premises are
suitable for release for unrestricted use (e.g., results of fina survey).

C Before alicenseisterminated, send the records important to decommissioning to the
appropriate NRC regional office. If licensed activities are transferred or assigned in
accordance with 10 CFR 30.34(b), transfer records important to decommissioning to the new
licensee.

Discussion: Asnoted in several instances discussed in “Criteria,” before alicensee can decide
whether it must notify NRC, the licensee must determine whether residual radioactivity is present
and if so, whether the levels make the building or outdoor area unsuitable for rel ease according to
NRC requirements. A licensee's determination that afacility is not contaminated is subject to
verification by NRC inspection.

For guidance on the disposition of licensed material, see the section on “ Waste Management -

Gauge Disposal or Transfer.” For guidance on decommissioning records, see the section on
“Radioactive Materials - Financial Assurance and Record Keeping for Decommissioning.”
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TERMINATION OF ACTIVITIES

Response from Applicant: The applicant is not required to submit a response to the NRC
during the initial application. However, when the license expires or at the time the licensee ceases
operations, then any necessary decommissioning activities must be undertaken and NRC Form
314 or equivalent information must be submitted, and other actions must be taken as summarized
in criteria above.

References. Copies of NRC Form 314, “Certificate of Disposition of Materials,” are available
upon request from NRC’s Regional Offices. See Figure 2.1 for addresses and tel ephone numbers.
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NRC Form 313

Replace this page with NRC Form 313
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APPENDIX B

Suggested Format for Providing Information Requested in Iltems 5

Through 11 of NRC Form 313

Table B.1 Items 5 & 6: Materials To Be Possessed and Proposed Uses
Yes | No | Radioisotope | Manufacturer Quantity Use AsListed on Specify Other
or Distributor SSD Certificate | UsesNot Listed on
Model No. SSD Certificate
Cobalt-60 Sedled source Not to exceed either [ Yes[ ] [ 1 Not applicable
manufacturer or the maximum Specific description
distributor and activity per source | of the gauge use: [ ] Usesare:
model number: or maximum
activity per device (Submit safety
Device as specified in analysis supporting
manufacturer or Sealed Source and safe use)
distributor and Device Registration
model number: Certificate
Krypton-85 Sedled source Not to exceed either [ Yes|[ ] [ 1 Not applicable
manufacturer or the maximum Specific description
distributor and activity per source | of the gauge use: [ ] Usesare:
model number: or maximum
activity per device (Submit safety
Device as specified in analysis supporting
manufacturer or Sealed Source and safe use)
distributor and Device Registration
model number: Certificate
Strontium-90 | Sealed source Not to exceed either [ Yes[ ] [ 1 Not applicable
manufacturer or the maximum Specific description
distributor and activity per source | of the gauge use: [ ] Usesare:
model number: or maximum
activity per device (Submit safety
Device as specified in analysis supporting
manufacturer or Sealed Source and safe use)
distributor and Device Registration
model number: Certificate
Cesium-137 Sedled source Not to exceed either [ Yes|[ ] [ 1 Not applicable
manufacturer or the maximum Specific description
distributor and activity per source | of the gauge use: [ ] Usesare:
model number: or maximum
activity per device (Submit safety
Device as specified in analysis supporting
manufacturer or Sealed Source and safe use)
distributor and Device Registration
model number: Certificate

B-1
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Yes | No | Radioisotope | Manufacturer Quantity Use AsListed on Specify Other
or Distributor SSD Certificate | UsesNot Listed on
Model No. SSD Certificate
Americium- Sedled source Not to exceed either [ Yes[ ] [ 1 Not applicable
241 manufacturer or the maximum Specific description
distributor and activity per source | of the gauge use: [ ] Usesare:
model number: or maximum
activity per device (Submit safety
Device as specified in analysis supporting
manufacturer or Sedled Source and safe use)
distributor and Device Registration
model number: Certificate
Other Isotope | Sealed source Not to exceed either [ Yes[ ] [ 1 Not applicable
(Specify): manufacturer or the maximum Specific description
distributor and activity per source | of the gauge use: [ ] Usesare:
model number: or maximum
activity per device (Submit safety
Device as specified in analysis supporting
manufacturer or Sealed Source and safe use)
distributor and Device Registration
model number: Certificate

Financial Assurance Required and Evidence of Financial Assurance Provided

NUREG - 1556, Val. 4
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Table B.2 Items 7 Through 11: Training and Experience, Facilities and
Equipment, Radiation Safety Program, and Waste Disposal
Item No. and Title Suggested Response Yes Alternative
Procedures
Attached
7. Individua(s) Before obtaining licensed materials, the proposed RSO [1 [1
Responsible For will have successfully completed the training described
Radiation Safety in Criteriain the section entitled “Individual(s)
Program And Their | Responsible for Radiation Safety Program and Their
Training And Training and Experience - Radiation Safety Officer” in
Experience NUREG-1556, Vol. 4, dated October 1998.
7.1 Radiation Safety AND
Officer
Before being named as the RSO, future RSOs will have
Name: successfully completed the training described in
Criteriain the section entitled “Individual (s)
Responsible for Radiation Safety Program and Their
Training and Experience - Radiation Safety Officer” in
NUREG-1556, Vol. 4, dated October 1998. Within 30
days of naming a new RSO, we will submit the new
RSO’s name to NRC to includein our license.
7. Individual(s) PROPOSED AUTHORIZED USERS: [] []
Responsible For
Radiation Safety Before using licensed materials, authorized users will
Program And Their | have successfully completed the training described in
Training And Criteriain the section entitled, “ Authorized Users” in
Experience NUREG-1556, Vol. 4, dated October 1998.

7.2 Authorized Users

8.

Training for
Individuals Who in
the Course of
Employment are
Likely to Receive
Occupational Doses
of Radiation in
Excess of 1 mSv
(100 mrem) ina

Y ear
(Occupationally
Exposed Workers)
and Ancillary
Personnel

The applicant is not required to, and should not, submit
istraining program, for individuals who in the course
of employment are likely to receive occupational doses
of radiation in excess of 1 mSv (100 mrem) in ayear
(occupationally exposed workers) and ancillary
personnel, to the NRC for review during the licensing
phase.

Need Not Be Submitted with
Application

B-3
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Item No. and Title

Suggested Response

Yes

Alternative
Procedures
Attached

9. Facilitiesand
Equipment

We will ensure that the location of each fixed gauge
meets the Criteriain the section entitled “ Facilities and
Equipment” in NUREG-1556, Vol. 4, dated August
1998.

[]

[]

10. Radiation Safety
Program - Audit
Program

The applicant is not required to, and should not, submit
its audit program to the NRC for review during the
licensing phase.

Need Not Be Submitted with

Application

10. Radiation Safety
Program - Survey
Instruments

Surveys pursuant to 10 CFR 20.1501 will be performed
by a person specifically authorized by the NRC or an
Agreement State to perform these surveys.

OR

We will use instruments that meet the Criteriain the
section entitled “ Radiation Safety Program -
Instruments,” in NUREG-1556, Vol. 4, dated August
1998, and one of the following:

Each survey meter will be calibrated by the
manufacturer or other person authorized by the
NRC or an Agreement State to perform survey
meter calibrations.

OR
We will implement the model survey instrument

calibration program in Appendix | to
NUREG-1556, Vol. 4, dated August 1998.

[]

10. Radiation Safety
Program - Material
Receipt and
Accountability

Physical inventories will be conducted at intervals not
to exceed 6 months or at other intervals approved by
the NRC, to account for all sealed sources and devices
received and possessed under the license.

[]

10. Radiation Safety
Program -
Occupational
Dosimetry

We will perform a prospective evaluation
demonstrating that unmonitored individuals are not
likely to receive, in one year, aradiation dose in excess
of 10% of the allowable limitsin 10 CFR Part 20 or we
will provide dosimetry that meets the Criteriain the
section entitled “ Radiation Safety Program -
Occupationa Dosimetry,” in NUREG-1556, Val. 4,
dated August 1998.

[]

NUREG - 1556, Val. 4
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Item No. and Title

Suggested Response

Yes

Alternative
Procedures
Attached

10. Radiation Safety
Program - Public
Dose

The applicant is not required to submit a response to
the public dose section during the licensing phase.
However, during NRC inspections, licensees must be
able to provide documentation demonstrating, by
measurement or calculation, that the total effective dose
equivalent to the individua likely to receive the highest
dose from the licensed operation does not exceed the
annual limit for individual members of the public.

Need Not Be Submitted with

Application

10. Radiation Safety
Program -
Operating &
Emergency
Procedures

If the gauge meets one or more of the safety conditions
specified in “ Discussion,” in the section entitled

“ Radiation Safety Program-Operating Emergency
Procedures,” in NUREG 1556, Val. 4, dated August
1998 state the following:

Operating and emergency procedures will be

devel oped, implemented, maintained, and
distributed, and will meet the Criteriain the section
entitled “ Radiation Safety Program - Operating and
Emergency Procedures,” in NUREG-1556, Val. 4,
dated August 1998.

For each gauge requested that does not meet one or
more of the safety conditions specified in “ Discusson,”
in the section entitled “ Radiation Safety Program-
Operating Emergency Procedures,” in NUREG 1556,
Vol. 4, dated August 1998 provide your operating,
emergency and lock-out (if applicable) procedures to
NRC for review.

[]

[1 Procedures
Attached

10. Radiation Safety
Program - Leak
Test

Leak testswill be performed at intervals approved by
the NRC or an Agreement State and specified in the
Sealed Source and Device Registration Certificate.
Leak tests will be performed by an organization
authorized by NRC or an Agreement State to provide
leak testing services for other licensees or using a leak
test kit supplied by an organization authorized by NRC
or an Agreement State to provide leak test kitsto other
licensees and according to the kit supplier’s
instructions.

OR
We will implement the model leak test program

published in Appendix M to NUREG-1556, Val. 4,
dated August 1998.

[]

[]
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Item No. and Title Suggested Response Yes Alternative
Procedures
Attached
10. Radiation Safety ROUTINE MAINTENANCE []
Program - We will implement and maintain procedures for routine
Maintenance maintenance of our fixed gauges according to each
manufacturer’s or distributor’s written
recommendations and instructions.
NON-ROUTINE MAINTENANCE OPERATIONS [] [1 The
The gauge manufacturer, distributor or other person information
authorized by NRC or an Agreement State will perform listed in
non-routine operations such as installation, initial Appendix N
radiation survey, repair, and maintenance of supporting a
components related to the radiological safety of the request to
gauge, gauge relocation, replacement, and disposal of perform
sealed sources, alignment, or removal of a gauge from non-routing
service. operations
in-houseis
attached
10. Radiation Safety The applicant is not required to submit itsresponseto | Need Not Be Submitted with
Program - transportation during the licensing process; thisissue | Application
Transportation will be reviewed during inspection. However, the
licensee should develop, implement, and maintain
transportation procedures according to NRC and DOT
regulations.
10. Radiation Safety Thisis not applicable to our program. We will not use [[] Not
Program - Fixed fixed gauges at temporary job sites. Applicable
Gauges Used at
Temporary Job OR
Sites
We will develop, implement, maintain and distribute [1 [1
procedures that meet the Criteriain the section entitled
“ Radiation Safety Program - Fixed Gauges Used at
Temporary Job Sites’” in NUREG-1556, Vol. 4, dated
August 1998.
10. Radiation Safety The applicant is not required to submit a response to Need Not Be Submitted with
Program - minimization of contamination if the applicant’s Application

Minimization of
Contamination

responses meet the criteria for the following sections:
Radioactive Material - Sealed Sources and Devices,
Facilities and Equipment, Radiation Safety Program -
Operating and Emergency Procedures, Radiation Safety
Program - Leak Testing, and Waste Management -
Gauge Transfer and Disposal.
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Item No. and Title Suggested Response Yes Alternative
Procedures
Attached
11. Waste Management | The applicant is not required to submit aresponse to Need Not Be Submitted with
- Gauge Disposal & | waste management during the licensing process. Application
Transfer However, the licensee should develop, implement, and
maintain gauge transfer and disposal proceduresin its
radiation protection program.
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Information Needed for Transfer of Control Application

Licensees must provide full information and obtain NRC'’ s prior written consent before
transferring control of the license; some licensees refer to this as “transferring the license.”
Provide the following information concerning changes of control by the applicant (transferor
and/or transferee, as appropriate). If any items are not applicable, so state.

1.

10.

The new name of the licensed organization. If thereis no change, the licensee should so
state.

The new licensee contact and telephone number(s) to facilitate communications.

Any changes in personnel having control over licensed activities (e.g., officers of a
corporation) and any changesin personnel named in the license such as radiation safety
officer, authorized users, or any other personsidentified in previous license applications as
responsible for radiation safety or use of licensed material. The licensee should include
information concerning the qualifications, training, and responsibilities of new individuals.

An indication of whether the transferor will remain in non-licensed business without the
license.

A complete, clear description of the transaction, including any transfer of stocks or assets,
mergers, etc., so that legal counsel is able, when necessary, to differentiate between name
changes and transferring control.

A complete description of any planned changes in organization, location, facility, equipment,
or procedures (i.e., changes in operating or emergency procedures).

A detailed description of any changes in the use, possession, location, or storage of the
licensed materids.

Any changes in organization, location, facilities, equipment, procedures, or personnel that
would require alicense amendment even without transferring control.

An indication of whether al surveillance items and records (e.g., calibrations, leak tests,
surveys, inventories, and accountability requirements) will be current at the time of transfer.
Provide a description of the status of all surveillance requirements and records.

Confirmation that al records concerning the safe and effective decommissioning of the
facility, pursuant to 10 CFR 30.35(g), 40.36(f), 70.25(g), and 72.30(d); public dose; and
waste disposal by release to sewers, incineration, radioactive material spills, and on-site
burials, have been transferred to the new licensee, if licensed activities will continue at the
same location, or to the NRC for license terminations.
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11.

12.

13.

14.

15.

A description of the status of the facility. Specifically, the presence or absence of
contamination should be documented. If contamination is present, will decontamination
occur before transfer? If not, does the successor company agree to assume full liability for
the decontamination of the facility or site?

A description of any decontamination plans, including financia assurance arrangements of
the transferee, as specified in 10 CFR 30.35, 40.36, and 70.25. Include information about
how the transferee and transferor propose to divide the transferor’ s assets, and responsibility
for any cleanup needed at the time of transfer.

Confirmation that the transferee agrees to abide by all commitments and representations
previousy made to NRC by the transferor. These include, but are not limited to:

mai ntaining decommissioning records required by 10 CFR 30.35(g); implementing
decontamination activities and decommissioning of the site; and completing corrective
actions for open inspection items and enforcement actions.

With regard to contamination of facilities and equipment, the transferee should confirm, in
writing, that it accepts full liability for the site, and should provide evidence of adequate
resources to fund decommissioning; or the transferor should provide a commitment to
decontaminate the facility before transferring control.

With regard to open inspection items, etc., the transferee should confirm, in writing, that it
accepts full responsibility for open inspection items and/or any resulting enforcement
actions; or the transferee proposes alternative measures for meeting the requirements; or the
transferor provides a commitment to close out all such actions with NRC before license
transfer.

Documentation that the transferor and transferee agree to transfer control of the licensed
material and activity, and the conditions of transfer; and the transferee is made aware of al
open inspection items and its responsibility for possible resulting enforcement actions.

A commitment by the transferee to abide by all constraints, conditions, requirements,
representations, and commitments identified in the existing license. If not, the transferee
must provide a description of its program, to ensure compliance with the license and
regulations.

References. Theinformation above is contained in IN 89-25, Revision 1, “ Unauthorized
Transfer of Ownership or Control of Licensed Activities.” See the Notice of Availability (on the
inside front cover of this report) to obtain copies.
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APPENDIX D

Reviewer Checklist for Fixed Gauge Application

ITEM 1. ACTION TYPE

ACTION TYPE:
[] New

[] Amendment
[] Renewa

ADMINISTRATIVE REVIEW:

[] Current Guidance Used

[] Referencesin Application Based On
Current Regulations

[1 All Attachments Referenced Included

[] Signature on Application

ITEM 2: LEGAL IDENTITY

NAME:

ITEMS2 & 3: ADDRESS

LOCATION OF USE/STORAGE
ADDRESS:

MAILING ADDRESS:

ITEM 4: PERSON TO BE CONTACTED ABOUT THISAPPLICATION

CONTACT PERSON:

TELEPHONE NUMBER:
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Table D.1 Items 5 and 6: Materials to Be Possessed and Uses
Yes | No | Radioisotope Model No. Quantity Use AsListed on Specify Other
SSD Certificate | UsesNot Listed on
SSD Certificate
Cobalt-60 Sedled source Not to exceed either [ Yes[ ] [ 1 Not applicable
manufacturer or the maximum
distributor and activity per source | Specific description [[ ] Usesare:
model number: or maximum of the gauge use:
activity per device
Device as specified in
manufacturer or Sealed Source and
distributor and Device Registration
model number: Certificate
Krypton-85 Sedled source Not to exceed either [ Yes[ ] [ 1 Not applicable
manufacturer or the maximum
distributor and activity per source | Specific description [[ ] Usesare:
model number: or maximum of the gauge use:
activity per device
Device as specified in
manufacturer or Sealed Source and
distributor and Device Registration
model number: Certificate
Strontium-90 | Sealed source Not to exceed either [ Yes[ ] [ 1 Not applicable
manufacturer or the maximum
distributor and activity per source | Specific description [[ ] Uses are:
model number: or maximum of the gauge use:
activity per device
Device as specified in
manufacturer or Sealed Source and
distributor and Device Registration
model number: Certificate
Cesium-137 | Sealed source Not to exceed either [ Yes[ ] [ 1 Not applicable
manufacturer or the maximum
distributor and activity per source | Specific description [[ ] Usesare:
model number: or maximum of the gauge use:
activity per device
Device as specified in
manufacturer or Sealed Source and
distributor and Device Registration
model number: Certificate
NUREG - 1556, Vol. 4 D-2
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Yes | No | Radioisotope Model No. Quantity Use AsListed on Specify Other
SSD Certificate | UsesNot Listed on
SSD Certificate
Americium- Sedled source Not to exceed either [ Yes[ ] [ 1 Not applicable
241 manufacturer or the maximum
distributor and activity per source | Specific description [[ ] Uses are:
model number: or maximum of the gauge use:
activity per device
Device as specified in
manufacturer or Sealed Source and
distributor and Device Registration
model number: Certificate
Other Isotope | Sealed source Not to exceed either [ Yes[ ] [ 1 Not applicable
(Specify): manufacturer or the maximum
distributor and activity per source | Specific description [[ ] Usesare:
model number: or maximum of the gauge use:
activity per device
Device as specified in
manufacturer or Sealed Source and
distributor and Device Registration
model number: Certificate
Financial Assurance Required and Evidence of Financial Assurance Provided
Table D.2 Items 7 Through 11: Training and Experience, Facilities and

Equipment, Radiation Safety Program, and Waste Management

Item Number and Title

Suggested Response

Applicant’s
Response

Yes

Other
No

Yes | No

7. Individual(s) Responsible
for Radiation Safety
Program and their
Training and Experience

7.1 Radiation Safety Officer
(RSO)

Name:

Before obtaining licensed materias, the proposed RSO
will have successfully completed the training described
in Criteriain the section entitled “ Radiation Safety
Officer,” in NUREG-1556, Vol. 4 dated August 1998.

AND

Before being named as the RSO, future RSOs will have
successfully completed the training described in
Criteriain the section entitled “ Radiation Safety
Officer,” in NUREG-1556, Vol. 4, dated August 1998.
Within 30 days of naming a new RSO, we will submit
the new RSO’ s name to NRC to includein our license.
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Item Number and Title

Suggested Response

Applicant’s

Response

Yes

No

Other

Yes

No

7.1

Individual(s) Responsible
for Radiation Safety
Program and their
Training and Experience

Radiation Safety Officer
(RSO)
(Cont’d)

Optional Response

Criteriafor Acceptable Training Course for Radiation
Safety Officer

Classroom Training:

Radiation Safety

S Radiation vs. contamination

S Internal vs. external exposure

S Biologica effects of radiation

S Types and relative hazards of radioactive

material possessed

ALARA concept

S Use of time, distance, and shielding to minimize
exposure

S Locations of sealed source within the gauge

S Use of survey meters and personal dosimetry,
when required

(%]

Regulatory Requirements

S Applicable regulations

S License conditions, amendments, renewals
S Locations of use and storage of radioactive
materials

Material control and accountability

Annual audit of radiation safety program
Transfer and disposal

Recordkeeping

Prior events involving fixed gauges
Handling incidents

Recognizing and ensuring that radiation
warning signs are visible and legible
Licensing and inspection by regulatory agency
Need for complete and accurate information
Employee protection

Deliberate misconduct

nOw;mw;mw;mmomowm

numwmwwm

Practical Explanation of the Theory and Operation
for Each Gauge Possessed by the Licensee

S Operating and emergency procedures

S Routine vs. non-routine maintenance

S Lock-out procedures

NUREG - 1556, Val. 4
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Applicant’s
Response

Item Number and Title Suggested Response Other

Yes | No

Yes | No

7. Individual(s) Responsible |* Supervised “ Hands-On” Experience performing
for Radiation Safety S Operating procedures
Program and their S Test runs of emergency procedures
Training and Experience S Routine maintenance

S Lock-out procedures

7.1 Radiation Safety Officer
(RSO)
(Cont'd)

Training Assessment
Course Instructor Qualifications:

» Bachelor's degreein aphysical or life science or
engineering with successful completion of both a
fixed gauge manufacturer’s or distributor’s course
for users and an 8 hour radiation safety course and
8 hours hands-on experience with fixed gauges

OR

»  Successful completion of afixed gauge
manufacturer’s or distributor’s course for users

»  Successful completion of 40 hour radiation safety
course

» 30 hours of hands-on experience with fixed gauges.

Note: Additional training is required for those
applicants intending to perform non-routine operations.

7 Individual(s) Responsible | Proposed Authorized Users
for Radiation Safety
Program and their Before using licensed materials, authorized users will
Training and Experience | have successfully completed the training described in

Criteriain the section entitled “ Authorized Users,” in

7.2 Authorized Users NUREG-1556, Val. 4, dated August 1998.
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Item Number and Title

Suggested Response

Applicant’s

Response

Yes

No

Other

Yes

No

7 Individual(s) Responsible
for Radiation Safety
Program and their
Training and Experience

7.2 Authorized Users
(Cont’d)

Optional Response

Classroom Training:

* Radiation Safety

S

S
S
S

(%]

Radiation vs. contamination

Internal vs. external exposure

Biological effects of radiation

Types and relative hazards of radioactive
material possessed

ALARA concept

Use of time, distance, and shielding to minimize

exposure
Location of sealed source within the gauge
Use of survey meters and personal dosimetry,
when required

* Regulatory Requirements

S
S
S

nOw;mww;mw;mmomwm

nmumwmwwm

» Practical Explanation of the Theory and Operation

Applicable regulations

License conditions, amendments, renewals
Locations of use and storage of radioactive
materials

Material control and accountability

Annual audit of radiation safety program
Transfer and disposal

Recordkeeping

Prior events involving fixed gauges
Handling incidents

Recognizing and ensuring that radiation
warning signs are visible and legible
Licensing and inspection by regulatory agency
Need for complete and accurate information
Employee protection

Deliberate misconduct

for Each Type of Gauge that may be used by the
Authorized User

S
S
S

Operating and emergency procedures
Routine vs. non-routine maintenance
Lock-out procedures

NUREG - 1556, Val. 4
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to Receive Occupational
Doses of Radiation in
Excess of 1 mSv (100
mrem) in aYear
(Occupationally Exposed
Workers) and Ancillary
Per sonnel

of radiation in excess of 1 mSv (100 mrem) in ayear
(occupationally exposed workers) and ancillary
personnel, to the NRC for review during the licensing
phase.

Applicant’s
Response
Item Number and Title Suggested Response Other
Yes | No
Yes | No
» Supervised Hands-on Experience Performing
S Operating procedures
S Test runs of emergency procedures
S Routine maintenance
S Lock-out procedures
Individual (s) Responsible [ Training Assessment
for Radiation Safety
Program and their Course Instructor Qualifications:
Training and Experience
» Bachelor's degreein aphysical or life science or
7.2 Authorized Users engineering with successful completion of both a
(Cont’d) fixed gauge manufacturer’s or distributor’s course
for users and an 8 hour radiation safety course and
8 hours hands-on experience with fixed gauges
OR
»  Successful completion of afixed gauge
manufacturer’s or distributor’s course for users
» Successful completion of 40 hour radiation safety
course
» 30 hours of hands-on experience with fixed gauges
Note:
* Individuals who in the course of employment are
likely to receive occupational doses of radiation in
excess of 1 mSv (100 mrem) in ayear must receive
training pursuant to 10 CFR 19.12.
» Additional training is required for those applicants
reguesting to perform non-routine operations.
8 Trainingfor Individuals | The applicant is not required to, and should not, submit [ Need Not Be
Who in the Cour se of its training program, for individuals who in the course | Submitted with
Employment are Likely |of employment are likely to receive occupational doses | Application

D-7
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Item Number and Title

Suggested Response

Applicant’s
Response

Yes | No

Other

Yes

No

9 Facilitiesand Equipment

We will ensure that the location of each fixed gauge
meets the Criteriain section entitled “Facilities and
Equipment,” in NUREG-1556, Val. 4, dated August
1998.

OR

Confirm that the fixed gauge is secured to prevent
unauthorized removal or access; and submit specific
information supporting the new conditions
demonstrating that they will not impact the safety or

integrity of the source or device. Address any instances

where the proposed conditions exceed any conditions
listed in the SSD Registration Certificate

Optional Response

» The area corresponds to the “ Conditions of Normal
Use” and “Limitations and/or Other Considerations

of Use” on the SSD Registration Certificate

» Thefixed gauge is secured to prevent unauthorized

removal (e.g., located in alocked room,
permanently mounted, or chained and locked to a
storage rack)

10 Radiation Safety
Program - Audit
Program

The applicant is not required to, and should not, submit

its audit program to the NRC for review during the
licensing phase

Need Not Be
Submitted with
Application

NUREG - 1556, Val. 4
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Item Number and Title

Suggested Response

Applicant’s
Response

Other
Yes | No

Yes | No

10 Radiation Safety
Program - Instruments

Surveys pursuant to 10 CFR 20.1501 will be performed
by a person specifically authorized by the NRC or an
Agreement State to perform these surveys.”

OR

We will use instruments that meet the Criteriain the
section entitled “ Radiation Safety Program -
Instruments,” in NUREG-1556, Vol. 4, dated August
1998, and one of the following:

» Each survey meter will be calibrated by the
manufacturer or other person authorized by the
NRC or an Agreement State to perform survey
meter calibrations.

OR

*  Wewill follow the model survey instrument
calibration program in Appendix | to NUREG-
1556, Vol. 4, dated August 1998.

Optional Response

The applicant may provide a description of an alternate
method to perform surveys pursuant to
10 CFR 20.1501.

10 Radiation Safety
Program - I nstrument
Calibration

If required to do surveys pursuant to 10 CFR 20.1501,
and requesting to calibrate their own survey meters:

We will implement the model survey instrument
calibration program published in Appendix | to
NUREG - 1556, Vol. 4, dated October 1998.

D-9
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Item Number and Title

Suggested Response

Applicant’s

Response

Yes

No

Other

Yes

No

10 Radiation Safety
Program - I nstrument
Calibration
(Cont’d)

Optional Response

» Training and experience of individual performing
calibration.
» Description of facilities, equipment
» Specify calibration source radionuclide, activity,
traceability (source activity sufficient to provide a
dose rate of at least 30 mR/hr at 100 cm, similar in
energy to gauge sources. NIST traceable)
» Specific procedures for calibration
» Cadlibration report
» Cadlibration tag, sticker:
S source
S for each scale or decade not calibrated,
indication checked for function only or scale not
operative
S calibration date
S duedate
S exposure rate from check source if used

» Maintain calibration records for 3 years

10 Radiation Safety
Program - M aterial
Receipt and
Accountability

Physical inventories will be conducted at intervals not
to exceed 6 months or at other intervals as approved by
the NRC, to account for all sealed sources and devices
received and possessed under the license.

Optional Response

A description of the procedures for ensuring that no

fixed gauge has been lost, stolen, or misplaced and how

often they will be conducted.

10 Radiation Safety
Program - Occupational
Dosimetry

We will perform a prospective evaluation
demonstrating that unmonitored individuals are not
likely to receive, in one year, aradiation dose in excess
of 10% of the allowable limitsin 10 CFR Part 20 or we
will provide dosimetry that meets the Criteriain the
section entitled “ Radiation Safety Program -
Occupationa Dosimetry,” in NUREG-1556, Val. 4,
dated October 1998.

Optional Response

Alternative response demonstrates compliance with
10 CFR Part 20 requirements.

NUREG - 1556, Val. 4
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Applicant’s
Response
Item Number and Title Suggested Response Other
Yes | No
Yes | No
10 Radiation Safety The applicant is not required to submit aresponse to Need Not Be
Program - Public Dose public dose section during the licensing phase. Submitted with
Documentation demonstrating compliance will be Application

examined during inspection.

10 Radiation Safety If the gauge meets one or more of the safety conditions
Program - Operating & |specified in “ Discussion,” in the section entitled
Emergency Procedures | “ Radiation Safety Program - Operating Emergency

Procedures,” in NUREG 1556, Vol. 4, dated October

1998 state the following:

Operating and emergency procedures will be

devel oped, implemented and maintained and will
meet the Criteriain the section entitled “ Radiation
Safety Program - Operating and Emergency
Procedures,” in NUREG-1556, Vol. 4, dated October
1998.

For each gauge requested that does not meet one or
more of the safety conditions specified in “ Discusson,”
in the section entitled “ Radiation Safety Program -
Operating Emergency Procedures,” in NUREG 1556,
Vol. 4, dated October 1998 provide your operating,
emergency and lock-out (if applicable) procedures to
NRC for review.
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Item Number and Title

Suggested Response

Applicant’s

Response

Yes

No

Other

Yes

No

10 Radiation Safety
Program - Operating &
Emer gency Procedures
(Cont’d)

Optional Response

For each type of gauge:

» Operating Procedures

S
S

Instructions for operating the gauge

Instructions for performing routine cleaning and
maintenance according to the manufacturers’ or
distributors' recommendations and instructions
Instructions for testing each gauge for the proper
operation of the on/off mechanism (shutter) and
indicator, if any, at intervals not to exceed 6
months or as specified in the SSD certificate
Instructions for lock-out procedures, if
applicable, that are adequate to ensure that no
individual or portion of an individual’s body can
enter the radiation beam.

Instructions to prevent unauthorized access,
removal, or use of fixed gauges

Steps to take to keep radiation exposures
ALARA

Steps to maintain accountability (i.e., physical
inventory)

Instructions to ensure that non-routine
operations such asinstallation, initial radiation
survey, repair, and maintenance of components
related to the radiological safety of the gauge,
gauge relocation, replacement and disposal of
sealed sources, alignment, or removal of a gauge
from service are performed by the manufacturer,
distributor or person specifically authorized by
the NRC or an Agreement State

Steps to ensure that radiation warning signs are
present, visible, and legible

NUREG - 1556, Val. 4
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Item Number and Title

Suggested Response

Applicant’s
Response

Other
Yes | No

Yes | No

10 Radiation Safety
Program - Operating &
Emer gency Procedures
(Cont’d)

Emergency Procedures:

Stop use of the gauge

Restrict access to the area

Contact responsible and individuals (Telephone
numbers for the RSO, authorized users, the gauge
manufacturer or distributor, fire department, or
other emergency response organization, as
appropriate, and the NRC should be posted or easily
accessible)

Do not attempt repair or authorize others to attempt
repair of the gauge except as specifically authorized
in alicense issued by the NRC or an Agreement
State

Require reporting to NRC pursuant to

10 CFR 20.2201-20.2203, 10 CFR 30.50, and
10CFR 21.21

Take additiona steps, dependent on the specific
situations.

Note:

Copies of operating and emergency procedures
provided to all gauge users

Post copies of operating and emergency procedures
at each location of use or post a hotice describing
where procedures may be examined.

10 Radiation Safety
Program - Leak Tests

Leak tests will be performed at intervals approved
by the NRC or an Agreement State and Specified in
the SSD Registration Certificate. Leak testswill be
performed by an organization authorized by NRC or
an Agreement State to provide leak testing services
for other licensees or using aleak test kit supplied
by an organization authorized by NRC or an
Agreement State to provide leak test kits to other
licensees and according to the kit supplier’s
instructions. Records of leak test results will be
mai ntai ned.

OR
We will implement the model leak test program

published in Appendix M to NUREG-1556, Val. 4,
dated October 1998.

D-13
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Item Number and Title

Suggested Response

Applicant’s

Response

Yes

No

Other

Yes

No

10 Radiation Safety
Program - Leak Tests

Optional Response

* Identify the individual who will make the analysis;
their training and experience

» Leak test frequency as specified in the appropriate
Sealed Source and Device Registration Certificate.

* How and where test samples taken; materialsto be
used; methods of handling samples to prevent or
minimize exposure to personnel.

» Type of instrument(s) used, counting efficiency, and
minimum levels of detection for each radionuclide

Note: An instrument capable of making quantitative
measurements should be used; hand-held survey meters
will not normally be considered adequate for
measurements.

»  Specify the standard calibration sources including
for each: the radionuclide, quantity, accuracy, and
traceability to primary radiation standards

Note: Accuracy of standards should be within + 5% of
the stated value and traceable to a primary radiation
standard such as those maintained by the National
Institutes of Standards and Technology (NIST).

» Sample calculation to convert measurement data to
becquerels (or microcuries)

» Instructions on actions, notifications regarding
leaking source

* Maintain records of leak test results

10 Radiation Safety
Program - M aintenance

Routine M aintenance

We will implement and maintain procedures for routine
maintenance of our gauges according to each
manufacturer’s or distributor’ s written
recommendations and instructions.

Optional Response

» Adeqguate training, experience

» Manufacturer’s or distributor’s written instructions
* ConsidersALARA

» Ensures gauge functions as designed

» Ensures source integrity not compromised

NUREG - 1556, Val. 4
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Item Number and Title

Suggested Response

Applicant’s
Response

Other
Yes | No

Yes | No

10 Radiation Safety
Program - M aintenance
(Cont’d)

Non-Routine Oper ations

The gauge manufacturer, distributor or other person
authorized by NRC or an Agreement State will perform
non-routine operations such as installation, initial
radiation survey, repair, and maintenance of
components related to the radiological safety of the
gauge, gauge relocation, replacement, and disposal of
sealed sources, aignment, or removal of a gauge from
service.

Optional Response

Provide the information listed in Appendix N
supporting areguest to perform non-routine operations
in-house.

» Types of work to be performed
* Identify the individual who will perform non-
routine operations, their training and experience
* Procedures to ensure:
S dosesto public, personnel are ALARA and
within regulatory limits
S security
S posting
S manufacturers or distributors instructions and
recommendations are followed
S non-manufacturer/non-distributor supplied
replacement components or parts, or the use of
materials (e.g., lubricants) other than those
specified or recommended by the manufacturer
or distributor are evaluated to ensure that they
do not degrade the engineering safety analysis
S before being returned to routine use, the gauge is
tested to verify that it functions as designed and
source integrity is not compromised
C Useof whole body and extremity monitoring, if
required
C Possess survey instrument calibrated by
NRC/Agreement State licensee; or as defined in
Appendix |; checked before use
C 10 CFR 20.1301 surveys
— when and where surveys performed
— survey records maintained for 3 years

D-15
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Applicant’s
Response
Item Number and Title Suggested Response Other
Yes | No
Yes | No

10 Radiation Safety The applicant is not required to submit aresponse to Need Not Be

Program - transportation section during the licensing process; this | Submitted with

Transportation issue will be reviewed during inspection. Application
10 Radiation Safety Thisis not applicable to the applicant’s program. [1

Applicant will not use fixed gauges at temporary job N/A

Program - Fixed Gauges
Used At Temporary Job
Sites

sites.
OR

Procedures will be developed, implemented, maintained
and distributed and will meet the Criteriain the section
entitled “ Radiation Safety Program - Fixed Gauges
Used at Temporary Job Sites,” in NUREG-155, Val. 4,
dated October 1998.

(1|11
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Applicant’s
Response

Item Number and Title Suggested Response Other

Yes | No

Yes | No

10 Radiation Safety Optional Response
Program - Fixed Gauges
Used At Temporary Job Develop, implement, maintain, and distribute
Sites operating and emergency procedures containing the
(Cont’d) following elements:

S Instructions for transporting radioactive material

to ensure compliance with DOT regulations

S Ingtructions for using gauges at temporary job

sites and performing routine maintenance
according to the manufacturer’s or distributor’s
recommendations and instructions

S Instructions for maintaining security during

storage and transportation

S Instructions to keep gauges under control and

immediate surveillance or secured to prevent
unauthorized use or access

S Stepsto take to keep radiation exposures

ALARA

S Stepsto maintain accountability during use

S Stepsto control accessto a potentially damaged

gauge

S Stepsto take, and whom to contact, when a

gauge has been lost or damaged.

» If gauges areto beinstalled at temporary job sites,
the operating and emergency procedures should
contain instructions on the use of persona
dosimetry, and survey instruments and conducting
surveys.

» Provide copies of operating and emergency
proceduresto all gauge users and maintain copies at
each job site.

10 Radiation Safety The applicant does not need to provide a response to Need Not Be
Program - Minimization |thisitem under the following condition. NRC will Submitted with
of Contamination consider that the above criteria have been met if the Application

applicant’ s responses meet the criteriafor the following

sections: Radioactive Material - Sealed Sources and

Devices, Facilities and Equipment, Radiation Safety

Program - Operating and Emergency Procedures,

Radiation Safety Program - Leak Testing, and Waste

Management - Gauge Transfer and Disposal.

D-17 NUREG - 1556, Val. 4
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Item Number and Title

Suggested Response

Applicant’s
Response

Other

Yes | No
Yes | No

11 Waste Disposal - Fixed
Gauge Disposal &
Transfer

The applicant is not required to submit a response to
waste management section during the licensing
process, however, the licensee should develop,
implement, and maintain fixed gauge transfer and
disposal proceduresin its radiation safety program.

Need Not Be
Submitted with
Application

NUREG - 1556, Val. 4

D-18



Appendix E

Sample SSD Registration Certificate






APPENDIX E

Sample SSD Registration Certificate

E-1 NUREG - 1556, Val. 4






Appendix F

Typical Duties and Responsibilities of
the Radiation Safety Officer






APPENDIX F

Typical Duties and Responsibilities of the Radiation Safety Officer

The RSO’ s duties and responsibilities include ensuring radiological safety and compliance with
both NRC regulations and the conditions of the license. (See Figure 8.2.) Typicaly, theRSO'’s
duties and responsibilities include ensuring the following:

C
C
C

C
C

C

C

C

Activitiesinvolving licensed materia that the RSO considers unsafe are stopped
Radiation exposures are ALARA

Devel opment, maintenance, distribution, and implementation of up-to-date operating and
emergency procedures

Individuals that use fixed gauges are properly trained

Possession, installation, relocation, use, storage, routine maintenance and non-routine
operations of fixed gauges are consistent with the limitations in the license, the SSD
Registration Certificate(s), manufacturer’s or distributor*s recommendations and instructions

Safety consequences of non-routine operations are analyzed before conducting any such
activities that have not been previoudy anayzed

Non-routine operations are performed by the manufacturer, distributor or person specifically
authorized by the NRC or an Agreement State

Prospective evaluations are performed demonstrating that unmonitored individuals are not
likely to receive, in one year, aradiation dose in excess of 10% of the allowable limits or
personnel monitoring devices are provided

Personnel monitoring devices, if required, are used and exchanged at the proper intervals, and
records of the results of such monitoring are maintained

Documentation is maintained to demonstrate, by measurement or calculation, that the TEDE to
the individual member of the public likely to receive the highest dose from the licensed
operation does not exceed the annual limit in 10 CFR 20.1301

Fixed gauges are properly secured

Notification of proper authorities of incidents such as damage to or malfunction of fixed
gauges, fire, loss, or theft

Investigation of unusua occurrences involving the fixed gauge (e.g., malfunctions or damage),
identification of cause(s), implement of appropriate and timely corrective action(s)

Radiation safety program audits are performed at intervals not to exceed 12 months and
development, implement, and documentation of timely corrective actions

When the licensee identifies violations of regulations or license conditions or program
weaknesses, corrective actions are devel oped, implemented, and documented

Licensed materia is transported according to al applicable DOT requirements
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C Licensed materia is disposed of properly
C Appropriate records are maintained

C An up-to-date license is maintained and amendment and renewal requests are submitted in a
timely manner

C Posting of documents required by 10 CFR 19.11 (Parts 19 and 20, license documents,
operating procedures, NRC Form 3 “ Notice to Employees’), and 10 CFR 21.6 (Part 21,
Section 206 of Energy Reorganization Act of 1974, procedures adopted pursuant to Part 21)
or posting a notice indicating where these documents can be examined
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Criteria for Acceptable Training for Authorized Users and Radiation
Safety Officers

Course Content

Classroom training may be in the form of lecture, videotape, or self-study emphasizing practical
subjects important to safe use of the gauge:

Radiation Safety:

C Radiation vs. contamination

C Internd vs. external exposure

C Biologicd effects of radiation

C Types and relative hazards of radioactive material possessed
C ALARA concept

C Use of time, distance, and shielding to minimize exposure

C Location of seded source within the gauge

Regulatory Requirements:

C Applicable regulations

C License conditions, amendments, renewals

C Locations of use and storage of radioactive materials
C Materia control and accountability

C Annual audit of radiation safety program

C Transfer and disposal

C Recordkeeping

C Prior eventsinvolving fixed gauges

C Handling incidents

C Recognizing and ensuring that radiation warning signs are visible and legible
C Licensing and inspection by regulatory agency

C Need for complete and accurate information
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C Employee protection
C Deliberate misconduct

Practical Explanation of the Theory and Operation for Each Gauge Possessed by the Licensee:

C Operating and emergency procedures
C Routine vs. non-Routine maintenance

C Lock-out procedures

On-the-job training must be done under the supervision of an AU or RSO:

C Supervised Hands-on Experience Performing:
— Operating procedures
— Test runs of emergency procedures
— Routine maintenance

— Lock-out procedures

Training Assessment

Management will ensure that proposed AUs are qualified to work independently with each type of
gauge with which they may work. Management will ensure that proposed RSO’s are qualified to
work independently with and are knowledgeabl e of the radiation safety aspects of al types of
gauges to be possessed by the applicant. This may be demonstrated by written or oral
examination or by observation.

Course Instructor Qualifications

Instructor should have:

C Bachelor’sdegree in aphysica or life science or engineering

C Successful completion of afixed gauge manufacturer’s or distributor’s course for users
(or equivalent)

C Successful completion of an 8 hour radiation safety course; and

C 8 hours hands-on experience with fixed gauges
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OR

C Successful completion of afixed gauge manufacturer’s or distributor’s course for users
(or equivalent)

C Successful completion of 40 hour radiation safety course; and
C 30 hours of hands-on experience with fixed gauges.
OR

C The applicant may submit a description of aternative training and experience for the course
instructor.

Note: Additional training is required for those applicants intending to perform non-routine
operations such asinstalation, initial radiation survey, repair, and maintenance of components
related to the radiological safety of the gauge, gauge relocation, replacement, and disposal of
sealed sources, aignment, or removal of a gauge from service. See Appendix N - “ Non-Routine
Operations.”
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APPENDIX H

Suggested Fixed Gauge Audit Checklist

Note: All areasindicated in audit notes may not be applicable to every license and may not need
to be addressed during each audit. For example, licensees do not need to address areas which do
not apply to their activities and activities which have not occurred since the last audit need not be
reviewed at the next audit.

Licensee’ s name License No.
Date of This Audit Date of Last Audit
Date
(Auditor Signature)
Date
(Management Signature)

Audit History

Last audit of this location conducted on (date)
Were previous audits conducted at intervals not to exceed 12 months? [10 CFR 20.1101]
Were records of previous audits maintained? [10 CFR 20.2102]

Were any deficiencies identified during last two audits or two years, whichever is longer?

mooO w »

Were corrective actions taken? (Look for repeated deficiencies).

Organization and Scope of Program

A. If the mailing address or places of use changed, was the license amended?

B. If ownership changed or bankruptcy filed, was NRC prior consent obtained or was NRC
notified?

C. Radiation Safety Officer
1. If the RSO was changed, was license amended?
2. Does new RSO meet NRC training requirements?
3. IsRSO fulfilling hig’her duties?
4. To whom does RSO report?
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D. If the designated contact person for NRC changed, was NRC notified?
E. Seded Sources and Devices
1. Doesthelicense authorize al of the NRC regulated radionuclides contained in gauges?

2. Arethe gauges as described in the Sealed Source and Device (SSD) Registration
Certificate?

3. Have copies of (or accessto) SSD Certificates?

4. Have manufacturers or distributor*s manuals for operation and maintenance?
[10 CFR 32.210]

5. Arethe actua uses of gauges consistent with the authorized uses listed on the license?

6. Arethelocation of the gauges compatible with the “Conditions of Normal Use” and
“Limitations and/or Other Considerations of Use” on the SSD Registration Certificates?

Training and Instructions to Workers

A. Wereadl workerswho are likely to exceed 1 mSv (100 mrem) in ayear instructed per
[10 CFR 19.12]? Refresher training provided, as needed [10 CFR 19.12]? Records
maintained?

B. Did each AU receive training and instruction given at the time of gauge installation or
equivalent training and instruction before using gauges?

C. Aretraining records maintained for each AU?

D. Didindividuaswho perform non-routine operations receive training before performing these
operations?

E. Didinterviewswith AUs reved that they know the emergency procedures?
F. Didthisaudit include observations of AUs using the gauge?

G. Did thisaudit include observations of workers performing routine cleaning and lubrication on
the gauge?

H. HAZMAT training provided, if required? [49 CFR 172.700, 172.701, 172.702, 172.703,
172.704]

Radiation Survey Instruments

A. If thelicenseeisrequired to possess a survey meter, does it meet the NRC' s criteria?
[10 CFR 20.1501]

B. Are cdibration records maintained [10 CFR 20.2103(a)]?
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Gauge Inventory

A.
B.
C.

Is arecord kept showing the receipt of each gauge? [10 CFR 30.51(a)(1)]
Are all gauges physically inventoried every six months?

Are records of inventory results with appropriate information maintained?

Personnel Radiation Protection

A.

Are ALARA considerations incorporated into the radiation protection program?
[10 CFR 20.1101(b)]

. Were prospective evauations performed showing that unmonitored individuals receive #10%

of limit?[10 CFR 20.1502(a)]

Did unmonitored individuals activities change during the year which could put them over
10% of limit?

D. If yesto C. above, was a new evaluation performed?

Is external dosimetry required (individuals likely to receive >10% of limit,)? And is dosimetry
provided to these individuals?

1. Isthe dosimetry supplier NVLAP approved?[10 CFR 20.1501(c)]
2. Arethe dosimeters exchanged monthly for film badges and quarterly for TLD’s?
3. Aredosimetry reports reviewed by the RSO when they are received?
4. Aretherecords NRC Forms or equivaent?[10 CFR 20.2104(d), 20.2106(c)]
a. NRC-Form 4 “Cumulative Occupational Exposure History” completed?
b. NRC-Form 5 * Occupational Exposure Record for a Monitoring Period” completed?

5. Declared pregnant worker/embryo/fetus
a. If aworker declared her pregnancy, did licensee comply with [10 CFR 20.1208]?
b. Were records kept of embryo/fetus dose per [10 CFR 20.2106(€)] ?

Are records of exposures, surveys, monitoring, and evaluations maintained [10 CFR 20.2102,
20.2103, 20.2106]
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Public Dose
A. Ispublic access to gauges controlled in a manner to keep doses below 1 mSv (100 mrem) in a
year? 10 CFR 20.1301(a)(1)]

B. Hasasurvey or evaluation been performed per 10 CFR 20.1501(a)? Have there been any
additions or changes to the storage, security, or use of surrounding areas that would
necessitate a new survey or evauation?

C. Do unrestricted arearadiation levels exceed 0.02 mSv (2 mrem) in any one hour?
[10 CFR 20.1301(8)(2)]

D. Isgauge access controlled in a manner that would prevent unauthorized use or removal?
[10 CFR 20.1801]

E. Records maintained?[10 CFR 20.2103, 20.2107]

Operating and Emergency Procedures

A. Have operating and emergency procedures been devel oped?

W

Do they contain the required elements?

C. Doeseach individua working with the gauges have a current copy of the operating and
emergency procedures (including lock-out procedures and emergency tel ephone numbers)?

D. Isalock-out warning sign posted at each entryway to an areawhereiit is possible to be
exposed to the beam?

E. Did any emergencies occur?
1. If so, were they handled properly?
2. Were appropriate corrective actions taken?
3. Was NRC natification or reporting required? [10 CFR 20.2201, 20.2202, 20.2203]

Leak Tests

A. Was each sedled source leak tested every 6 months or at other prescribed intervals?
B. Wasthe leak test performed according to the license?
C. Arerecords of results retained with the appropriate information included?

D. Were any sources found leaking and if yes, was NRC notified?
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Maintenance of Gauges
A. Are manufacturer’s or distributor*s procedures followed for routine cleaning and lubrication
of gauge?

B. Was each on-off mechanism tested for proper operation every 6 months or at other prescribed
intervals?

C. Arerepar and maintenance of components related to the radiological safety of the gauge
performed by the manufacturer, distributor or person specifically authorized by the NRC or an
Agreement State and according to license requirements (e.g., extent of work, procedures,
dosimetry, survey instrument, compliance with 10 CFR 20.1301 limits)?

D. Arelabels, signs, and postings identifying gauges containing radioactive material, radiation
areas, and lock-out procedures/warnings clean and legible?

Transportation

(Note: This section will not apply if you have not transported gauges during the period covered
by this audit.)

A. DOT-7A or other authorized packages used? [49 CFR 173.415, 173.416(b)]

Package performance test records on file?

Specia form sources documentation? [49 CFR 173.476(a)]

Package has two labels (ex. Ydlow-I1) with TI, Nuclide, Activity, and Hazard Class?
[49 CFR 172.403, 173.441]

Package properly marked? [49 CFR 172.301, 172.304, 172.310, 172.324]
Package closed and sealed during transport? [49 CFR 173.475(f)]
Shipping papers prepared and used? [49 CFR 172.200(a)]

Shipping papers contain proper entries? { Shipping name, Hazard Class, Identification Number
(UN Number), Total Quantity, Package Type, Nuclide, RQ, Radioactive Material, Physical
and Chemica Form, Activity (SI units required), category of label, Tl, Shipper’s Name,
Certification and Signature, Emergency Response Phone Number, Cargo Aircraft Only (if
applicable)} [49 CFR 172.200, 172.201, 172.202, 172.203, 172.204, 172.604]

I.  Shipping papers within drivers reach and readily accessible during transport?
[49 CFR 177.817(€)].

J. Package secured against movement? [49 CFR 177.834]
K. Placardson vehicle, if needed? [49 CFR 172.504]

O 0w
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L. Proper overpacks, if used? [49 CFR 173.25]
M. Any incidents reported to DOT? [49 CFR 171.15, 171.16]

Auditor’s Independent Survey Measurements (If Made)

A. Describe the type, location, and results of measurements. Does any radiation level exceed
regulatory limits? [10 CFR 20.1501(a) & 20.1502(a)]

Notification and Reports

A. Was any radioactive material lost or stolen? Were reports made? [10 CFR 20.2201, 30.50]

B. Did any reportable incidents occur? Were reports made? [10 CFR 20.2202, 21.21, 30.34,
30.36, 30.50]

C. Did any overexposures and high radiation levels occur? Reported? [10 CFR 20.2203, 30.50]

D. If any events (as described in items a through ¢ above) did occur, what was root cause? Were
corrective actions appropriate?

E. Isthe management/RSO/shift foreman licensee aware of telephone number for NRC
Emergency Operations Center? [(301) 816-5100]

Posting and Labeling

A. NRC-Form 3 “ Notice to Workers’ posted? [10 CFR 19.11]

B. NRC regulations, license documents posted or a notice posted? [10 CFR 19.11, 21.6]
C. Other posting and labeling? [10 CFR 20.1902, 20.1904]

Record Keeping for Decommissioning

A. Records kept of information important to decommissioning? [10 CFR 30.35(g)]

B. Recordsinclude al information outlined in [10 CFR 30.35(g)]?

Bulletins and Information Notices

A. NRC Bulletins, NRC Information Notices, NMSS Newd etters, received?
B. Appropriate training and action taken in response?
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Special License Conditions or Issues

A. Did auditor review specia license conditions or other issues (e.g., non-routine operations)?

Deficiencies Identified in Audit; Corrective Actions

A. Summarize problems/deficiencies identified during audit.

B. If problems/deficienciesidentified in this audit, describe corrective actions planned or taken.
Are corrective actions planned or taken at ALL licensed locations (not just location audited)?
Include date(s) when corrective actions are implemented.

C. Provide any other recommendations for improvement.

Evaluation of Other Factors

A. Senior licensee management is appropriately involved with the radiation protection program
and/or RSO oversight?
B. RSO has sufficient time to perform his/her radiation safety duties?

C. Licensee has sufficient staff to support the radiation protection program?
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Model Survey Instrument Calibration Program
Training

Before independently calibrating survey instruments, an individual should complete both
classroom and on-the-job training as follows:

C Classroom training may be in the form of lecture, videotape, or self-study and will cover the
following subject areas:.
— Principles and practices of radiation protection
— Radioactivity measurements, monitoring techniques, and the use of instruments
— Mathematics and calculations basic to using and measuring radioactivity
— Biological effects of radiation.

C On-the-job training will be considered complete if the individua has:
— Observed authorized personnel performing survey instrument calibration; and

— Conducted survey meter caibrations under the supervision, and in the physical presence of
an individua aready authorized to perform calibrations.

Facilities and Equipment

C To reduce doses received by individuas not calibrating instruments, calibrations will be
conducted in an isolated area of the facility or at times when no one else is present

C Individuas conducting cdibrations will wear assigned dosimetry

C Individuas conducting calibrations will use a calibrated and operable survey instrument to
ensure that unexpected changes in exposure rates are identified and corrected.

Model Procedure for Calibrating Survey Instruments
C A radioactive sealed source(s) will be used for calibrating survey instruments, and this source
will:
— Approximate a point source

— Have its apparent source activity or the exposure rate at a given distance traceable by
documented measurements to a standard certified to be within = 5% accuracy by National
Institutes of Standards and Technology (NIST)
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— Contain aradionuclide which emits radiation of identical or similar type and energy asthe
sealed sources that the instrument will measure

— Bestrong enough to emit aradiation field that is representative of the field being emitted
by the gauge. For calibration of instruments intended to measure gamma radiation, the
exposure rate should be at least 30 mR/hour (7.7 microcoulomb/kilogram per hour) at 100
cm [e.g., 3.1 gigabecquerels (85 millicuries) of Cs-137 or 780 megabecquerels
(21 millicuries) of Co-60].

C Inverse square and radioactive decay laws must be used to correct changes in exposure rate
due to changes in distance or source decay.

C A record must be made of each survey meter caibration.

C A single point on asurvey meter scale may be considered satisfactorily calibrated if the
indicated exposure rate differs from the calculated exposure rate by less than £20%.

C There are three kinds of scales frequently used on radiation survey meters. They are calibrated
either as described in ANSI N323A-1996, “ American National Standard Radiation Protection
Instrumentation Test and Calibration - Portable Survey Instruments,” or as follows:

— Meters on which the user selects alinear scale must be calibrated at not fewer that two
points on each scale. The pointswill be at approximately 1/3 and 2/3 of the decade.

— Maetersthat have a multidecade logarithmic scale must be calibrated at one point (at the
least) on each decade and not fewer than two points on one of the decades. Those points
will be approximately 1/3 and 2/3 of the decade.

— Meters that have an automatically ranging digital display device for indicating exposure
rates must be calibrated at one point (at the least) on each decade and at no fewer than
two points on one of the decades. Those points should be at approximately 1/3 and 2/3 of
the decade.

C Readings above 200 mR/hour (50 microcoulomb/kilogram per hour) need not be calibrated.
However, higher scales should be checked for operation and approximately correct response.

C Survey meter calibration reports will indicate the procedure used and the results of the
caibration. The reportswill include:

— The owner or user of the instrument

— A description of the instrument that includes the manufacturer’ s name, model number,
serial number, and type of detector

— A description of the calibration source, including the exposure rate at a specified distance
on a specified date, and the calibration procedure
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— For each calibration point, the calculated exposure rate, the indicated exposure rate, the
deduced correction factor (the calculated exposure rate divided by the indicated exposure
rate), and the scale selected on the instrument

— The exposure reading indicated with the instrument in the “battery check” mode (if
available on the instrument)

— For instruments with externa detectors, the angle between the radiation flux field and the
detector (i.e., parald or perpendicular)

— For instruments with internal detectors, the angle between radiation flux field and a
specified surface of the instrument

— For detectors with removable shielding, an indication whether the shielding was in place or
removed during the calibration procedure

— The exposure rate from a check source, if used

— The signature of the individual who performed the calibration and the date on which the
calibration was performed.

C Thefollowing information will be attached to the instrument as a calibration sticker or tag:
— The source that was used to calibrate the instrument

— The proper deflection in the battery check mode (unlessthisis clearly indicated on the
instrument)

— For each scale or decade not calibrated, an indication that the scale or decade was checked
only for function but not calibrated

— Thedate of calibration and the next calibration due date

— The apparent exposure rate from the check source, if used.

References. Detailed information about survey instrument calibration may be obtained by
referring to ANSI N323A-1996, “ American Nationa Standard Radiation Protection
Instrumentation Test and Calibration -Portable Survey Instruments.” Copies may be ordered
electronically at <http://www.ansi.org> or by writing to ANSI, 1430 Broadway, New Y ork, NY
10018.

See the Notice of Availability (on the inside front cover of this report) to obtain copies of Draft

RG FC 413-4, “Guide for the Preparation of Applications for Licenses for the Use of Radioactive
Materials in Calibrating Radiation Survey and Monitoring Instruments,” dated June 1985.
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Guidance for Demonstrating That Unmonitored Individuals Are Not
Likely to Exceed 10 Percent of the Allowable Limits

Dosimetry is required for individuals likely to receive, in 1 year from sources external to the body,
adose in excess of 10% of the applicable regulatory limitsin 10 CFR 20.1201. To demonstrate
that dosimetry is not required, a licensee needs to perform a prospective evauation to
demonstrate that its workers are not likely to exceed 10% of the applicable annual limits.

The most common way that individuals might exceed 10% of the applicable limitsis by
performing frequent routine maintenance on the gauge. However, for most gauges even these
activities result in the individual receiving minimal doses. Before alowing workers to perform
these tasks, a licensee will need to evauate the doses which its workers might receive to assess
whether dosimetry is required; this is a prospective evauation.

Example

One gauge manufacturer has estimated the doses to the extremities and whole body of a person
replacing the assay plate on one of its series of gauges. Each gauge in the seriesis authorized to
contain up to 7.4 gigabecquerels (200 millicuries) of Cs-137. The manufacturer based its estimate
on observations of individuas performing the recommended procedure according to good
radiation safety practices. The manufacturer had the following types of information:

C Time needed to perform the entire procedure (e.g., 15 minutes)

C Expected dose rate received by the whole body of the individual, associated with the shielded
source and determined using measured or manufacturer-determined data (e.g., 0.02 mSv/hr
[2 mrem/hr] a 46 cm [18.1 in] from the shield)

C Time the hands were exposed to the shielded source (e.g., 6 min)

C Expected dose rate received by the extremities of the individual, associated with the shielded
source and determined using measured or manufacturer-determined data on contact with the
shield (e.g., 0.15 mSv/hr [15 mrem/hr])

From this information, the manufacturer estimated that the individual performing each routine
cleaning and lubrication could receive the following:

C Lessthan 0.005 mSv (0.5 mrem) TEDE (whole body) and
C 0.015 mSv (1.5 mrem) to the hands.

The applicable TEDE (whole body) limit is 50 mSv (5 rems) per year and 10% of that valueis 5
mSv (500 millirems) per year. If one of these procedures delivers 0.005 mSv (0.5 mrem), then an
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individua could perform 1,000 of these procedures each year and remain within 10% of the
applicable limit.

The applicable shalow-dose equivalent (SDE) (extremities) is 500 mSv (50 rems) is 500 mSv (50
rems) per year and 10% of that value is 50 mSv (5 rems or 5000 millirems) per year. If one of
these procedures delivers 0.015 mSv (1.5 mrem), then an individua could perform 3,333 of these
procedures each year and remain within 10% of the applicable limit.

Based on the above specific situation, no dosimetry isrequired if aworker performs fewer than
1,000 routine maintenance procedures per year.

Guidance to Licensees

Licensees who wish to demonstrate that they are not required to provide dosimetry to their
workers need to perform prospective evaluations similar to that shown in the example above. The
expected dose rates, times, and distances used in the above example may not be appropriate to
individual licensee situations. In their evaluations, licensees need to use information appropriate
to the type(s) of gauge(s) they intend to use; thisinformation is generally available from the gauge
manufacturer or the SSD Registration Certificate maintained by the NRC and Agreement States.

Table J.1 may be helpful in performing a prospective evaluation.

Licensees should review evaluations periodically and revise them as needed. Licensees need to
check assumptions used in their evaluations to ensure that they continue to be up-to-date and
accurate. For example, if workers become lax in following good radiation safety practices,
perform the task more slowly than estimated, work with new gauges containing sources of
different activities or radionuclides, or use modified procedures, the licensee would need to
conduct a new evaluation.

NUREG - 1556, Val. 4 J2



Table J.1  Dosimetry Evaluation
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Dosimetry Evaluation for M odel

Gauge

A.

Time needed to perform the entire routine
mai ntenance procedure.

minutes/60 hour

Expected whole body dose rate received by
the individual, determined using exposure
rates measured on contact with the gauge
while the sealed sourceisin the shielded
position.

mrem/hr

Time the hands were exposed to the shielded
source.

minutes/60 hour

Expected extremity dose rate received by the
individua, determined using measured or
manufacturer-provided data for the shielded
source at the typical distance from the hands
to the shielded source.

mrem/hr

Formula: ( #hoursin Row A) x ( mrem/hr in Row B) = ( mrem per
routine procedure) x ( # of routine maintenance procedur es each year) =
mrem *Whole Body Dose

Formula: ( #hoursin Row C) x ( mrem/hr in Row D) = ( mrem per
routine procedure) x ( # of routine maintenance procedur es each year) =
mrem **Extremity Dose

*

Expected Whole Body Doses |ess than 500 mrem requires no dosimetry
** Expected Extremity Doses less than 5000 mrem requires no dosimetry

J3

NUREG - 1556, Val. 4






Appendix K

Guidance for Demonstrating That
Individual Members of the Public Will
Not Receive Doses Exceeding the
Allowable Limits






APPENDIX K

Guidance for Demonstrating That Individual Members of the Public Will
Not Receive Doses Exceeding the Allowable Limits

Licensees must ensure that:

C Theradiation dose received by individua members of the public does not exceed 1 millisievert
(2 mSv) [100 millirems (100 mrem)] in one calendar year resulting from the licensee's
possession and/or use of licensed materials.

Members of the public include persons who live, work, or may be near locations where fixed
gauges are used or stored and employees whose assigned duties do not include the use of
licensed materials and who work in the vicinity where gauges are used or stored.

The radiation dose in unrestricted areas does not exceed 0.02 mSv (2 mrem) in any one hour.

Typica unrestricted areas may include offices, shops, |aboratories, a nearby walkway, an area
near the gauge that requires frequent maintenance, areas outside buildings, and nonradioactive
equipment storage areas. The licensee does not control access to these areas for purposes of
controlling exposure to radiation or radioactive materials. However, the licensee may control
access to these areas for other reasons such as security.

Licensees must show compliance with both portions of the regulation. Calculations or a
combination of calculations and measurements (e.g., using an environmental TLD) are often used
to prove compliance.

Calculational Method

For ease of use by most fixed gauge licensees, the examplesin this Appendix use conventional
units. The conversionsto Sl units are asfollows: 1 ft = 0.305 m; 1 mrem = 0.01 mSv.

The calculational method takes atiered approach, going through a three-part process starting with
aworst case situation and moving toward more realistic situations. It makes the following
smplifications:

C each gaugeisapoint source,

C typical radiation levels encountered when the source isin the shielded position are taken from
either the Sealed Source & Device (SSD) Registration Certificate or the manufacturer’s
literature; and

C no credit istaken for any shielding found between the gauges and the unrestricted areas.
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Part 1 of the calculational method is simple but conservative. It assumes that an affected member
of the public is present 24 hours aday and uses only the inverse square law to determine if the
distance between the gauge and the affected member of the public is sufficient to show
compliance with the public dose limits. Part 2 considers not only distance, but aso the time that
the affected member of the public is actually in the area under consideration. Part 3 considers
distance and the portion of time that both the gauge and the affected member of the public are
present. Using this approach, licensees make only those calculations that are needed to
demonstrate compliance. In many cases licensees will need to use the cal culational method
through Part 1 or Part 2. The results of these calculations typically result in higher radiation
levels than would exist at typical facilities, but provide a method for estimating conservative doses
which could be received.

Example 1

To better understand the calculational method, we will ook at ABC Bottling, Inc., afixed gauge
licensee. Yesterday, while on awalk-through during product changeover, the company’s
president noted that three new gauges will be very close to a bottling control panel where a
quality control supervisor, aworker who does not work with fixed gauges, works. The
company’s president asked Joe, the Radiation Safety Officer (RSO), to determine if the company
is complying with NRC'’ s regulations.

Joe measures the distances from each gauge to the bottling control panel and looks up in the
manufacturer’s literature the radiation levels individuals would encounter for each gauge. Figure
K.1is Joe s sketch of the areasin question, and Table K-1 summarizes the information Joe has on
each gauge.

62-pt4-9268-308¢
081497

Figure K.1 Diagram of Bottling Line and Fixed Gauges. This sketch shows the areas
described in Examples 1 and 2.
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Table K.1  Information Known about Each Gauge
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Description of Known Gauge 1 Gauge 2 Gauge 3
I nfor mation
Where gauge is located Gauge on bottling |Gauge on main Gauge on tank
line feed line
Dose rate in mrem/hr encountered |2 mremv/hr at 1 ft  [8 mremv/hr at 1 ft |2 mrem/hr at 3 ft
at specified distance from the
gauge (from manufacturers
literature)
Distancein ft to bottling control 8 ft 12 ft 15 ft
panel

Example 1: Part 1

Joe' sfirst thought is that the distance between the gauges and the bottling control panel may be
sufficient to show compliance with the regulation in 10 CFR 20.1301. So, taking aworst case
approach, he assumes: 1) the gauges are constantly present (i.e., 24 hr/d), 2) al three gauges are
on (i.e., shutters are open), and 3) a quality control (QC) supervisor, aworker who does not work
with the fixed gauges, is constantly sitting at the control panel (i.e., 24 hr/d). Joe proceeds to
calculate the dose the QC supervisor might receive hourly and yearly from each gauge as shown

in Tables K-2, K-3, and K-4 below.

Table K.2  Calculational Method, Part 1: Hourly and Annual Dose Received

from Gauge 1

Gauge 1
Step No. Description Input Data | Results

1 Dose received in an hour at known distance from gauge 2 2
(e.g., from manufacturer’ s data), in mrem/hr

2 Square of the distance (ft) at which the Step 1 rate was (1) 1
measured, in ft?

3 Square of the distance (ft) from the gauge to the bottling (8)? 64
control panel in an unrestricted areg, in ft?

4 Multiply the results of Step 1 by the results of Step 2 (thisis |2x 1 =2

an intermediate result)

K-3
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Gauge 1
Step No. Description Input Data | Results
5 Divide the result of Step 4 by the result of Step 3 to calculate [ 2/64 = 0.031
the dose received by the worker at the bottling control panel,
HOURLY DOSE RECEIVED FROM GAUGE 1, in
mrem in an hour.
6 Multiply the result of Step 5 by 24 hr/d x 365 d/yr = 0.031 x 24 x 365 =
MAXIMUM ANNUAL DOSE RECEIVED FROM 0.031 x 8760 = 272
GAUGE 1, inmremin ayear.
Table K.3  Calculational Method, Part 1: Hourly and Annual Dose Received
from Gauge 2
Gauge 2
Step No. Description Input Data | Results
1 Dose received in an hour at known distance from gauge 8 8
(e.g., from manufacturer’ s data), in mremv/hr
2 Square of the distance (ft) at which the Step 1 rate was (1) 2 1
measured, in ft?
3 Square of the distance (ft) from the gauge to the bottling (12) 2 144
control panel in an unrestricted area, in ft?
4 Multiply the results of Step 1 by the results of Step 2 (thisis [8x1=8
an intermediate result)
5 Divide the result of Step 4 by the result of Step 3 to calculate | 8/144 = .056
dose received in an hour by the worker at the bottling control
panel, HOURLY DOSE RECEIVED FROM GAUGE 2,
in mrem in an hour
6 Multiply the result of Step 5 by 24 hr/d x 365 d/yr = 0.056 x 24 x 365 =

MAXIMUM ANNUAL DOSE RECEIVED FROM
GAUGE 2, inmremin ayear

0.056 x 8760 = 491
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Table K.4  Calculational Method, Part 1: Hourly and Annual Dose Received
from Gauge 3

Gauge 3
Step No. Description Input Data | Results

1 Dosereceived in an hour at known distance from gauge 2 2
(e.g., from manufacturer’ s data), in mrem/hr

2 Square of the distance (ft) at which the Step 1 rate was (3)? 9
measured, in ft?

3 Square of the distance (ft) from the gauge to bottling control | (15)? 225
panel in an unrestricted area, in ft?

4 Multiply the results of Step 1 by the results of Step 2 (thisis |2x 9 =18
an intermediate result)

5 Divide the result of Step 4 by the result of Step 3 to calculate | 18/225 = 0.08
dose received by the worker at the bottling control panel,
HOURLY DOSE RECEIVED FROM GAUGE 3,in
mrem in an hour

6 Multiply the result of Step 5 by 24 hr/d x 365 d/yr = 0.08 x 24 x 365 =
MAXIMUM ANNUAL DOSE RECEIVED FROM 0.08 x 8760 = 701
GAUGE 3, inmremin ayear

To determine the total hourly and total annual dose received, Joe adds the pertinent data from the
preceding tables.

Table K.5 Calculational Method, Part 1: Total Hourly and Annual Dose
Received from Gauges 1, 2, and 3

Step Description Gauge 1l [ Gauge 2 | Gauge 3 Sum
No.
7 |TOTAL HOURLY DOSE 0.031 0.056 0.08 0.031 + 0.056 +
RECEIVED from Step 5 of 0.08 = 0.167

TablesK-2, K-3, and K-4, in
mrem in an hour

8 |TOTAL ANNUAL DOSE 272 491 701 272 + 491 + 701
RECEIVED from Step 6 of = 1464
TablesK-2, K-3, and K-4, in
mremin ayear

Note: The Sum in Step 7 demonstrates compliance with the 2 mrem in any one hour limit. Reevaluate if
assumptions change. If the Sumin Step 8 exceeds 100 mrem/yr, proceed to Part 2 of the calculational method.
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At this point, Joe is pleased to see that the total dose that an individual could receive in any one
hour is only 0.167 mrem, but notes that an individual could receive adose of 1,464 mremin a
year, much higher than the 100 mrem limit.

Example 1: Part 2

Joe reviews his assumptions and recognizes that the QC supervisor is not at the bottling control
panel 24 hr/d. He decides to make arealistic estimate of the number of hours the QC supervisor
would be present at the bottling control panel, keeping his other assumptions constant (i.e., the
gauges are constantly present (i.e., 24 hr/d), all three gauges remain on (i.e., shutter is open). He
then recal culates the annual dose received.

Table K.6  Calculational Method, Part 2: Annual Dose Received from
Gauges 1, 2, and 3

Step Description Results
No.

9 |A. Average number of hours per day that individua spendsinarea |5
of concern (e.g., worker present at bottling control panel 5
hr/day; the remainder of the day the worker is away from the
area performing other duties that are not in the vicinity of

gauges)

B. Average number of days per week in area (e.g., worker ispart |3
time and works 3 days/week)

C. Average number of weeks per year in area (e.g., worker works |52
al year)

10 [Multiply the results of Step 9.A. by the results of Step 9.B. by the 5x3x52=780
results of Step 9.C. = AVERAGE NUMBER OF HOURSIN
AREA OF CONCERN PER YEAR

11 [Multiply the sumin Step 7 by the results of Step 10 = ANNUAL 0.167 x 780 = 130
DOSE RECEIVED FROM GAUGES CONSIDERING
REALISTIC ESTIMATE OF TIME SPENT IN AREA OF
CONCERN, inmremin ayear

Note: If Step 11 exceeds 100 mrem in ayear, proceed to Part 3 of the calculational method.

Although Joe is pleased to note that the calculated annual dose received is significantly lower, he
realizesit still exceeds the 100 mrem in ayear limit.

Example 1, Part 3
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Again Joe reviews his assumptions and recognizes that Gauge 3 will only be used on the process
line during product changeovers and Gauge 2 has different radiation levels depending on whether
the gauge isin the on or off position (i.e., shutter isopen or closed). As he examinesthe
situation, he redlizes he must consider each gauge individually.

Table K.7  Calculational Method, Part 3: Summary of Information

INFORMATION ON GAUGES:

C Gauge 1. operates continuoudy (24 hrs/day) on the bottling line.

C Gauge 2: operates (in the “on” position) while the tank is being filled, approximately 1 hour
during the time the worker is present. When the pipe is not filling the tank, the gaugeisin
the “off” pogition. Whilein the “off” position, the radiation level around the gauge dropsto
2 mremvhr at 1ft, one-fourth of the radiation level as when the gaugeisin the “on” position.

C Gauge 3: isonly used on the process line during product changeovers, 4 weeks per year.
While affixed, it operates continuously (24 hrg/day).

INFORMATION FROM EXAMPLE 1, PART 2, ON WHEN THE WORKER IS
PRESENT AT THE BOTTLING CONTROL PANEL:

C 5 hours per day
C 3daysper week
C 52 weeks per year

Table K.8 Calculational Method, Part 3: Annual Dose Received from

Gauges 1, 2, and 3

Step
No.

Description

Gauge 1

Gauge 2
113 On”

Gauge 2
“ Off”

Gauge 3

12

Average number of hours
per day gauge operates
when worker is present at
the bottling control panel

1

4

13

Average number of days
per week gauge operates
when worker is present at
the bottling control panel

14

Average number of weeks
per year gauge operates
when worker is present at
the bottling control panel

52

52

52

K-7
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Step
No.

Description

Gauge 1

Gauge 2
113 On”

Gauge 2
“ Off”

Gauge 3

15

Multiply the results of Step
12 by the results of Step 13
by the results of Step 14 =
TOTAL HOURSEACH
GAUGE OPERATED
PER YEAR WHILE
WORKER ISPRESENT
AT BOTTLING
CONTROL PANEL

5x3x52
=780

1x3x52
= 156

4x3x52
=624

5x3x4 = 60

16

Multiply the results of Step
15 by the results of Step 7
(for Gauge 2 in the “off”
position, the radiation level
dropsto 1/4th, so divide the
results of Step 7 by 4) =
ANNUAL DOSE
RECEIVED FROM
EACH GAUGE, in mrem
in ayear

780 x 0.031
=24

156 x 0.056
=8.7

624 x
(0.056/4)
=87

60 x 0.08
=4.8Iin
mremina
year

17

Sum the results of Step 16
for each gauge=TOTAL
ANNUAL DOSE
RECEIVED
CONSIDERING
REALISTIC ESTIMATE
OF TIME SPENT IN
AREA OF CONCERN
AND TIME GAUGE
OPERATES, inmremina
year

24+87+ 87+48=46.2

Note: If theresult in Step 17 is greater than 100 mrem/yr, the licensee must take corrective actions.

Joe is pleased that the result in Step 17 shows compliance with the 100 mrem/yr limit. Had the
result in Step 17 been higher than 100 mrem/yr, then Joe could have done one or more of the
following:

C Consider whether the assumptions used to determine occupancy and the time each gauge
operates are accurate, revise the assumptions as needed, and recal cul ate using the new
assumptions
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C Calculate the effect of any shielding located between the gauges and the bottling control
panel — such calculation is beyond the scope of this Appendix

C Take corrective action (e.g., add shielding, move the bottling control panel) and perform new
calculations to demonstrate compliance

C Train the QC supervisor asrequired by 10 CFR 19.12.

Note that in the example, Joe evaluated the unrestricted area at the bottling control panel.
Licensees also need to make similar evaluations for other unrestricted areas and to keep in mind
the ALARA principle, taking reasonable steps to keep radiation dose received below regulatory
requirements. In addition, licensees need to be aert to changes in situations (e.g., adding a gauge
to the process line, changing the QC supervisor’s schedule, or changing the estimate of the
portion of time spent at the bottling control panel) and to perform additional evaluations, as
needed.

RECORD KEEPING: 10 CFR 20.2107 requires licensees to maintain records demonstrating
compliance with the dose limits for individual members of the public.

Combination Measurement - Calculational Method

This method, which alows the licensee to take credit for shielding between the gauge and the area
in question, begins by measuring radiation levels in the areas, as opposed to using manufacturer-
supplied rates at a specified distance from each gauge. These measurements must be made with
calibrated survey meters sufficiently sensitive to measure background levels of radiation. A
maximum dose of 1 mSv (100 mrem) received by an individual over aperiod of 2080 hours (i.e.,
awork year of 40 hr/wk for 52 wk/yr) is equal to less than 0.5 microsievert (0.05 mrem) per

hour.

Thisrate iswell below the minimum sensitivity of most commonly available G-M survey
instruments.

Instruments used to make measurements for calculations must be sufficiently sensitive. An
instrument equipped with a scintillation-type detector (e.g., Nal(Tl)) or amicro-R meter used in
making very low gamma radiation measurements should be adequate.

Licensees may also choose to use environmental TLDs. TLDs used for personnel monitoring
(e.g., LiF) may not have sufficient sensitivity for this purpose. Generaly, the minimum reportable
dose received is 0.1 mSv (10 mrem). Suppose a TLD monitors dose received and is changed
once amonth. If the measurements are at the minimum reportable level, the annual dose received
could have been about 1.2 mSv (120 mrem), a value in excess of the 1 mSv/yr (100 mrem/yr)
limit. If licensees use TLDs to evaluate compliance with the public dose limits, they should
consult with their TLD supplier and choose more sensitive TLDs, such as those containing CaF2
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that are used for environmental monitoring. This direct measurement method would provide a
definitive measurement of actual radiation levels in unrestricted areas without any restrictive
assumptions. Records of these measurements can then be evaluated to ensure that rates in
unrestricted areas do not exceed the 1 mSv/yr (100 mrem/yr) limit.

Example 2

Asin Example 1, Joe isthe RSO for ABC Bottling, Inc., afixed gauge licensee. The company
has three gauges located near a bottling control panel which is operated by a worker who does
not work with the fixed gauges. See Figure K.1 and Table K-1 for information. Joe wants to see
if the company complies with the public dose limits at the bottling control panel.

Joe placed an environmental TLD badge at the bottling control panel for 30 days. The TLD
processor sent Joe a report indicating the TLD received 100 mrem.

Table K.9 Combination Measurement - Calculational Method

Step Description I nput Data and Results
No.
Part 1
1 [Dosereceived by TLD, in mrem 100
2 |Tota hours TLD exposed 24 hr/d x 30 d/mo = 720

3 |Dividetheresults of Step 1 by theresultsof Step 2to  |0.14
determine HOURLY DOSE RECEIVED, in mremin
an hour

4 [Multiply the results of Step 3 by 365 d/iyr x 24 hr/d= |365x 24 x 0.14 =8760 x 0.14

8760 hoursin one year = MAXIMUM ANNUAL = 1226
DOSE RECEIVED FROM GAUGES, inmremin a
year

Note: For the conditions described above, Step 3 indicates that the dose received in any one hour isless than the
2 mrem in any one hour limit. However, if there are any changes, then the licensee would need to reevaluate the
potential doses which could be received in any one hour. Step 4 indicates that the annual dose received would be
much greater than the 100 mrem in ayear allowed by the regulations.

Part 2

At this point Joe can adjust for aredlistic estimate of the time the worker spends at the bottling
control panel as hedid in Part 2 of Example 1.
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Part 3

If the results of Joe' s evaluation in Part 2 show that the annual dose received in ayear exceeds
100 mrem, then he can make adjustments for realistic estimates of the time spent in the area of
concern asin Part 3 of Example 1. (Recall that the TLD measurement was made while all the
gauges were operating; i.e., 24 hr/d for the 30 days that the TLD was in place.)
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Operating and Emergency Procedures

Operating Procedures:

C If personnel dosimetry is provided:

— Always wear your assigned thermoluminescent dosimeter (TLD) or film badge when using
the gauge.

— Never wear another person’s TLD or film badge.

— Never store your TLD or film badge near the gauge.

C Use the gauge according to the manufacturer’s or distributor*s instructions and

recommendations. Perform routine cleaning and maintenance according to the manufacturer’s
or distributor*s instructions and recommendations.

Test each gauge for the proper operation of the on-off mechanism (shutter) and indicator, if
any, at intervals not to exceed 6 months or as specified in the SSD certificate.

Do not touch the unshielded source with your fingers, hands, or any part of your body.

Do not place hands, fingers, feet, or other body partsin the radiation field from an unshielded
source.

Post aradiation warning sign at each entryway to an areawhere it is possible to be exposed to
the beam.

Prevent employees from entering the radiation beam during maintenance, repairs, or work in,
on, or around the bin, tank, or hopper on which the device is mounted by devel oping lock-out
procedures. These procedures should specify who will be responsible for ensuring that the
lock-out procedures are followed.

Prevent unauthorized access, removal, or use of the gauge.

After making changes affecting the gauge (e.g., changing the location of gauges, removing
shielding, adding gauges, changing the occupancy of adjacent areas, ), reevauate compliance
with public dose limits and ensure proper security of gauges.

C Conduct a physical inventory every 6 months to account for all sealed sources and devices.

Emergency Procedures:

C If the gauge becomes damaged or if any other emergency or unusual Situation arises:

— Stop use of the gauge.
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— Immediately secure the area and keep people away from the gauge until the situation is
assessed and radiation levels are known. However, perform first aid for any injured
individuals and remove them from the area only when medically safe to do so.

— If any equipment isinvolved, isolate the equipment until it is determined thereis no
contamination present.

— Gauge users and other potentially contaminated individuals should not |eave the scene
until emergency assistance arrives.

— Notify the persons in the order listed below of the situation:

NAM E? WORK PHONE NUMBER? HOME PHONE NUM BER?

C Follow the directions provided by the person contacted above.

RSO and Licensee Management:

C Arrange for aradiation survey to be conducted as soon as possible by a knowledgeable person
using appropriate radiation detection instrumentation. This person could be alicensee
employee using a survey meter, alocal emergency responder or a consultant. To accurately
assess the radiation danger, it is essential that the person performing the survey be competent
in the use of the survey meter.

C Make necessary notifications to local authorities as well asthe NRC as required. Appendix P
contains typical NRC incident notifications required for fixed gauge licensees. (Even if not
required to do so, you may report ANY incident to NRC by calling NRC's Operations Center
at 301-816-5100 or 301-951-0550, which is staffed 24 hours a day and accepts collect calls.)
NRC notification is required when gauges containing licensed material are lost or stolen and
when gauges are damaged or involved in incidents that result in doses in excess of
10 CFR 20.2203 limits. Reporting requirements are found in 10 CFR 20.2201-2203 and
10 CFR 30.50.

2 Fill in with (and update, as needed) the names and telephone numbers of appropriate personnel (e.g., the RSO,
AUSs, or other knowledgeable licensee staff, licensee’ s consultant, gauge manufacturer, distributor or
representative, fire department, or other emergency response organization, as appropriate, and the NRC) to be
contacted in case of emergency.
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Copies of operating and emergency procedures must be posted at each location of use or if
posting procedures is not practicable, a notice which briefly describes the procedures and states
where they may be examined may be posted instead.

Copies of operating and emergency procedures should be provided to al gauge users.
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Model Leak Test Program
Training

Before allowing an individua to perform leak testing, the RSO will ensure that he or she has
sufficient classroom and on-the-job training to show competency in performing leak tests
independently.

Classroom training may be in the form of lecture, videotape, or self-study and will cover the
following subject areas:

C Principles and practices of radiation protection

C Radioactivity measurements, monitoring techniques, and the use of instruments

C Mathematics and calculations basic to the use and measurement of radioactivity

C Biological effects of radiation.

Appropriate on-the-job-training consists of

C Observing authorized personnel collecting and analyzing leak test samples

C Collecting and analyzing leak test samples under the supervision and in the physical presence of
an individual authorized to perform leak tests.

Facilities and Equipment
C To ensure achieving the required sensitivity of measurements, leak tests will be analyzed in a
low-background area.

C Individuas conducting leak tests will use a calibrated and operable survey instrument to check
leak test samples for gross contamination before they are analyzed.

C A Nal(Tl) well counter system with a single or multichannel anayzer will be used to count
samples from gauges containing gamma-emitters (e.g., Cs-137, Co-60).

C A liquid scintillation or gas-flow proportional counting system will be used to count samples
from gauges containing beta-emitters (e.g., Sr-90) or apha emitters (e.g., Am-241).

Frequency for Conducting Leak Tests of Sealed Sources

C Leak testswill be conducted at the frequency specified in the respective SSD Registration
Certificate.

M-1 NUREG - 1556, Val. 4



APPENDIX M

Procedure for Performing Leak Testing and Analysis

C

O O o 0

For each source to be tested, list identifying information such as gauge serial number,
radionuclide, activity.

If available, use a survey meter to monitor exposure.
Prepare a separate wipe sample (e.g., cotton swab or filter paper) for each source.
Number each wipe to correlate with identifying information for each source.

Wipe the most accessible area where contamination would accumulate if the sealed source
were leaking.

Select an instrument that is sensitive enough to detect 185 Bq (0.005 microcurie) of the
radionuclide contained in the gauge.

Using the selected instrument count and record background count rate.

Check the instrument’ s counting efficiency using standard source of the same radionuclide as
the source being tested or one with smilar energy characteristics. Accuracy of standards
should be within + 5% of the stated value and traceable to a primary radiation standard such as
those maintained by the Nationa Institutes of Standards and Technology (NIST).

Calculate efficiency.

For example:
[(cpm from std) - (cpm from bkg)] = efficiency in cpnVBq
activity of stdin Bq

where: cpm = counts per minute

std = standard
bkg = background
Bg = Becquere

Count each wipe sample; determine net count rate.

For each sample, calculate and record estimated activity in Bq (or microcuries).

For example:
[(cpm from wipe sample) - (cpm from bkg)] = Bq on wipe sample

efficiency in cpm/Bq

Sign and date the list of sources, data and calculations. Retain records for 3 years.

If the wipe test activity is 185 Bq (0.005 microcurie) or greater, notify the RSO, so that the
source can be withdrawn from use and disposed of properly. Also notify NRC.
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Reference: Seethe Notice of Availability (on the inside front cover of this report) to obtain a
copy of Draft RG FC 412-4, “Guide for the Preparation of Applications for Licenses for the Use
of Radioactive Materialsin Leak-Testing Services,” dated June 1985.

M-3 NUREG - 1556, Val. 4






Appendix N

Information Needed to Support
Applicant’s Request to Perform
Non-Routine Operations






APPENDIX N

Information Needed to Support Applicant’s Request to Perform
Non-Routine Operations

Applicants should review the section in this document on “ Maintenance,” which discusses, in
generd, licensee responsbilities before any maintenance or repair is performed.

Non-routine operations include installation of the gauge, initia radiation survey, repair or
maintenance involving or potentially affecting components, including electronics, related to the
radiological safety of the gauge (e.g., the source, source holder, source drive mechanism, shuitter,
shutter control, or shielding), gauge relocation, replacement, and disposal of sealed sources,
alignment, removal of a gauge from service, and any other activities during which personnel could
receive radiation doses exceeding NRC limits. See Figure 8.9.

Any non-manufacturer/non-distributor supplied replacement components or parts, or the use of
materials (e.g., lubricants) other than those specified or recommended by the manufacturer or
distributor need to be evaluated to ensure that they do not degrade the engineering safety analysis
performed and accepted as part of the device registration. Licensees also need to ensure that,
after maintenance or repair is completed, the gauge is tested and functions as designed, before the
unit is returned to routine use.

If non-routine operations are not performed properly with attention to good radiation safety
principles, the gauge may not operate as designed and personnel performing these tasks could
receive radiation doses exceeding NRC limits. Radionuclides and activities in fixed gauges vary
widely. For illustrative purposesin less than one minute, an unshielded cesium-137 source with
an activity of 100 millicuries can deliver 0.05 Sv (5 rems) to aworker’s hands or fingers (i.e.,
extremities), assuming the extremities are 1 centimeter from the source. However, gauges can
contain sources of even higher activities with correspondingly higher dose rates. The threshold
for extremity monitoring is 0.05 Sv (5 rems) per year.

Thus, applicants wishing to perform non-routine operations must use personnegl with specia
training and follow appropriate procedures consistent with the manufacturer’s or distributor*s
instructions and recommendations that address radiation safety concerns (e.g., use of radiation
survey meter, shielded container for the source, and personnel dosimetry (if required)).
Accordingly, provide the following information:

Describe the types of work, maintenance, cleaning, repair that involve:

C Ingtallation, relocation, or alignment of the gauge

C Components, including electronics, related to the radiological safety of the gauge (e.g., the
source, source holder, source drive mechanism, shutter, shutter control, or shielding)

C Replacement and disposal of sealed sources

C Remova of agauge from service
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C A potential for any portion of the body to come into contact with the primary radiation
beam; or

C Any other activity during which personnel could receive radiation doses exceeding NRC limits.

The principal reason for obtaining this information isto assist in the evaluation of the
qualifications of individuals who will conduct the work and the radiation safety procedures they
will follow.

A licensee may initially mount a gauge, without specific NRC or Agreement State authorization,
if the gauge’'s SSD Certificate explicitly permits mounting of gauges by users and under the
following conditions:

C The gauge must be mounted according to written instructions provided by the manufacturer
or distributor;

C The gauge must be mounted in alocation compatible with the “Conditions of Normal Use”
and “Limitations and/or Other Considerations of Use’ in the certificate of registration issued
by NRC or an Agreement State;

C The on-off mechanism (shutter) must be locked in the off position, if applicable, or the source
must be otherwise fully shielded,;

C The gauge must be received in good condition (package was not damaged); and

C The gauge must not require any modification to fit in the proposed location.

Mounting does not include electrical connection, activation, or operation of the gauge. The
source must remain fully shielded and the gauge may not be used until it isinstalled and made
operational by a person specificaly licensed by the Commission or an Agreement State to
perform such operations.

C ldentify who will perform non-routine operations and their training and experience.
Acceptable training would include manufacturer’ s or distributor*s courses for non-routine
operations or equivalent.

C Submit procedures for non-routine operations. These procedures should ensure the following:

— doses to personnel and members of the public are within regulatory limits and ALARA
(e.g., use of shielded containers or shielding);

— the sourceis secured against unauthorized removal or access or under constant
surveillance;

— appropriate labels and signs are used,
— manufacturer’s or distributor*s instructions and recommendations are followed;

— any non-manufacturer/non-distributor supplied replacement components or parts, or the
use of materials (e.g., lubricants) other than those specified or recommended by the
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manufacturer or distributor are evaluated to ensure that they do not degrade the
engineering safety analysis performed and accepted as part of the device registration; and

— before being returned to routine use, the gauge is tested to verify that it functions as
designed and source integrity is not compromised.

C Confirm that individuals performing non-routine operations on gauges will wear both whole
body and extremity monitoring devices or perform a prospective evaluation demonstrating that
unmonitored individuals performing non-routine operations are not likely to receive, in one
year, aradiation dose in excess of 10% of the alowable limits.

C Verify possession of at least one survey instrument that meets the criteriain “Radiation Safety
Program - Instruments in NUREG-1556, Vol. 4, ‘ Consolidated Guidance about Materias
Licenses. Program-Specific Guidance about Fixed Gauges Licenses,” dated October 1998.”

C Describe stepsto be taken to ensure that radiation levels in areas where non-routine operations
will take place do not exceed 10 CFR 20.1301 limits. For example, applicants can do the
following:

— commit to performing surveys with a survey instrument (as described above);
— gpecify where and when surveys will be conducted during non-routine operations; and

— commit to maintaining, for 3 years from the date of the survey, records of the survey (e.g.,
who performed the survey, date of the survey, instrument used, measured radiation levels
correlated to location of those measurements), as required by 10 CFR 20.2103.
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Major DOT Regulations; Sample Shipping Documents, Placards and
Labels

The mgjor areasin the DOT regulations that are most relevant for transportation of typical fixed
gauges that are shipped as Type A quantities are as follows:

C

C

C

C

Hazardous Materias Table, 49 CFR 172.101, Appendix A, list of hazardous substances and
reportable quantities (RQ), Table 2: radionuclides

Shipping Papers 49 CFR 172.200, 172.201, 172.202, 172.203, 172.204: genera entries,
description, additiona description requirements, shipper’s certification

Package Markings 49 CFR 172.300, 172.301, 172.303, 172.304, 172.310, 172.324: Generd
marking requirements for non-bulk packagings, prohibited marking, marking requirements,
radioactive material, hazardous substances in non-bulk packaging

Package Labeling 49 CFR 172.400, 172.401, 172.403, 172.406, 172.407, 172.436, 172.438,
172.440: Generd labeling requirements, prohibited labeling, radioactive materials, placement
of labdls, specifications for radioactive labels

Placarding of Vehicles49 CFR 172.500, 172.502, 172.504, 172.506, 172.516, 172.519,
172.556: Applicability, prohibited and permissive placarding, genera placarding requirements,
providing and affixing placards. highway, visibility and display of placards, specifications for
RADIOACTIVE placards

Emergency Response Information, Subpart G, 49 CFR 172.600, 172.602, 172.604:
Applicability and genera requirements, emergency response information, emergency response
telephone number

Training, Subpart H, 49 CFR 172.702, 172.704: Applicability and responsibility for training
and testing, training requirements

Radiation Protection Program for Shippers and Carriers, Subpart |, 49 CFR 172.801, 172.803,
172.805: Applicability of the radiation protection program, radiation protection program,
recordkeeping, and notifications

Shippers - General Requirements for Shipments and Packaging, Subpart |, 49 CFR 173.403,
173.410, 173.412, 173.415, 173.431, 173.433, 173.435, 173.441, 173.443, 173.448, 173.475,
173.476: Definitions, genera design requirements, additional design requirements for Type A
packages, authorized Type A packages, activity limitsfor Type A... packages, requirements
for determining A1 and A2..., table of A1 and A2 values for radionuclides, radiation level
limitations, contamination control, general transportation requirements, quality control
reguirements prior to each shipment, approval of specia form radioactive materials

Carriage by Public Highway - Genera Information and Regulations, Subpart A,
49 CFR 177.816, 177.817, 177.834(a), 177.842: Driver training, shipping paper, genera
requirements (secured against movement), Class 7 (radioactive) materia.
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Note: Type B shipping packages transport quantities of radionuclides greater than Type A
allowable quantities. Requirements for Type B packages arein 10 CFR Part 71.
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Marking Packages (49 CFR 172.300-338)

APPENDIX O

Hazard Communications for Class 7 (Radioactive) Materials

NOTE: IAEA, ICAO, and IMO may require additional hazard communication information for international shipments
This table must not be used as a substitute for the DOT and NRC regulations on the transportation of radioactive materials

Markings Always Required
Unless Excepted

Additional Markings Sometimes Required

Optional Markings

Non-Bulk Packages

I Proper shipping name
I U.N. identification number

I Name and address of consignor
or consignee, unless:

- highway only and no motor
carrier transfers, or
- part of carload or truckload lot
or freight container load, and
entire contents of railcar, truck,
or freight container are shipped
from one consignor to one
consignee [see §172.301(d)]

Bulk Packages (i.e., net capacity

greater than 119 gallons as a
receptacle for liquid, or 119 gallons
and 882 pounds as a receptacle for
solid, or water capacity greater than
1000 Ibs, with no consideration of
intermediate forms of containment)

I U.N. identification number, on
orange, rectangular panel (see
§172.332) - some exceptions
exist

Materials-Based Requirements:

If in excess of 110 Ibs (50 kg), Gross Weight

If non-bulk liguid package, underlined double
arrows indicating upright orientation (two
opposite sides) [ISO Std 780-1985 marking]

|

If a Hazardous substance in non-bulk
package, the letters “RQ” in association with the proper
shipping name

Package-Based Requirements:

The package type if Type A or Type B (¥2” or greater
letters)

The specification-required markings [e.g., for Spec. 7A
packages: “DOT 7A Type A” and “Radioactive Material”
(see 8178.350-353)]

For approved packages, the certificate ID number

(e.g., USA/9166/B(U), USA/9150/B(U)-85, ...)
P

For NRC certified packages, the model number,
gross weight, and package 1D number (10 CFR 71.85)

If Type B, the trefoil (radiation) symbol per Part
172 App. B [size: outer radius > 20 mm (0.8 in)]

Administrative-Based Requirements:

If a DOT exemption is being used, “DOT-E” followed by the
exemption number

If an export shipment, “USA” in conjunction with the
specification markings or certificate markings

“IP-1,” “IP-2,” or
“IP-3" on industrial
packaging is
recommended

Both the name
and address of
consignor and
consignee are
recommended

Other markings
(e.g., advertising)
are permitted, but
must be sufficiently
away from required
markings and
labeling

Some Special Considerations/Exceptions for Marking Requirements

by §173.422.

Marking is required to be: (1) durable, (2) printed on a package, label, tag, or sign, (3) unobscured by labels or
attachments, (4) isolated from other marks, and (5) be representative of the hazmat contents of the package

Limited Quantity (8173.421) packages and Articles Containing Natural Uranium and Thorium (8173.426) must bear the
marking “radioactive” on the outside of the inner package or the outer package itself, and are excepted from other
marking. The excepted packages shipped under UN 2910 must also have the accompanying statement that is required

Empty (8173.428) and Radioactive Instrument and Article (§173.424) packages are excepted from marking

Shipment of LSA or SCO required by 8173.427 to be consigned as exclusive use are excepted from marking except that
the exterior of each nonbulk package must be marked “Radioactive-LSA” or “Radioactive-SCO,” as appropriate.
Examples of this category are domestic, strong-tight containers with less than an A, quantity, and domestic NRC certified
LSA/SCO packages using 10 CFR 71.52.

For bulk packages, marking may be required on more than one side of the package (see 49 CFR 172.302(a))
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Hazard Communications for Class 7 (Radioactive) Materials
DOT Shipping Papers (49 CFR 172.200-205)

NOTE: IAEA, ICAO, and IMO may require additional hazard communication information for international shipments
This table must not be used as a substitute for the DOT and NRC regulations on the transportation of radioactive materials

Entries Always Required | Additional Entries Sometimes Required Optional Entries
Unless Excepted
I The basic description, In Materials-Based Requirements: I The type of packaging (e.g.,
sequence: Type A, Type B, IP-1, ...))
Proper Shipping Name, I If hazardous substance, “RQ” as part of the
Hazard Class (7), basic description I The Technical/chemical
U.N. Identification Number name may be in included
I The LSA or SCO group (e.g., LSA-II) (if listed in 8172.203(k), in
1 24 hour emergency response _ _ parentheses between the proper
telephone number I “Highway Route Controlled Quantity” as part of | shipping nhame and hazard
the basic description , if HRCQ class; otherwise inserted in
I Name of shipper parenthesis after the basic
1 Fissile material information (e.g., “Fissile description)
I Proper page numbering Exempt,” controlled shipment statement [see _ o
(Page 1 of 4) §172.203(d)(7)]) I Other information is
- permitted (e.g., functional
I Except for empty and bulk I If the material is considered hazardous waste description of the product),
packages, the total quantity and the word waste does not appear in the provided it does not confuse
(mass, or volume for liquid), in shipping name, then “waste” must precede the or detract from the proper
appropriate units (Ibs, mL....) shipping name (e.g., Waste Radioactive shipping name or other
Material, nos, UN2982) required information

If not special form, chemical
and physical form

“Radioactive Material” if not in proper shipping For fissile radionuclides,

name except Pu-238, Pu-239, and
I The name of each _ Pu-241, the weight in grams
radilonuilide (95% r“|e_|2ha”d Package-Based Requirements: glraléléogfrirgﬁvrﬁ;ﬁnbi?;sggr|n
;Octﬁvi?? ?nﬁgte baecithvg)ll'unitse (e.g I Package identification for DOT Type B or NRC Pu-238, Pu-239, and Pu-241,
Bq, TBq), or both SI units and certified packages the weight in grams or
: ; i i i kilograms may optionally be
&%S\,E,%r\?:rryfgp I(;(S)r%ee'gﬁ’co' mCi). ! |AEA CoC ID number for export shipments or entered in addition to activity
shipments, the activity may be gfl‘l%ﬂf%? using foreign-made packaging (see units [see 8§ 172.203(d)(4)]

expressed in terms of
customary units only, until

Emergency response

4/1/97 Administrative-Based Requirements: hazards and guidance
' information (88 172.600-604)
' I “Exclusive Use-Shipment” may be entered on the

For each labeled package: :

- . shipping papers, or may be
. mg fr?r? g Ogt?; (Ijaek;(e(l)fu:ggh I Instructions for maintenance of exclusive use- carried with the shipping
P shipment controls for LSA/SCO strong-tight or papers [§ 172.602(b)]

gae?l'g\j\%lel I"Yggeal‘ Yellow-II or NRC certified LSA (§ 173.427)

If a DOT exemption is being used, “DOT-E”
followed by the exemption number

Shipper’s certification (not
required of private carriers)

Some Special Considerations/Exceptions for Shipping Paper Requirements

1 Shipments of Radioactive Material, excepted packages, under UN2910 (e.g., Limited Quantity, Empty packages, and Radioactive Instrument and
Article), are excepted from shipping papers. For limited quantities (8173.421), this is only true if the limited quanttiy is not a hazardous substance (RQ) or
hazardous waste (40 CFR 262)

1 Shipping papers must be in the pocket on the left door, or readily visible to person entering driver's compartment and within arm’s reach of the driver

! For shipments of multiple cargo types, any HAZMAT entries must appear as the first entries on the shipping papers, be designated by an “X” (or “RQ”) in
the hazardous material column, or be highlighted in a contrasting color
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NRC Contacts: John Cook, (301) 415-8521 Earl Easton, (301) 415-8520
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Hazard Communications for Class 7 (Radioactive) Materials
Labeling Packages (49 CFR 172.400-450)

NOTE: IAEA, ICAO, and IMO may require additional hazard communication information for international shipments
This table must not be used as a substitute for the DOT and NRC regulations on the transportation of radioactive materials

Placement of Radioactive Labels

1 Labeling is required to be: (1) placed near the required marking of the proper shipping name, (2) printed or affixed to the
package surface (not the bottom), ﬂ3) in contrast with its background, (4) unobscured by markings or attachments,
(5) within color, design, and size tolerance, and (6) representative of the HAZMAT contents of the package

I For labeling of radioactive materials packages, two labels are required on opposite sides excluding the bottom

Determination of Required Label

Size:

// /// /// e Sinches ——
SUE Y ) A A | |
~3.9in. - ® ~ : ® ~ : ® ~ I 1
\ \ \ | |

&6.5 \/ a > \/ a > \/ - > | EMPTY  n
N RADIOACTIVE I~ RADIOACTIVE I~ RADIOACTIVE NI ~ ! ‘
N\ / - I\ —7 i 1
\7 / \7 / \7 / b -

[ Lapel | WHITES | vELLowsr | o YELLOW-II | EMPTYLABEL |

< 0.005 mSv/hr
(0.5 mrem/hr)

Surface radiation level

0.005 mSv/hr %O.S
mrem/hr) < surface
radiation level < 0.5
mSv/hr (50 mrem/hr)

0.5 mSv/hr (50 mrem/hr)

< surface radiation level

< 2 mSv/hr (200 mrem/h)
[Note: 10 mSv/hr (1000
mrem/hr) for exclusive-use
closed vehicle (§173.441(b)]

mrem/hr)]

Or: Tl =0 [1 meter dose rate
< 0.0005 mSv/hr (0.05

Tl < 1 [1 meter dose rate
< 0.01 mSv/hr
(2 mrem/hr)]

Tl < 10 [1 meter dose rate <
0.1 mSv/hr (10 mrem/hr)]
[Note: There is no package
TI limit for exclusive-use

The EMPTY label is
required for shipments
of empty Class 7
(radioactive)
packages made
pursuant to 8173.428.
It must cover any
previous labels, or
they must be removed
or obliterated.

Notes:

I Any package containing a Highway Route Controlled Quantity (HRCQ) must bear YELLOW-III label

I Although radiation level transport indices (TIs) are shown above, for fissile material, the Tl is typically
determined on the basis of criticality control

Content on Radioactive Labels

2

I RADIOACTIVE Label must contain (entered using a durable, weather-resistant means):

1) The radionuclides in the package (with consideration of available space). Symbols (e.g., Co-60) are acceptable
The activity in Sl units (e.g., Bg, TBq), or both SI units with customary units (e.g., Ci, mCi) in parenthesis.
However, for domestic shipments, the activity may be expressed in terms of customary units only, until 4/1/97.
(3) The Transport Index (TI) in the supplied box. The Tl is entered only on YELLOW-Il and YELLOW:-III labels

Some Special Considerations/Exceptions for Labeling Requirements

number

I For materials meeting the definition of another hazard class, labels for each secondary hazard class need to be affixed
to the package. The subsidiary label may not be required on opposite sides, and must not display the hazard class

1 Radioactive Material, excepted packages, under UN2910 (e.qg., Limited Quantity, Empty packages, and Radioactive
Instrument and Article), are excepted from labeling. However, if the excepted quantity meets the definition for another
hazard class, it is re-classed for that hazard. Hazard communication requirements for the other class are required

I Labeling exceptions exist for shipment of LSA or SCO required by § 173.427 to be consigned as exclusive use

I The “Cargo Aircraft Only” label is typically required for radioactive materials packages shipped by air [§ 172.402(c)]
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APPENDIX O

Hazard Communications for Class 7 (Radioactive) Materials
Placarding Vehicles (49 CFR 172.500-560)

NOTE: IAEA, ICAO, and IMO may require additional hazard communication information for international shipments
This table must not be used as a substitute for the DOT and NRC regulations on the transportation of radioactive materials

Visibility and Display of Radioactive Placard

Placards are required to be displayed:

on four sides of the vehicle

visible from the direction they face, (for the front side of trucks, tractor-front, trailer, or both are authorized)
clear of appurtenances and devices (e.qg., ladders, pipes, tarpaulins)

at least 3 inches from any markings (such as advertisements) which may reduce placard’'s effectiveness
upright and on-point such that the words read horizontally

in contrast with the background, or have a lined-border which contrasts with the background

such that dirt or water from the transport vehicle’s wheels will not strike them

securely attached or affixed to the vehicle, or in a holder.

I Placard must be maintained by carrier to keep color, legibility, and visibility.

Conditions Requiring Placarding

I Placards are required for any vehicle containing package with a RADIOACTIVE Yellow-I1l label

I Placards are required for shipment of LSA or SCO required by 8173.427 to be consigned as exclusive use. Examples
of this category are domestic, strong-tight containers with less than an A, quantity, and domestic NRC certified
LSA/SCO packages using 10 CFR 71.52. Also, for bulk packages of these materials, the orange panel marking with
the UN Identification number is not required.

1 Placards are required any vehicle containing Backage with a Highway Route Controlled Quantity (HRCQ). In this
case, the placard must be placed in a square background as shown below (see §173.507(a))

Radioactive Placard

Size Specs:

Sides: > 273; mm (10.8
in.

Solid line Inner border:
About 12.7 mm (0.5 in.)
from edges

Lettering: > 41 mm (1.6
in.)

Square for HRCQ:
387mm (15.25in.)
outside length by 25.4
mm (1 in.) thick

RADIOACTIVE PLACARD RADIOACTIVE PLACARD RADIOACTIVE PLACARD FOR
(Domestic) (International) HIGHWAY ROUTE
) CONTROLLED QUANTITY
Base of yellow solid area: (either domestic or international placard
29+5mm(1.1+ 0.2in.) above could be in middle)

horizontal centerline

Some Special Considerations/Exceptions for Placarding Requirements

Domestically, substitution of the UN ID number for the word “RADIOACTIVE” on the placard is prohibited for Class 7
materials. However, some import shipments may have this substitution in accordance with international regulations.

Bulk packages require the orange, rectangular panel marking containing the UN ID number, which must be placed
adjacent to the placard (see §172.332) [NOTE: except for LSA/ SCO exclusive use under 8173.427, as above]

If placarding for more than one hazard class, subsidiary placards must not display the hazard class number. Uranium
Hexaflouride (UF;) shipments > 454 kg (1001 Ibs) require both RADIOACTIVE and CORROSIVE (Class 8) placarding

For shipments of radiography cameras in convenience overf)acks, if the overﬁack does not require a RADIOACTIVE -
YELLOW Ill label, vehicle placarding is not required (regardless of the label which must be placed on the camera)
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APPENDIX O

Minimum Required Packaging For Class 7 (Radioactive) Materials
This table must not be used as a substitute for the DOT and NRC regulations on the transportation of radioactive materials

pwnh =

Quantity: <70 Bglg Limited Quantity Aq/A value 1 rem/hr at 3 m, unshielded
(<0.002 :Ci/g) (8173.421) (§173.435) (8173.427)
Non-LSA/SCO: Excepted Type A Type B 3

Domestic or International LSA/SCO:

LSAl solid, (liquid)* IP-I Type B ®

SCO-I

LSA-I Liquid )

LSA-II Solid, (liquid or gas) Excepted g 2

(LSAIII)! 1P-I1 Type B

SCO-II

LSA-II Liquid or Gas ) 3

LSAI 1P-111 Type B
Domestic (only) LSA/SCO: Type B 3

LSA, 11, 1l SCO-I, Il Excepted Strong-tight > DOT Spec. 7A

yP NRC Type A LSA

For entries in parentheses, exclusive use is required for shipment in an IP (e.g., shipment of LSA-I liquid in an IP-I packaging would
require exclusive use consignment)
Exclusive use required for strong-tight container shipments made pursuant to §173.427(b)(2)
Subject to conditions in Certificate, If NRC package
Exclusive use required, see §173.427(b)(4). Use of these packages expires on 4/1/99 (10 CFR 71.52)

Package and Vehicle Radiation Level Limits (49 CFR 173.441)"*
This table must not be used as a substitute for the DOT and NRC regulations on the transportation of radioactive materials
Transport Vehicle Use: Non-Exclusive Exclusive
Transport Vehicle Type: Open or Closed Open (flat-bed) Open w/Enclosure © Closed
Package (or freight container) Limits:
External Surface 2 mSv/hr 2 mSv/hr 10 mSv/hr 10 mSv/hr
(200 mrem/hr) (200 mrem/hr) (2000 mrem/hr) (2000 mrem/hr)
Transport Index (T1) © 10 no limit
Roadway or Railway Vehicle (or freight container) Limits:
Any point on the outer surface N/A N/A 2 mSv/hr
(200 mrem/hr)
Vertical planes projected from N/A 2 mSv/hr 2 mSv/hr N/A
outer edges (200 mrem/hr) (200 mrem/hr)
Topof... load: enclosure: 2 mSv/hr vehicle: 2 mSv/hr
(200 mrem/hr) (200 mrem/hr) (200 mrem/hr)
2 meters from. . . vertical planes: vertical planes: outer lateral surfaces:
0.1 mSv/hr 0.1 mSv/hr 0.1 mSv/hr
(20 mrem/hr) (20 mrem/hr) (20 mrem/hr)
Underside 2 mSv/hr (200 mrem/hr)
Occupied position N/A P 0.02 mSv/hr (2 mrem/hr)
Sum of Eackage TI's 50 no limit ©
A. The limits in this table do not apply to excepted packages - see 49 CFR 173.421-426 )
B. Securely attached (to vehicle), access-limiting enclosure; package personnel barriers are considered as enclosures
C. For nonfissile radioactive materials packages, the dimensionless number equivalent to maximum radiation level at 1 m (3.3 feet) from
the exterior package surface, in millirem/hour _ ) . )
D. No dose limit is specified, but separation distances apply to Radioactive Yellow-II or Radioactive Yellow-III labeled packages
E. Does not apply to private carrier wearing dosimetry if under radiation protection program satisfying 10 CFR 20 or 49 CFR 172 Subpart
|
F. Some fissile shipments may have combined conveyance TI limit of 100 - see 10 CFR 71.59 and 49 CFR 173.457

NUREG - 1556, Val. 4 O-8



APPENDIX O

Package and Vehicle Contamination Limits (49 CFR 173.443)

This table must not be used as a substitute for the DOT and NRC regulations on the transportation of radioactive materials

~ NOTE: All values for contamination in DOT rules are to be averaged over each 300 cm?
Sufficient measurements must be taken in the appropriate locations to yield representative assessments

&( means the sum of beta emitters, gamma emitters, and low-toxicity alpha emitters
A means the sum of all other alpha emitters (i.e., other than low-toxicity alpha emitters)

General Requirement: Non-fixed (removable) contamination must be

. S I kept as low as reasonably achievable (ALARA)
The Basic Contamination Limits

for All Packages: : 2 — 2 — 5 Lifam?2 — 2
49 CFR 173.443(a), Table 11 &(. 0.4 Bg/cm® =40 Bq/100 cm“ = 1x10~ :zCi/cm“ = 2200 dpm/100 cm

A: 0.04 Bg/cm?= 4 Bq/100 cm? = 1x10° zCi/cm? = 220 dpm/100 cm?

The following exceptions and deviations from the above basic limits exist:

Deviation from Regulation | Applicable Location and Conditions Which must Be Met:
Basic Limits 49 CFR 88

10 times the basic 173.443(b) On any external surface of a package in an exclusive use shipment, during transport
an

limits including end of transport. Conditions include:
173.443(c) 1) Contamination levels at beginning of transport must be below the basic limits.
2) Vehicle must not be returned to service until radiation level is shown to be <
Also see 0.005 mSv/hr (0.5 mrenvhr) at any accessible surface, and there is no significant
177.843 removable (non-fixed) contamination.
(highway)
10 times the basic | 173.443(d) On any external surface of a package, at the beginning or end of transport, if a closed
limits transport vehicle is used, solely for transporting radioactive materials packages.
Also see Conditions include:
177.843 (1) A survey of the interior surfaces of the empty vehicle must show that the
(highway) radiation level at any point does not exceed 0.1 mSv/hr (10 mrem/hr) at the surface,

or 0.02 mSv/hr (2 mrem/hr) at 1 meter (3.3 ft).

(2) Exterior of vehicle must be conspicuously stenciled, “ For Radioactive Materials
Use Only” in letters at least 76 mm (3 inches) high, on both sides.

(3) Vehicle must be kept closed except when loading and unloading.

100 times the 173.428 Internal contamination limit for excepted package-empty packaging, Class 7
basic limits _(Raltd(ijoactive) Material, shipped in accordance with 49 CFR 173.428. Conditions
include:

1) The basic contamination limits (above) apply to external surfaces of loackage.

2) Radiation level must be < 0.005 mSv/hr (0.5 mrenmvhr) at any external surface.
3) Notice in 8173.422(a)(4) must accompany shipment.

4) Package is in unimpaired condition & securely closed to prevent leakage.

5) Labels are removed, obliterated, or covered, and the “empty” label (8172.450) is
affixed to the package.

In addition, after any incident involving spillage, breakage, or suspected contamination, the modal-specific DOT
regulations (8177.861(a), highway; 8174.750(a), railway; and 8175.700(b), air) specify that vehicles, buildings, areas, or
equipment have “no significant removable surface contamination,” before being returned to service or routinely

occugled. The carrier must also notifx offeror at the earliest Eracticable moment after incident.
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STRAIGHT BILL OF LADING Appendix P
ORIGINAL—NOT NEGOTIABLE Shipper No.
Carrier No.'
Page __lof _1_ (Name of carner) (SCAC) Date
TO: ABC Bottljng, Inc FROM: KBC Bottling, inc.
Cormrs R1cago 31 it Stipper Milwaukee Plant
ornoth'r:n‘"n m‘&'sﬁ" oo T ppaar befors consignee’s name
Swont Admiral Avenue ‘ Street Liberty Place
Desinsion  Chicago, Il1linois zpcoss 35011 Origin Milwaukee, Wisconsin 38023
Vehicle
Route N Number
.of Uni BASIC DESCRIPTION QUANTITY WEIGHT
szt [HM I oo i i A e | SRR | e
11 RQ Radioactive material, special form,

n.o.s. 7 UN 2974

55.5 GBq (1.5 Ci) Cs-137 55.5GBq

(1.5 ci)

RADIOACTIVE - YELLOW I1I

= 0.4 **

UsboT 7A TYPE A

Emergency Response Telephone No.: 1-800-000-0000 (24 hr/d)**

** SUBSTITUTE APPROPRIATE INFORMATION |FOR YOUR
GAUGE AND SHIPMENT

REMIT
PLACARDS TENDERED:YES [1JNO ] €.0.0. To:
ADDRESS
Nots — Where e rale is dependent on value, €O0. FEx:
Shippers are ) hareby duciare thal te contents ol s CONSIQRMEct M9 COD Amt: $ - PREPAID [
":.” : L uy-nmmmmoymm COUECT (] §
-—cumm tha property i hereby [
specifcaly shated by the Shpper 10 be Aot excesding w-MWm&s mmmnum e cunsigner shafl sign the %
Toflowing stasement:
$OnD! governmental regulaiions. Tha camier shel not make delvery of this SNOMNL withod payment of
. froight and &l coher Lewhd charges. PRECHT PRSPAD  Coust tam § wharges
por  Sgranee
Jonn jones Perwe & Commprart SReas D ]
hin Dt of Lading, y 2hove 1 apper excopl P parionmed heteunder tyect tadng mm
mumﬁmm—»,wmum-uumm mé.;dumuhmmm 1024 he o of mnﬂ "
M“”‘”“m”m“”n”“f-w:m: mn—mmv;n.mn-nudmmmm "™
deivery al soud destinadon, ¢ g s SO, m-ﬁ-mmuuubm Whmm:mv‘:'m" o e wovme b
- anyot.
SHIPPER CARRIER
PER PER ﬂ
DATE

Permanent post-ofice address of shipps... . STYLE FG5 LABEL! . Div. of ican L Co., Chicago. I 60646 312/478-0800

NUREG - 1556, Val. 4 0-10



Appendix P
NRC Incident Notifications






NRC Incident Notifications

APPENDIX P

Table P.1  Typical NRC Incident Notifications Required for Fixed Gauge

Licensees
Event Telephone Written | Regulatory Requirement
Notification Report
Theft or loss of materia immediate 30 days 10 CFR 20.2201(a)(1)(i)
Whole body dose greater than 0.25 immediate 30 days 10 CFR 20.2202(a)(1)(i)
Sv (25 rems)
Extremity dose greater than 2.5 Sv immediate 30 days 10 CFR 20.2202(a)(2)(iii)
(250 rems)
Whole body dose greater than 0.05 24 hours 30 days 10 CFR 20.2202(b)(1)(i)
Sv (5 rems) in 24 hours
Extremity dose greater than 0.5 Sv 24 hours 30 days 10 CFR 20.2202(b)(1)(iii)
(50 rems) in 24 hours
Whole body dose greater than 0.05 none 30 days 10 CFR 20.2203(a)(2)(i)
Sv (5 rems)
Doseto individua member of public none 30 days 10 CFR 20.2203(a)(2)(iv)
greater than 1 mSv (100 mrems)
Defect in e;luipment that could create 2 days 30 days 10 CFR 21.21(d)(3)(i)
asubstantial safety hazard
Filing petition for bankruptcy under none immediately 10 CFR 30.34(h)
11 U.S.C. after filing
petition

Expiration of license none 60 days 10 CFR 30.36(d)
Decision to permanently cease none 60 days 10 CFR 30.36(d)
licensed activities at entire Site
Decision to permanently cease none 60 days 10 CFR 30.36(d)
licensed activities in any separate
building or outdoor areathat is
unsuitable for release for unrestricted
use
No principal activities conducted for none 60 days 10 CFR 30.36(d)
24 months at the entire site
No principal activities conducted for none 60 days 10 CFR 30.36(d)

24 months in any separate building
or outdoor area that is unsuitable for
release for unrestricted use

P-1
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Event Telephone Written | Regulatory Requirement
Notification Report
Event that prevents immediate immediate 30 days 10 CFR 30.50(a)
protective actions necessary to avoid
exposure to radioactive materials that
could exceed regulatory limits
Equipment is disabled or fallsto 24 hours 30 days 10 CFR 30.50(b)(2)
function as designed when required to
prevent radiation exposure in excess
of regulatory limits
Unplanned fire or explosion that 24 hours 30 days 10 CFR 30.50(b)(4)

affects the integrity of any licensed
materia or device, container, or
equipment with licensed material

Note: Telephone notifications shall be made to the NRC Operations Center at 301-816-5100 or

301-951-0550.

NUREG - 1556, Val. 4
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APPENDIX Q

Sample Fixed Gauge License

A sample Fixed Gauge License appears on the following pages.
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APPENDIX Q

NRC FORM 374 PAGE 1 OF 6 PAGES
U.S. NUCLEAR REGULATORY COMMISSION Amendment No. XX

MATERIALS LICENSE

Pursuant to the Atomic Energy Act of 1954, as amended, the Energy Reorganization Act of 1974 (Public Law 93-438), and Title 10, Code
of Federal Regulations, Chapter I, Parts 30, 31, 32, 33, 34, 35, 36, 39, 40, and 70, and in reliance on statements and representations
heretofore made by the licensee, a license is hereby issued authorizing the licensee to receive, acquire, possess, and transfer byproduct,
source, and special nuclear material designated below; to use such material for the purpose(s) and at the place(s) designated below; to
deliver or transfer such material to persons authorized to receive it in accordance with the regulations of the applicable Part(s). This license
shall be deemed to contain the conditions specified in Section 183 of the Atomic Energy Act of 1954, as amended, and is subject to all
applicable rules, regulations, and orders of the Nuclear Regulatory Commission now or hereafter in effect and to any conditions specified
below.

Licensee In accordance with the letter dated
[insert the month, day and year],

1. Fixed Gauge Measurements, Inc. 8. License number 08-00000-01 is amended in
its entirety to read as follows:

2. 1234 A Street, NW 4. Expiration date {Insert a date, last day of the month, 10 years after
issuance date]
Washington, D.C. 20001 5. Docket No. 030-00000

Reference No.

6. Byproduct, source, and/or special 7. Chemical and/or physical form 8. Maximum amount that licensee may
nuclear material possess at any one time under this
license
A. Cobalt-60 A. Sealed source [insert A. ‘No single source to exceed the
manufacturer name] Model maximum activity specified in
[insert model number] the certificate of registration

issued by the U.S. Nuclear
Regulatory Commission or an
Agreement State

B. Cesium-137 B. Sealed source [insert B. No single source to exceed the
manufacturer name] Model maximum activity specified in
[insert model number] the certificate of registration

issued by the U.S. Nuclear
Regulatory Commission or an
Agreement State

C. Americium-241 C. Sealed neutron source [insert C. No single source to exceed the
manufacturer name] Model maximum activity specified in
[insert model number] the certificate of registration

issued by the U.S. Nuclear
Regulatory Commission or an
Agreement State

NOTE: SPECIFY IN ITEM 7 ABOVE, THE MANUFACTURER AND MODEL NUMBER FOR EACH TYPE OF
GAUGE REQUESTED.
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APPENDIX Q

NRC FORMPEENDIX Q U.S. NUCLEAR REGULATORY COMMISSION PAGE 2 of 6 PAGES
License Number
08-00000-01
MATERIALS LICENSE Docket or Reference Number
030-00000

SUPPLEMENTARY SHEET

Amendment No. XX

9. Authorized use:

A. through C. For [specify the use of the gauge], in fixed gauging devices in accordance with the

certificate of registration issued by the U.S. Nuclear Regulatory Commission under
10 CFR 32.210 or with an Agreement State and which have been distributed in
accordance with a Commission or Agreement State specific license authorizing
distribution to persons specifically authorized by a Commission or Agreement State
license to receive, possess, and use the devices.

CONDITIONS

10. Licensed material may be used only at the licensee’s facilities located at [fill in the street address of the
facility(s)].

11. Licensed material shall be used by, or under the supervision of individuals who have received the
training described in [letter, application] dated [fill in date]. The licensee shall maintain records of
individuals designated as suers for 3 years following the last use of licensed material by the individual.

12. The Radiation Safety Officer (RSO) for this license is [insert name of RSO]. (This condition is used on
licenses where NRC reviews the qualifications of the RSO on a case-by-case basis. The licensee
would be charged an amendment fee to change the RSO.)

OR

12. A. The Radiation Safety Officer (RSO) for this license is [insert name of RSO].

B. Before assuming the duties and responsibilities as RSO for this license, the individual shall have
successfully completed one of the training courses described in Criteria in Section 8.7.1 of
NUREG-1556, Volume 4, dated October 1998. (This condition is used on licenses where the
licensee has committed to train the RSO as described in NUREG - 1556, Volume 4. No
technical review would be needed for change of RSO, so the licensee would not be charged
an amendment fee. The licensee must still notify NRC of the name of the new RSO.)

13. A. Sealed sources shall be tested for leakage and/or contamination at intervals not to exceed the

intervals specified in the certificate of registration issued by the U.S. Nuclear Regulatory
Commission under 10 CFR 32.210 or by an Agreement State.

B. Notwithstanding Paragraph A of this condition, sealed sources designed to primarily emit alpha
particles shall be tested for leakage and/or contamination at intervals not to exceed 3 months.
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NRC FORM 374A U.S. NUCLEAR REGULATORY COMMISSION PAGE 3 of 6 PAGES
License Number
08-00000-01
MATERIALS LICENSE Docket or Reference Number
SUPPLEMENTARY SHEET 030-00000

Amendment No. XX

C. Inthe absence of a certificate from a transferor indicating that a leak test has been made within the
intervals specified in the certificate of registration issued by the U.S. Nuclear Regulatory
Commission under 10 CFR 32.210 or by an Agreement State, prior to the transfer, a sealed source
received from another person shall not be put into use until tested and the test results received.

D. Sealed sources need not be tested if they contain-only hydrogen-3; or they contain only a
radioactive gas; or the half-life of the isotope is 30 days or less; or they contain not more than 100
microcuries of beta and/or gamma emitting material or not more than 10 microcuries of alpha
emitting material.

E. Sealed sources need not be tested if they are in storage and are not being used. However, when
they are removed from storage for use or transferred to another person, and have not been tested
within the required leak test interval, they shall be tested before use or transfer. No sealed source
shall be stored for a period of more than 10 years without being tested for leakage and/or
contamination.

F. The leak test shall be capable of detecting the presence of 0.005 microcurie of radioactive material
on the test sample. If the test reveals the presence of 0.005 microcurie or more of removable
contamination, a report shall be filed with the U.S. Nuclear Regulatory Commission in accordance
with 10 CFR 30.50(b)(2),-and the source shall be removed immediately from service and
decontaminated, repaired, or disposed of in accordance with Commission regulations. The report
shall be filed within 5 days of the date the leak test result is known with the appropriate U.S. Nuclear
Regulatory Commission, Regional Office referenced in Appendix D of 10 CFR Part 20. The report
shall specify the source involved, the test results, and corrective action taken.

G. Tests for leakage an/or contamination, limited to leak test sample collection shall be performed by
persons specifically licensed by the U.S. Nuclear Regulatory Commission or an Agreement State to
perform such services. The licensee is not authorized to perform the analysis. Analysis of leak test
samples must be performed by persons specifically licensed by the Commission or an Agreement
State to perform such services. (This condition is used for licensees NOT authorized to perform
leak test analysis.)

OR
G. Tests for leakage and/or contamination, including leak test sample collection and analysis, shall be
performed by the licensee or other persons specifically licensed by the U.S. Nuclear Regulatory
Commission or an Agreement State to perform such services. (This condition is used for
licensees authorized to collect AND analyze leak test samples.)

H. Records of leak test results shall be kept in units of microcuries and shall be maintained for 3 years.
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NRC FORM 374A U.S. NUCLEAR REGULATORY COMMISSION PAGE 4 of 6 PAGES
License Number
08-00000-01
MATERIALS LICENSE Docket or Reference Number
SUPPLEMENTARY SHEET 030-00000

Amendment No. XX

14.

15.

16.

17.

17.

Sealed sources containing licensed material shall not be opened or sources removed from source
holders by the licensee, except as specifically authorized.

The licensee shall conduct a physical inventory every 6 months, or at other intervals approved by the
U.S. Nuclear Regulatory Commission, to account for all sealed sources and/or devices received and
possessed under the license. Records of inventories shall be maintained for 5 years from the date of
each inventory, and shall include the radionuclides, quantities, manufacturer's. name and model
numbers, and the date of the inventory.

A. Each gauge shall be tested for the proper operation of the on-off mechanism (shutter) and indicator,
if any, at intervals not to exceed 6 months or at.such longer intervals as specified in the certificate of
registration issued by the U.S. Nuclear Regulatory Commission pursuant to 10 CFR 32.210 or the
equivalent regulations of an Agreement State.

B. Notwithstanding the periodic on-off mechanism (shutter) and indicator test, the requirement does not
apply to gauges that are stored, not being used, and have the shutter lock mechanism in a locked
position. The gauges exempted from this periodic test shall be tested before use.

The following services shall not be performed by the licensee:  installation, initial radiation surveys,
relocation, removal from service, dismantling, alignment, replacement, disposal of the sealed source and
non-routine maintenance or repair of components related to the radiological safety of the gauge (i.e., the
sealed source, the source holder, source drive mechanism, on-off mechanism (shutter), shutter control,
shielding). These services shall be performed only by persons specifically licensed by the U.S. Nuclear
Regulatory Commission or an Agreement State to perform such services. (This condition is used when
the licensee is NOT authorized to perform any non-routine operations.)

OR

A. [Insert the services authorized in this license, delete remaining: installation, initial radiation surveys,
relocation, removal from service dismantling, alignment, replacement, disposal of the sealed source
and non-routine maintenance or repair of components related to the radiological safety of the
gauge] shall be performed only by, [insert name(s)] or other individuals who have completed the
training specified in [insert application/letter date] or by persons specifically licensed by the U.S.
Nuclear Regulatory Commission or an Agreement State to perform such services. (Part A of this
condition is used to specify which non-routine operations may be performed by a licensee.)

B. The following services shall not be performed by the licensee: [insert the services NOT authorized
in this license, delete remaining: installation, initial radiation surveys, relocation, removal from
service, dismantling, alignment, replacement, disposal of the sealed sources and non-routine
maintenance or repair of components related to the radiological safety of the gauge]. These
services shall be performed only by persons specifically licensed by the U.S. Nuclear Regulatory
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NRC FORM 374A U.S. NUCLEAR REGULATORY COMMISSION PAGE 5 of 6 PAGES
License Number
08-00000-01
MATERIALS LICENSE Docket or Reference Number
SUPPLEMENTARY SHEET 030-00000

Amendment No. XX

Commission or an Agreement State to perform such services. (Part B of the condition is used to
specify which non-routine operations ia licensee is NOT authorized to perform.)

18. The licensee may initially mount a gauge if permitted by the certificate of registration issued by the U.S.
Nuclear Regulatory Commission or an Agreement State and under the following conditions:

19.

20.

A.

B.

D.

E.

the gauge must be mounted in accordance with written instructions provided by the manufacturer;
the gauge must be mounted in a location compatible with the “Conditions of Normal Use” and
“Limitations and/or Other Considerations of Use” in the certificate of registration issued by the U.S.
Nuclear Regulatory Commission or an Agreement State;

the on-off mechanism (shutter) must be locked in the off position, if applicable, or the source must
be otherwise fully shielded;

the gauge must be received in good condition (i.e., package was not damaged); and

the gauge must not require any modification to fit in the proposed location.

Mounting does not include electrical connection, activation or operation of the gauge. The source must
remain fully shielded and the gauge may not be used until it is installed and made operational by a
person specifically licensed by the U.S. Regulatory Commission or. an Agreement State to perform such
operations.

A.

The licensee may maintain, repair, or replace device components that are not related to the
radiological safety of the device containing byproduct material and that do not result in the potential
for any portion of the body to come into contact with the primary beam or in increased radiation
levels in accessible areas.

The licensee may not maintain, repair, or replace any of the following device components: the
sealed source, the source holder, source drive mechanism, on-off mechanism (shutter), shutter
control, or shielding, or any other component related to the radiological safety of the device, except
as provided otherwise by specific condition of this license.

Prior to initial use and after installation, relocation, dismantling, alignment, or any other activity involving
the source or removal of the shielding, the licensee shall assure that a radiological survey is performed
to determine radiation levels in accessible areas around, above, and below the gauge with the shutter
open. This survey shall be performed only by persons authorized to perform such services by the U.S.
Regulatory Commission or an Agreement State.
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SUPPLEMENTARY SHEET 030-00000

Amendment No. XX

21.

22.

23.

24.

25

26.

The licensee shall operate each device containing licensed material within the manufacturer’s specified
temperature and environmental limits such that the shielding and shutter mechanism of the source
holder are not compromised.

The licensee shall assure that the shutter mechanism of each device is locked in the closed position
during periods when a portion of an individual’'s body may be subject to.the direct radiation beam. The
licensee shall review and modify, as appropriate, its “lock-out” procedures whenever a new device is
obtained to incorporate the device manufacturer's recommendations.

Except for maintaining labeling as required by 10 CFR Part 20, or 71, the licensee shall obtain
authorization from the U.S. Nuclear Regulatory Commission before making any changes in the sealed
source, device or source-device combination thatwould alter the description or specifications as
indicated in the respective certificate of registration issued either by the Commission pursuant to 10 CFR
32.210 or by an Agreement State.

In addition to the possession limits in Item 8, the licensee shall further restrict the possession of licensed
material to quantities below the minimum limit specified in 10 CFR 30.35(d) for establishing
decommissioning financial assurance. (Do NOT use this license condition if applicant provides
evidence of financial assurance.)

The licensee is authorized to transport licensed material in accordance with the provisions of
10 CFR Part 71, “Packaging and Transportation of Radioactive Material.”

Except as specifically provided otherwise in this license, the licensee shall conduct its program in
accordance with the statements, representations, and procedures contained in the documents, including
any enclosures, listed below. The U.S. Nuclear Regulatory Commission’s regulations shall govern
unless the statements, representations, and procedures in the licensee’s application and
correspondence are more restrictive than the regulations.

A. Application dated [insert date]
B. Letter dated [insert date]

For the U.S. Nuclear Regulatory Commission

Date J[insert license issue date] By  Original signed by [insert reviewer's name]

Q-8 NUREG-1556, Vol. 4




NRC FORM 374A U.S. NUCLEAR REGULATORY COMMISSION PAGE 6 of 6 PAGES

License Number

08-00000-01

MATERIALS LICENSE Docket or Reference Number
SUPPLEMENTARY SHEET 030-00000

Amendment No. XX

[insert reviewer's name]
[insert reviewer's NRC address]

Q-9 NUREG - 1556, Val. 4







Appendix R

List of Documents Considered in
Development of this NUREG






APPENDIX R

List of Documents Considered in Development of this NUREG
Draft Regulatory Guides (DRGs) and Policy and Guidance Directives (P&GDs)

*FC 404-4 Guide for the Preparation of Applications for Licenses for the Use 01/85
Sedled Sources in Fixed Gauging Devices

*FC 85-4  Standard Review Plan for Applications for the Use of Sealed Sources  02/06/85
in NonPortable Gauging Devices

*FC 85-8 Revison 1; Licensing of Fixed Gauges and Similar Devices 06/29/88
Information Notices (INs)

IN 81-37  Unnecessary Radiation Exposures to the Public and Workers During  12/15/81
Events Involving Thickness and Level Measuring Devices

IN 86-31  Unauthorized Transfer and Loss of Control of Industrial Nuclear 05/05/86
Gauges

IN 88-02 Lost or Stolen Gauges 02/02/88

IN 88-90  Unauthorized Removal of Industrial Nuclear Gauges 11/22/88

IN 89-25 Revision 1, Unauthorized Transfer of Ownership or Control of 12/07/94

Licensed Activities
IN 94-15  Radiation Exposures during an Event involving a Fixed Nuclear Gauge 03/02/94

IN 96-28  Suggested Guidance Related to Devel opment and Implemetation of 05/01/96
Corrective Action

IN 97-30  Control of Licensed Materia during Reorganizations, 06/03/97
Employee-Management Disagreements, and Financial Crises

Technical Assistance Requests (TARS)

1. *TN Technologies, Inc. - Fixed Gauge Manufacturer request to allow  06/11/90
Customersto Install Fixed Gauges

2. U.S. Air Force - Multiple Questions on Moving Generally Licensed 05/29/91
Fixed Gauges from one Use Location to Another

3. Oceantrawl - Licensee Request to Convert Specifically Licensed 10/08/92

Gauge to a Genera License
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4, Sharon Steedl - Request for Review of the Adequacy of aFixed Gauge 01/14/93
Training Program

5. Pennsylvania Power and Light Company - Request for Relief from six-  12/28/92
Month Requirement to check on/off mechanism

6. Ram Services, Inc. - Request for Authorization to Collect and Analyze 06/21/95
Sealed Source Leak Tests

7. Philip Morris, USA - Request for Clarification of Regulatory 03/20/96

Requirements for Possession and Use of Gauging Devices Initia
Distributed under the Provision of 10 CFR 31.5 and 32.51

Other Documents

1. *Memorandum from W. L. Axelson to Vandy L. Miller Re: Requiring 07/09/86
Shutter Operability Tests for Specifically Licensed Fixed Gauges

2. *Memorandum from John Glenn to Nuclear Materials Branch Chiefs,  09/14/90
Re: Ingtallation of Fixed Gauges

3. *Memorandum from John W. Hickey Re: Implementation of 08/12/97
10 CFR 30.36(d)

(*) Marked items have been incor porated by thisNUREG and ar e super seded.
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Addendum: Responses to Comments on Draft NUREG - 1556, Vol. 4,
Dated October 1997

Table S.1 Homestake Mining Company Comment, Dated January 12, 1998

L ocation Subject Comment
Appendix N [Dosimetry for Our facility uses density gauges which are mounted on pipe
non-routine lines. We have permission to perform non-routine
operations maintenance which initially meant install ation and today we

are concerned with relocation. Our procedures are in place
and a survey meter has aways been used to ensure the safety
of the person responsible for handling the gauge. We have
never used whole body or extremity monitoring devices when
performing these activities and fedl the requirement is
unnecessary to ensure the safety of people. If the gauge
shutter islocked out, surveyed, and the task is monitored and
documented as stated in Appendix J, there should be no
reason for mandatory dosimetry. Granted, maintenance
activities involving components related to the radiological
safety of the gauge is a separate issue. We are only concerned
with the relocation which may be necessary if a pipe must be
changed and the gauge must be unbolted, removed, and then
rebolted to the new pipe. We would hope that at a minimum,
the NRC would accept awell documented procedure to
suffice when the necessity to change a pipe is unpredictable
and unplanned. If the NRC is adamant in enforcing mandatory
dosimetry during relocation, we could agree with dosimetry
when process/pipe changes are pre-planned. However, we
urge you to consider the circumstances surrounding
emergency process disruptions requiring relocation.
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NRC Staff Response:

C 10 CFR 20.1502 requires each licensee to monitor occupational exposure to radiation and
supply and require the use of individua monitoring devices by adults likely to receive, in
1 year, from sources externa to the body, a dose in excess of 10% of the limitsin
10 CFR 20.1201(a). A licensee need not monitor an individual’s occupationa exposure or
supply and require the use of individual monitoring devices if the licensee can demonstrate
that an individual is not likely to receive, in one year, aradiation dose in excess of 10% of the
alowable limits.

C The 2nd paragraph in the “Discussion” section of chapter 8.14 (8.10.4 in final NUREG),
item 10, addressing occupational dosimetry for non-routine operations has been revised as
follows: “Individuals who perform non-routine operations such as installation, initial radiation
survey, repair, and maintenance of components related to the radiological safety of the gauge,
gauge relocation, replacement, and disposal of sealed sources, aignment, or removal of a
gauge from service are more likely to exceed 10% of the limits as shown in Figure 8.4.
Applicants may be required to provide dosimetry (whole body and perhaps extremity
monitors) to individuas performing such services and must perform a prospective evaluation
demonstrating that unmonitored individual s performing such non-routine operations are not
likely to receive, in one year, aradiation dose in excess of 10% of the alowable limits as
shown in Figure 8.4.”

C Appendix N was revised as follows:

— The 4th paragraph was changed to read: “Thus, applicants wishing to perform non-
routine operations must use personnel with special training and follow appropriate
procedures consistent with the manufacturer’ s instructions and recommendations that
address radiation safety concerns (e.g., use of radiation survey meter, shielded container
for the source, and personnel dosimetry (if required)).”

— Under the section for submission of procedures for non-routine operations, the 7th bullet
was changed to read: “Confirm that individuals performing non-routine operations on
gauges will wear both whole body and extremity monitoring devices or perform a
prospective eva uation demonstrating that unmonitored individuas performing such non-
routine operations are not likely to receive, in one year, aradiation dose in excess of 10%
of the allowable limits.”
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Note: Unless otherwise noted, page numbers and section numbers correspond to those in Draft
NUREG - 1556, Vol. 4, dated October 1997

Table S.2 J. C. Van Horn and Associates, Inc. Comments, Received on
February 6, 1998

Page Subj ect Comment

xi | Abbreviations C The Roentgen is no longer an accepted unit and should
not be used in this document. This includes the
abbreviations R and mR.

C LDE (Lens Dose Equivaent) and DDE (Deep Dose
Equivalent) need to be addressed as they are certainly
exposure possibilities that may have to be considered.

C CEDE (Committed Effective Dose Equivalent) and CDE
(Committed Dose Equivalent) need to be addressed due to
the potential for ingestion, inhalation or injection m
accident conditions. Note that these are referenced on
page 1-3 Without definitions.

NRC Staff Response:

C Fixed gauges are not typically the primary activity for the vast mgjority of fixed gauge
licenseesin the U.S. Being up-to-date on changes in health physics nomenclature would
place an unreasonable burden on these licensees and would be inconsistent with the NRC's
final metrication policy that requires NRC to use “. . .the system of units employed by the
licensee” (see 61 FR 31169, June 19, 1996). NRC made a conscious decision to use the
Roentgen unit in NUREG-1556, Vol. 4 to make the guide more efficient and useable for the
vast mgjority of gauge users.

C Although Lens Dose Equivalent (LDE) and Deep Dose Equivaent (DDE) are exposure
possibilities, it was decided not to address them in NUREG-1556, Val. 4.

C Reference to Committed Effective Dose Equivaent (CEDE) and Committed Dose Equivalent
(CDE) is made on page 1-3 of Draft NUREG-1556, Vol. 4. It specifically refers the reader
to 10 CFR Part 20 for definitions. It states, “In this document, dose or radiation dose means
absorbed dose, dose equivalent, effective dose equivalent (EDE), committed dose equivalent
(CDE), committed effective dose equivalent (CEDE), or tota effective dose equivaent
(TEDE). Theseterms are defined in 10 CFR Part 20.”

1-3 |Paragraph #4 sentence 1 | Dose units mentioned do not include LDE and DDE and do
include CEDE and CDE which are not previoudy defined

NRC Staff Response: See response to 2nd and 3rd bullets in previous comment.
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Page Subject Comment

1-3 |Paragraph #4 sentence 2 | Are we sure people have access to 10CFR?

NRC Staff Response: 10 CFR Parts are readily available to license applicants and licensees.
Individual copies of Parts may be obtained, by request, free of charge from the NRC and may
also be “downloaded” from the NRC’'s Home Page on the Internet. 10 CFR Parts are also
available from the Public Document Room. When an individua requests application materias
from the NRC, appropriate documents including applicable 10 CFR Parts are sent to the
applicant. Licensees are required by 10 CFR 19.11 to post (and thus possess) copies of Parts 19
and 20.

1-3 |Paragraph #4 sentence 3 |Not all sealed sources only emit beta & gamma. There are
also neutron and alpha sources

NRC Staff Response: The last paragraph of Chapter 1 has been revised. It now addresses
neutrons and alpha particles. Please see the revised paragraph in the response to the next
comment.

1-3 [Paragraph #4 sentence 4 |Because of the use of neutron and apha (as well as beta)
sources, the assumption that 1 Roentgen = 1 rad= 1 remis
NOT true for many gauges due to the Quality Factors which
can range up to 20.

NRC Staff Response: The last paragraph of Chapter 1 has been revised to address neutrons,
alpha particles and their respective quality factors (Q). It now reads:

In this document, dose or radiation dose means absorbed dose, dose equivalent, effective
dose equivalent (EDE), committed dose equivalent (CDE), committed effective dose
equivalent (CEDE), or total effective dose equivalent (TEDE). These terms are defined
in 10 CFR Part 20. Rem, and its Sl equivalent Sievert (1 rem = 0.01 Sievert (Sv)), are
used to describe units of radiation exposure or dose. Thisis done because 10 CFR Part
20 sets dose limits in terms of rem, not rad or roentgen (R). When the sealed sources
used in gauges emit beta and gamma rays, for practical reasons, we are assuming that 1
R=1rad = 1rem. Lesscommon are sealed sources used in gauges that emit neutrons
or apha particles. For neutron and apha emitting sealed sources, 1 rad is not equal to

1 rem. Determination of dose equivaent (rem) from absorbed dose (rad) from neutrons
and alpha particles requires the use of an appropriate quality factor (Q) value. Q values
are used to convert absorbed dose (rad) to dose equivalent (rem). Q valuesfor neutrons
and alpha particles are addressed in the Tables 1004(b)(1) and (2) in 10 CFR §20.1004.
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Page Subject Comment

1-3 [Paragraph #4, sentence 4 [ Note that quality factor is also not defined in this document.

NRC Staff Response: The last paragraph of Chapter 1 has been revised. It now states that
quality factor values for neutrons and alpha particles are addressed in Tables 1004(b)(1) and (2)
in 10 CFR 20.1004. In addition, the abbreviation “ Q" has been added to the list of abbreviations
in NUREG-1556, Voal. 4.

1-3 [Paragraph #4, sentence 4 | The above comments on page 1-3 imply that this document’s
fundamental underlying assumptions may be incorrect. If this
istrue, then the entire document needs to be dealt with.

NRC Staff Response: See previous responses for comments on Page 1-3.

3-1 [Paragraph #2, bullet 4 The regulations are not specified here or prior to this point.

NRC Staff Response: NRC staff have decided to specify applicable regulations in Chapter 4 of
NUREG-1556, Vol. 4. In addition, each section of the document which address the contents of
the application begins by stating regulations applicable to the respective section.
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Page Subject Comment

3-1 [Paragraph #2 There is no reference to management’ s responsibility to
ensure employees who may be exposed to radiation are
properly trained in radiation hazards (10 CFR 19). Aswell as
management responsibilities to ensure gauge users are
properly trained in their use and the radiological hazards
involved (10 CFR 20).

NRC Staff Response:

C See“Training Assessment” in Appendix G of the document. In draft NUREG-1556, Vol. 4
this section stated: “ Management will ensure that potential RSOs and AUs are qualified to
work independently with each type of gauge possessed.” The final NUREG-1556, Vol. 4
states, “ Management will ensure that proposed AUs are qualified to work independently with
each type of gauge with which they may work. Management will ensure that proposed
RSO’s are qualified to work independently with and are knowledgeable of the radiation
safety aspects of al types of gauges to be possessed by the applicant.

C Thedraft NUREG-1556, Vol. 4 had a chapter that was entitled “ Training for Authorized
Users and Individuas who in the Course of Employment are Likely to Recelve Occupational
Doses of Radiation in Excess of 1 mSv (100 mrem) inaYear.” The final NUREG-1556,
Vol. 4 will clarify training by dividing that chapter into two chapters: One chapter entitled, “
Training for Individuals Who in the Course of Employment are Likely to Recelve
Occupationa Doses of Radiation in Excess of 1 mSv (100 mrem) in aY ear (Occupationally
Exposed Workers) and Ancillary Personnel,” specifically addresses training for employees
who may be exposed to radiation. The other chapter entitled, “ Authorized Users,”
specifically addresses training for gauge uses.

C Thelist of responsibilities (bullets) in the section of the document entitled “ Management
Responsihility” isnot meant to provide detailed responsibilities. Rather it is meant to provide
an overview of responsibilities. The responsibilitiesin the first bullet encompass
management’ s responsibility to ensure that workers are properly trained. (Radiation safety,
security and control of radioactive materials, and compliance with regulations.)

4-1 |Entire section This section should be inserted in this document prior to any
references to applicable regulations.

NRC Staff Response: NRC staff have decided to specify applicable regulations in Chapter 4 of
NUREG-1556, Vol. 4.
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Page Subject Comment

8-6 [Table8.1 Thistable is missing other isotopes which are in usein some
gauges.

NRC Staff Response:

C The“Discussion” section of chapter 8.6, item 5, just prior to the table states, “The thresholds
for typical radionuclides used for fixed gauge sealed sources are shown in Table 8.1.” The
NUREG does not seek to address all radionuclides that may be used in sealed sources for
fixed gauges. Asthe sentence“ Discussion” states, the table provides information for typical
radionuclides.

C Thetable has been retitled: Examples of Minimum Inventory Quantity Requiring Financial
Assurance.

8-6 |Paragraph #3 This paragraph as constituted, presents a problem for gauge
holders who have been long-term users of radioisotopes. It is
very possible that buildings and set-ups within process lines
have been removed, renovated many years prior to the
ingtitution of thisregulation. If thereis no way to reconstruct
the make up of the area. What provisions are allowed? What
will be done for these Situations that is reasonable?

NRC Staff Response: The last sentence of 10 CFR 30.35(g)(2) states, “If drawings are not
available, the licensee shall substitute appropriate records of available information concerning
these areas and locations.” The regulation specifically stipulates  available” information. The
regulation only requires that the licensee retain information that is available. To makethis
clearer, the following changes have been made:

C The 4th sentence in Paragraph #3 on page 8-6 of draft NUREG-1556, Vol. 4 has been
changed to read: “If drawings are not available, licensees shall substitute appropriate records
(e.g., asketch of the room or building or a narrative description of the area) concerning the
specific areas and locations. If no records exist regarding structures and equipment where
gauges were used or stored, licensees shall make all reasonable efforts to create such records
based upon historical information (e.g. employee recollections).”
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Page Subject Comment

8-8 |88Iltem7 paragraph 1 |We have serious concerns about this provision and smilar
bullet 1& 2 provisions throughout this document.

C Firgt, this provision ignores the Health Physics Profession
and could even be seen as attacking it by removing the
capability of Health Physicists to supervise radiological
materials based on their standards of training.

C Second, this provision improperly disqualifies personnel
who are the best trained in radiation safety (HP's, Medical
Physicists, and Radiation Protection Technicians).

C Third, we find that this could be interpreted to disqualify
even NRC HP' s who might inspect these gauges. After al,
if an HP isn't qualified to be an RSO, how can they
inspect for radiological safety?

C Fourth, this provision eliminates all other RSO Training
courses. It gives a monopoly to Fixed Gauge
Manufacturers in an areawhere they are, by far, NOT the
most experienced personnel in dealing with Radiation
Safety.

NRC Staff Response:

C The*“Criteria” section of chapter 8.8, item 7, in the second bullet, states, in part, that an,
equivalent course that meets Appendix G criteriawould provide evidence of adequate
training and experience for an RSO. Any individual, including health physicists, who
provides evidence of training and experience that meets Appendix G criteriawould qualify as
an RSO for afixed gauge licensee.

C The“Criteria” section of chapter 8.8, item 7, disquaifies only those individuals who do not
have sufficient training and experience to serve as an RSO for afixed gauge licensee.

C Chapter 8.8, item 7 describes training and experience for RSOs for fixed gauge licensees.
NRC inspectors must complete certain training and experience to qualify as inspectors. Such
training is independent of that required for qualification as an RSO for afixed gauge licensee.

C Although thefirst bullet in the “Criteria” section of chapter 8.8, item 7, states that a fixed
gauge manufacturer’s course for users or for RSO would provide evidence of adequate
training and experience for an RSO, it is only one of the methods an applicant may use to
demonstrate evidence of adequate training and experience. The second bullet provides
another method, stating, in part, that an, equivalent course that meets Appendix G criteria
would aso provide evidence of adequate training and experience for an RSO. In addition,
the “Response from Applicant” section of chapter 8.8, item 7, states that “aternative
information demonstrating that the proposed RSO and any future RSO are qualified by
training and experience” will be accepted for review and evauated using the criteria stated in
the chapter.
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Page Subject Comment
8-10 (8.9 Item 8 Paragraph #1 |C Much research indicates that there are no such courses.
bullets1 & 2 C Also there are no requirements for the personnel operating

the gauges to be able to take surveys and protect
themselves from the radiation hazard. ThisMAY
contradict 10 CFR 20 requirements.

NRC Staff Response:

C Many fixed gauge manufacturers and distributors provide training for users.

C Asdtated in the “Discussion” section of chapter 8.13, item 10, “ Usualy it is not necessary
for fixed gauge licensees to possess a survey meter.” The chapter also discusses specific
circumstances when surveys are required. If asurvey pursuant to 10 CFR 20.1501 is
required, the licensee must comply. The survey may not be adequate if the individua
performing the survey is not properly trained on the use of survey meters and is thus unable
to operate it properly. It isnot within the scope of this document to address specific training
on the use of survey instruments. However, Appendix G, “Criteriafor Acceptable Training
Courses for Authorized Users and Radiation Safety Officers’ has been modified to add
training on:

Use of survey meters and persona dosimetry, when required

8-11

Paragraph #1

This paragraph should be more closely compared to

10 CFR 19 requirements. “To minimize the potentia” sets up
the licensee for both regulatory and lega problems. e.g. “ Do

| or don’'t | train on the Rad Symbol?’ **What about posting

and area control?’ etc.

NRC Staff Response:

C Thereis no specific requirement to provide training to individuals who in the course of
employment are not likely to receive in ayear an occupationa dose in excess of 100 mrem
(this includes the mgjority of gauge users). Posting requirements are addressed in

10 CFR 19.11 and 20.1902. Control of exposure from external sourcesin restricted areasis
addressed by 10 CFR 20.1601. Storage and control of licensed materia is addressed by

10 CFR 20.1801 and 20.1802. A licensee may determine that it is necessary to provide some
training to individuals, even if they are not likely to receive a dose in excess of 100 mrem, to
meet the requirements of 10 CFR 19.11, 20.1902, 20.1601, 20.1801 and 20.1802.

Some modification to the “ Discussion” section of 8.9 Item 8: “Training for Individuas Who
in the Course of Employment Are Likely to Receive Occupational Doses of Radiation in
Excess of 1 mSv (100 mrem) in a'Year (Occupationally Exposed Workers) and Ancillary
Personnel,” was made to clarify thisissue.

S9 NUREG - 1556, Val. 4



APPENDIX S

Page Subject Comment
8-13 [8.13 Item 10 Paragraph 2 |C Use of mR vs. mrem (mR & R undefined in 10CFR20)
bullets1.2 & 3 C Aninstrument capable of measuring gammaradiation isn't

going to be much use with neutron or apharadiation, and
some gamma-sensitive instruments won't be useful for
beta

C Thisrequires source checks, how about the other
operationa checks? - physica condition, battery check
etc.?

NRC Staff Response:

C Bullet 1 - The vast mgjority of exposure rate survey instruments measure in mR and R units.
The bullet does provides the aternative unit (C/kg). The last paragraph in chapter 1 states
that “10 CFR Part 20 sets dose limitsin terms of rem, not rad or roentgen (R).” Thisimplies
that the R is undefined in 10 CFR Part 20. The last paragraph in chapter 1 has also been
modified to address mR vs. mrad vs. mrem.

C Bullet 2 - This bullet has been modified to address this comment. It now reads “Is capable of
measuring the radiation being emitted from the gauge's sealed source.”

C Bullet 3 - A functionality check should indicate if the battery is not functioning. Other
operationa checks are addressed during calibration - see bullet 4.

8-14 (All
&15

No training on how to use these instruments is required.

NRC Staff Response: Appendix G, “Criteriafor Acceptable Training Courses for Authorized
Users and Radiation Safety Officers’ has been modified to add training on:

C Use of survey meters and persona dosimetry, when required

8-18 |Figure 8.4

C Note LDE (although not named as such) isincluded here,
but not referenced el sewhere.

C Missing Internal dose (CEDE & CDE)

C Missing DDE

NRC Staff Response: See previous NRC Staff responses on these dose equivalent comments.
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Page Subject Comment

8-18 |Paragraphs#1, 2, 3 C What isthe basis for the assumption that dosimetry will
not be required?

C If dosmetry isrequired, thereis no requirement for
traninginit's use.

NRC Staff Response:

C Inthe“Discussion” section of chapter 8.14 (8.10.4 in final NUREG), item 10, it states,
“Under conditions of routine use, the typical fixed gauge user does not require a personnel
monitoring device (dosimetry).” The basis for the statement is NRC inspection experience
which indicates that under conditions of routine use, the typical fixed gauge user is not likely
to receive, in one year, aradiation dose in excess of 10% of the allowable limits specified in
10 CFR 20.1201(a). 10 CFR 20.1502 requires each licensee to monitor occupational
exposure to radiation and supply and require the use of individual monitoring devices by
adults likely to receive, in 1 year, from sources externa to the body, a dose in excess of 10%
of thelimitsin 10 CFR 20.1201(a).

C Itisnot within the scope of this document to address specific training on the use of persond
monitoring devices. However, Appendix G, “Criteriafor Acceptable Training Courses for
Authorized Users and Radiation Safety Officers’ has been modified to add training on:

— Use of survey meters and personal dosimetry, when required

8-22 | Routine Procedures C How does an individua become “authorized” by the NRC
bullet 8 to do non-routine repair & maintenance on a gauge?
C What are the qudifications, training and experience
reguirements.

C Isprofessional Radiation Protection Training and/or
experience necessary?

NRC Staff Response:

C Chapter 8.18 (8.10.8 in fina NUREG), Radiation Safety Program - Maintenance, in the
“Criteria’ sections, states, “Information to support request for specific authorization to
perform non-routine maintenance or repair is addressed in Appendix N.” Thisinformation
will be reviewed on a case-by-case basis; if approved, the license will contain a condition
authorizing the licensee to perform non-routine operations.

C Appendix N, asks the applicant to, “Identify who will perform non-routine operations and
their training and experience. Acceptable training would include manufacturer’s or
distributor’s courses for non-routine operations or equivalent.” Submissions will be reviewed
by NRC license reviewers on a case-by-case basis.

C Appendix N, states, “ Acceptable training would include manufacturer’ s courses for non-
routine operations or equivaent.” Submissionswill be reviewed by NRC license reviewers
on a case-by-case basis.
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Page Subject Comment

8-22 |Emergency Procedures | Need to require control of potentially contaminated personnel
bullet and objects.

NRC Staff Response: A detailed consideration of every possible emergency situation involving
afixed gauge that could occur is beyond the intended scope of chapter 8.16 (8.10.6 in final
NUREG), item 10. One of the bullets under emergency procedures, in the “Criteria” section
states, “Take additional steps, dependent on the specific Situations.”

8-24 |Figure 8.6 Why do you talk about trained radiological personnel here
and ignore their existence and qualifications €l sewhere?

NRC Staff Response: The last illustration (#8) in Figure 8.6, has a caption which states,
“Trained Radiologica Professional Handle Gauge Recovery and Clean-up.” Use of fixed
gaugesis not typically the primary activity for the vast majority of fixed gauge licensees. Fixed
gauge licensees be capable of responding to an emergency Situation involving afixed gauge.
This caption is meant to imply that atypical fixed gauge user or RSO may not have the
resources or the training and experience to handle the aftermath of aincident where agaugeis
damaged, the sealed source may be exposed, and contamination is a possibility. More
experienced individuals may need to be consulted to ensure that recovery and clean-up is
performed safely.

8-29 |Figure 8.9 C Why does this picture/diagram suggest that NRC
authorization is necessary to do non-routine maintenance
on the gauge?

C Weguessthat it’sintent isto indicate that the person
doing the maintenance is authorized by the NRC to do so,
but again, how does one obtain this authorization?

NRC Staff Response:

C The non-routine maintenance portion of the “Response from Applicant” section of chapter
8.18 (8.10.8 in final NUREG), item 10, states, in part, that the applicant must commit that
either the gauge manufacturer or other person authorized by the NRC or an Agreement State
will perform non-routine maintenance, or the applicant must submit the information in
Appendix N of NUREG-1556, Vol. 4 for NRC review.

C The applicant may obtain NRC authorization to perform non-routine maintenance by
submitting the information listed in Appendix N for NRC review and receiving an amendment
authorizing the licensee to perform non-routine maintenance.

NUREG - 1556, Val. 4 S12



APPENDIX S

Page

Subject

Comment

8-28
& 29

[tem in box on 8-28 and
8 bullets discussion on
8-29

These two are repetitious and one should be eliminated with
any “ missng elements’ incorporated into the one which is
retained.

NRC Staff Response: NRC Staff believe that the information in the box in the “Criteria”
section of chapter 8.18 (8.10.8 in finad NUREG), item 10 and the bullets in the “Discussion”
section of the same chapter are both necessary to the document’ s content and should be
retained.

8-33

Figure 8-11

Need to deal with contamination control measures as
referenced before.

NRC Staff Response:

C A detailed consideration of every possible emergency situation involving a fixed gauge that
could occur is beyond the intended scope of chapter 8.16 (8.10.6 in fina NUREG), item 10.
The 3rd bullet under emergency procedures, in the “Criteria”’ section states, “Contact
responsbleindividuas...” The last bullet states, “Take addition steps, dependent on the
specific Stuations.”

C Appendix L, under emergency procedures, does address contamination control measures.

8-39

8.21 Item 10

Needs to address contamination control in emergency or
accident situations.

NRC Staff Response:

C A detailed consideration of every possible emergency situation involving a fixed gauge that
could occur is beyond the intended scope of chapter 8.16 (8.10.6 in fina NUREG), item 10.
The 3rd bullet under emergency procedures, in the “Criteria”’ section states, “Contact
responsbleindividuas...” The last bullet states, “Take addition steps, dependent on the
specific Stuations.”

C Appendix L, under emergency procedures, does address contamination control measures.
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B-3 |(Item8 An item entitled “Training for Potentially Exposed
Personnel” needsto be added. This should include the items
previoudly discussed in these comments and in the document.

NRC Staff Response: The draft NUREG-1556, Vol. 4 had a chapter that was entitled
“Training for Authorized Users and Individuas who in the Course of Employment are Likely to
Receive Occupational Doses of Radiation in Excess of 1 mSv (100 mrem) inaYear.” Thefind
NUREG-1556, Vol. 4 will clarify training by dividing that chapter into two chapters. One
chapter entitled, “Training for Individuas Who in the Course of Employment are Likely to
Receive Occupational Doses of Radiation in Excess of 1 mSv (100 mrem) inaYear
(Occupationally Exposed Workers) and Ancillary Personnel,” specifically addresses training for
employees who may be exposed to radiation. The other chapter entitled, “ Authorized Users,”
specifically addresses training for gauge uses. Appendix B in the final NUREG-1556, Vol. 4 has
been appropriately modified to reflect the changes in the text of these two new chapters.

B-4 [Item 10 Survey Need to add an item entitled “Training For Personnel
I nstruments Who Use Survey Instruments’.

This training should include the standard instrument use
training such as enter the area with device on lowest setting,
source check the instrument, operationally check the
instrument (battery check etc.), proper survey techniques,
etc.

NRC Staff Response: It is not within the scope of this document to address specific training on
the use of survey instruments. However, Appendix G, “Criteriafor Acceptable Training

Courses for Authorized Users and Radiation Safety Officers’ has been modified to add training
on:

C Use of survey meters and persona dosimetry, when required
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B-4 |ltem 10 Dosimetry

C Need to add an item about training on proper use of
dosimetry. This should include care, positioning,

precautions etc.

C Note that the numbering system could be confusing.

NRC Staff Response: It is not within the scope of this document to address specific training on
the use of personal monitoring devices. However, Appendix G, “Criteriafor Acceptable
Training Courses for Authorized Users and Radiation Safety Officers’ has been modified to add

training on:

C Use of survey meters and persona dosimetry, when required
C The numbering system is meant to correspond to information requested in NRC Form 313 in
Appendix A of NUREG-1556, Val. 4.

D-2 |Materias Possessed
&
D-3

Should provide for more isotopes.

NRC Staff Response: Thereisarow initems5 and 6 that states “ Other isotope (specify):”
| sotopes not specifically listed in items 5 and 6 may be added in this row.
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D-4 [RSO Qudifications What about Health Physicists? Also what about retraining
frequency & content requirements? etc.?

NRC Staff Response:

C Hedth Physicists are not precluded from providing their training and experience in support of
areguest to name an RSO. Item 7 of the reviewer checklist, Appendix D, reflects
information covered in chapter 8.8, item 7 which describes training and experience for RSOs
for fixed gauge licensees. There are several methods that provide evidence of adequate
training and experience for an RSO. Completion of afixed gauge manufacturer’s course for
users or for RSOs or an equivalent course that meets Appendix G criteriawould each
provide evidence of adequate training and experience for an RSO. In addition, the checklist
allows an applicant to check the “ Other- Yes’ column and submit alternative information
demonstrating that the proposed RSO and any future RSO are qualified by training and
experience. Alternative information will be accepted for review and evaluated using the
criteria stated in chapter 8.8, item 7.

C 10 CFR 19.12(a)(1) states that, “ All individuals who in the course of employment are likely
to receive in ayear an occupationa dose in excess of 100 mrem (1 mSv) shall be — kept
informed of the storage, transfer, or use of radiation and/or radioactive material. The
phrasing “kept informed” may necessitate periodic retraining for this group of individuals.
Other retraining may be necessary in order for licensees to ensure that their workers have the
skills to meet the requirements of NRC regulations (e.g., security and control of materials,
surveys, posting).
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D-5 |Individual responsiblefor |C These qualifications are inaccurate and inadequate. They

training don't reflect the capabilities of Health Physicists and other
Radiation Protection Trained personnel.

C Note that the operation of such agaugeisNOT
DIFFICULT, thus the Radiation Safety aspects of this
iSsSue are paramount.

C Notethat a“Physica Science or Engineering Degree”
could include Astronomy, Geology, Paleontology.

C What about Health Science Degrees such as X-Ray
Technician? They have far more radiation safety training
than a geologist!

C What happened to the “ Or Equivdent” clause?

NRC Staff Response:

C The NRC Staff believe the qualifications for course instructors are adequate. Alternative
qualifications may be submitted. NRC license reviewers will review aternative quaifications
on a case-by-case basis.

C The NRC Staff’s concern is with radiation safety of the gauge. The NRC Staff note that the
operation of many gauges is not difficult.

C A physical science or engineering degree could include astronomy, geology or paleontology.
However, “Course Instructor Qualifications” for individual’s with a Bachelor’s degreein a
physical or life science also suggests successful completion of both afixed gauge
manufacturer’s course for users, an 8 hour radiation safety course and 8 hours of hands-on
experience with fixed gauges.

C If individuas with health sciences degrees such as X-ray technicians meet one of the training
options stated in Item 7 “Individual (s) Responsible for Radiation Safety Program and Their
Training and Experience - Radiation Safety Officer” of Appendix D, then they may qualify to
be an RSO.

C Inthe “Purpose of the Report” Chapter thereis a bullet which instructs:

C Response from Applicant — provides suggested response(s), offers the option of an
alternative reply, or indicates that no response is needed on that topic during the licensing
process.

The last two columnsin the checklist state “ Other - Yesor No.” If the licensee checks® Yes’ in
the “ Other” column, they may attach an alternative reply to the application. NRC license
reviewers will review aternative replies on a case-by-case basis.
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D-6 [RSO Again, what about Health Physics Qualifications? Does the
D-7 |Traning for Authorized |item for * Annual audit of radiation safety program” and it's
Users sub-bullets really make sense here? Thisisan RSO
Responsibility, not an “ Authorized User’s”

NRC Staff Response:

C Hedth Physicists quadifications will be reviewed against the criteria stated in NUREG-1556
Vol. 4 or the applicant may elect to submit the qualifications of a health physicist as an
aternative reply.

C The NRC Staff believes that authorized users should be aware of the requirement for an
annual audit of the program.

D-8 |Traning for Authorized |C Bullet 4 - how about “Each gauge the Authorized User”

Users will use? some licensees possess severa gauges that an
individual will never use due to their job description &
location.

C What about training on the use of survey meters?

C What about retraining frequency and content
reguirements?

C Course Ingtructor qualifications are faulty as previousy
described. These HAVE to be addressed.

NRC Staff Response:

C Bullet 4 has been changed to read “Practical Explanation of the Theory and Operation for
Each Type of Gauge that may be used by the Authorized User”

C Itisnot within the scope of this document to address specific training on the use of survey
instruments. However, Appendix G, “Criteriafor Acceptable Training Courses for
Authorized Users and Radiation Safety Officers’ has been modified to add training on:

— Use of survey meters and personal dosimetry, when required

C 10 CFR 19.12(a)(1) states that, “ All individuals who in the course of employment are likely
to receive in ayear an occupational dose in excess of 100 mrem (1 mSv) shall be — kept
informed of the storage, transfer, or use of radiation and/or radioactive material. The
phrasing “kept informed” may necessitate periodic retraining for this group of individuals.
Other retraining may be necessary in order for licensees to ensure that their workers have the
skills to meet the requirements of NRC regulations (e.g., security and control of materials,
surveys, posting).

C The NRC Staff believe the qualifications for course instructors are adequate. Alternative
qualifications may be submitted. NRC license reviewers will review aternative quaifications
on a case-by-case basis.
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D-10 [ Instruments Optional C Ingructionisunclear init’sintent.
Response C Incorrect Units mR not mrem.

C Why 50 FC/kg? not used.
C Measuring Gamma radiation - What happened to alpha,
beta and neutron?

NRC Staff Response:

C The*“criterid’ section of chapter 8.13 item 10: “Radiation safety Program - Instruments’
provides a description of intent with regard to instruments.

C See previous response regarding use of the Roentgen.

C NRC'sfina metrication policy that requires NRC to use “...the system of units employed by
the licensee” (see 61 FR 31169, June 19, 1996). NRC made a conscious decision to use the
Roentgen unit in NUREG-1556, Vol. 4 to make the guide more efficient and useable for the
vast mgjority of gauge users.

— 50 FC/kg per hour is stated in the first bullet under optional response in the instrument
section of Appendix D.

— Seeadsothe“Criteria” section of chapter 8.13 item 10: “Radiation Safety
Program - Instruments’ which refersto 50 F C/kg.

C The second bullet in the criteria’” section of chapter 8.13 item 10: “Radiation safety
Program - Instruments’ has been changed to read, “Is capable of measuring the radiation
being emitted from the gauge's sealed source.”
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D-13 | Operating & Emergency |Why isthere no requirement for surveying the gauge/work
Procedures area? Thisisasmple, basic safety precaution. Every RG
Technician a a DOE Facility or aNuclear Power Plant
would wince at the lack of this & issue a*“stop work order.”

NRC Staff Response:

C 10 CFR 20.1501 requires each licensee to make or cause to be made, surveys that may be
necessary for the licensee to comply with the regulations in this part; and are reasonable
under the circumstances to evaluate the extent of radiation levels; and concentrations or
quantities of radioactive material; and the potential radiologica hazards that could be present.
Some of the bullets listed in Appendix D - Operating and Emergency procedures, depending
upon circumstances, may require that a survey of the gauge/work area be made.

C Chapter 8.13 item 10: “Radiation safety Program - Instruments” discusses surveys and
instruments.

C Appendix G, “Criteriafor Acceptable Training Courses for Authorized Users and Radiation
Safety Officers’ has been modified to add training on:

— Use of survey meters and personal dosimetry, when required

D-15 |Emergency procedures | What about Contamination Control and control of
contaminated personnel ?

NRC Staff Response: A detailed consideration of every possible emergency situation involving
afixed gauge that could occur is beyond the intended scope of the applicant’s response. The
3rd bullet under emergency procedures, states, “Contact responsible individuals...” The last
bullet states, “Take additiona steps, dependent on the specific Situations.” Appendix L, under
emergency procedures, does address contamination control measures.

D-17 |Routine Safety Program |C Potentia Problem: manufacturer’ s recommendations may
Maintenance NOT include good radiation safety precautions.
C Iseach “ Optiona Response’ a completely separate
Option?

NRC Staff Response:

C Licensee's must comply with NRC regulations in addition to the manufacturer’s
recommendations.

C The applicant may supply an optional response for any of the items requested in the
application.

F-1 |[Bullet 4 - Training Should have the RSO “supervise’ the proper training.

NRC Staff Response: Thereis no requirement for the RSO to supervise training.
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G-1 |Radiation Safety Include proper survey techniques and response to unusua
readings.

NRC Staff Response: It is not within the scope of this document to address specific training on
the use of survey instruments. However, Appendix G, “Criteriafor Acceptable Training
Courses for Authorized Users and Radiation Safety Officers’ has been modified to add training
on:

C Use of survey meters and persona dosimetry, when required

G-1 [Theory of the Gauge & |Isthisthe “ manufacturer’s course (which doesn’t exist)? Is
lock out procedures normal lock-out, tag-out training sufficient?

NRC Staff Response: “ Normal lock-out, tag-out training” is sufficient if it is equivaent to the
manufacturer’ straining or equivaent. If the manufacturer or distributor does not provide such
training the licensee should submit aternative training. NRC license reviewers will determine on
acase-by-case basisif training is adequate.

G-2 |OUT C Missing requirement for surveys for radiological safety.

C Supervision requirement should alow an HP or the RSO
to do this.

C How do you qualify an “authorized user” if no one has
had the training?

NRC Staff Response:

C Asdtated in the “Discussion” section of chapter 8.13, item 10, “ Usualy it is not necessary
for fixed gauge licensees to possess a survey meter.” This chapter also discusses specific
circumstances when surveys are required. If asurvey pursuant to 10 CFR 20.1501 is
required, the licensee must comply.

C Thetraining and experience criteriafor RSOs qualify them as authorized users. Thus
on-the-job training could aso be done under the supervision of an RSO. Wording of the
sentence will be changed to add “or RSO.” If the health physicist’s training and experience
meet those for an authorized user, the health physicist may supervise on-the-job training.

C The proposed authorized user should be able to obtain training from the manufacturer or
distributor of the fixed gauge. If thisis not possible, the applicant should submit an
alternative response for training. NRC license reviewers will review alternative responses on
a case-by-case basis.
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G-2 |Training Assessment

C Each type of gauge possessed is not practical for some
users. Use “Each type of gauge an Authorized User will

work with.”

C Quadlifications need some form of formal documentation.

NRC Staff Response:

C The proposed wording in Appendix G, under “Training Assessment,” for the final NUREG -
1556, Val. 4 states, “ Management will ensure that proposed AUs and RSOs are qualified to
work independently with each type of gauge with which they may work. M anagement
will ensure that proposed RSO’ s are qualified to work independently with, and are
knowledgeable of the radiation safety aspects of, all types of gauges to be possessed by

the applicant.

C Courseinstructor qualifications need not be submitted with the application. Evidence of
training (e.g. documentation) may be reviewed at time of inspection.

NUREG - 1556, Val. 4
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G-2 |Instructor Qualifications Inconsistent with previous requirements

No specification of the hours of hands on experience.

Why is this“hours of hands-on” arequirement? These

gauges are NOT “rocket science”. The concern hereis

for radiological safety. An 8 hour coursein the subject is
woefully inadequate.

C Bachelor’s degree requirements have the same problem as
before, | wouldn’'t want to have my radiological safety
“guaranteed” by a paeontologist.

C IsaHedth Physics Degree or certification or “ X" years (|
suggest 5 years) of Health Physics Experience equivaent?

C The 40 hr radiation safety course here is NOT??? the
manufacturer’s course? - Inconsistent!! (But it makes
more sense.)

OO0

NRC Staff Response:

C There are no specific requirements for course instructor qualifications. The guidance in draft
NUREG-1556, Vol. 4 combined and updated previous guidance. Thus, course instructor
qualificationsin NUREG-1556, Vol. 4 may be inconsistent with some previous guidance.

C Specification of eight hours of hands-on experience with fixed gauges was inadvertently
omitted from the draft document.

C Alternative training and experience for course instructors may be submitted for NRC review.
Appendix G has been revised to clearly state that alternative qualifications may be submitted
for NRC review asfollows: “The applicant may submit a description of alternative training
and experience for the course instructor.”

C Courseinstructors should have radiation safety training in addition to that provided by the
manufacturer. Course instructors who do not possess an appropriate undergraduate degree
may require more radiation safety training as they may not have the training background to
assimilate radiation safety principles as quickly as an individual with abachelor’s degreein a
physical or life science or engineering. As stated above, the applicant may submit a
description of aternative training and experience for the course instructor.
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H-2 [Training & Instructions | Lots of questionsin this section that no guidance is provided
for prior to thise.g.: a b, d, h,i.

NRC Staff Response: Appendix H is the Suggested Fixed Gauge Audit Checklist. It is not the
intent of the document to specifically address each NRC regulation with regard to fixed gauge
licensees. Appendix H attempts to provide afairly comprehensive list of areas that the licensee
should address during an audit. Appendix H may address requirements that are not addressed
elsewhere in the document.

C aisaddressed in 8.9, item 8.

C bisaddressedin 8.8, item 7.2.

C disaddressed in Appendix N.

C hisaddressed in 8.8 item 7.2 and 8.19 (8.10.9 in fina NUREG) item 10.

C iisaddressed in 8.19 (8.10.9 in final NUREG), item 10, 8.20 (8.10.10 in fina NUREG),
item 10 and in Appendix O by reference to 49 CFR.
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H-2 |Personnel Radiation C ALARA isrequired in 10CFR20 why is the emphasis not
& 3 |Protection existent through the rest of the document (e.g., Survey

reguirements etc.)?
C e. Nowhere prior to thisisany “warning” of the DPW
concerns given.

NRC Staff Response:

C Appendix H isthe Suggested Fixed Gauge Audit Checklist. It is not the intent of the
document to specifically address each NRC regulation with regard to fixed gauge licensees.
Appendix H attempts to provide afairly comprehensive list of areas that the licensee should
address during an audit. Appendix H may address requirements that are not specifically
addressed elsewhere in the document.

— 10 CFR 20.1101(b) states the ALARA requirement and appliesto al licensees. It
requires that licensees use to the extent practicable, procedures and engineering controls
based upon sound radiation protection principles to achieve occupationa doses and doses
to members of the public that are as low as reasonably achievable. Thus, ALARA applies
to every aspect of the licensee’s entire Radiation Protection Program. ALARA is
addressed in the audit checklist for overall evaluation of the Radiation Protection
Program. ALARA is addressed throughout the document. ALARA isdefined in
abbreviations and is discussed in many chapters of the document including chapters 8.11
Item 10: Audit Program; 8.16 (8.10.6 in final NUREG) Item 10: Operating and
Emergency Procedures; 8.18 (8.10.8 in final NUREG) Item 10: Maintenance; and 8.20
(8.10.10in final NUREG) Item 10: Fixed Gauges Used at Temporary Job Sites.

— Chapter 8.13, item 10, discusses specific circumstances when surveys are required. If a
survey pursuant to 10 CFR 20.1501 is required, the licensee must comply.

C 10 CFR 20.1208 addresses declared pregnant woman (DPW) and appliesto all licensees. If a
woman declares pregnancy, the licensee would need to ensure that all of the requirements of
20.1208 are met. This regulation is addressed in the audit checklist to advise licensees to the
possibility of a DPW in their program.

H-5 [Posting & Labdling How about “is the Radiological Hazard properly posted”?

NRC Staff Response: The requirements for posting radiological hazards are specified in
10 CFR 20.1902 and 20.1904. These regulations are stated in parenthesis following item 14-c
on page H-5 of draft NUREG-1556, Val. 4.

-l |OJT How is the OJT documented?

NRC Staff Response:
A specific method of documenting on-the-job training (OJT) is not stipulated. OJT may be
documented by the applicant in numerous ways and will be verified at time of ingpection.
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[-2 | Survey meter C Must be able to detect the appropriate type of radiation
emitted by the source.

C Cdlibration must be made for thistype of radiation at the
correct energy.

NRC Staff Response:
The third and fourth bullet of section 1 of Appendix | have been changed to read:

C Contain aradionuclide which emits radiation of identical or similar type and energy as the
sealed sources that the instrument will measure

C Be strong enough to emit aradiation field that is representative of the field being emitted by
the gauge. For calibration of instruments intended to measure gamma radiation, the exposure
rate should be at least 30 mR/hour (7.7 microcoulomb/kilogram per hour) at 100 cm [e.g.,
3.1 gigabecquerels (85 millicuries) of Cs-137 or 780 megabecquerdls (21 millicuries) of Co-
60].

J1 |Example Should scatter be considered?

NRC Staff Response: Consideration of scattered radiation is beyond the intended scope of the
example provided in Appendix J.

L-1 [Operating Procedures Survey of area? It should be required periodicaly.

NRC Staff Response: Chapter 8.13, item 10, discusses specific circumstances when surveys
arerequired. If asurvey pursuant to 10 CFR 20.1501 is required, the licensee must comply.

L-2 |Emergency Procedures |How about control of contaminated objects and personnel ?

NRC Staff Response: Detailed consideration of control of contaminated objects and personnel
is beyond the intended scope of the emergency procedures provided in Appendix L. However,
some consideration is given to contamination control in Appendix L in the 2nd and 3rd bullets
under Emergency Procedures. See aso response to comments regarding figure 8.6 on page
8-24.

N-2 |ldentify who will perform [What is equivaent training? Especidly if the manufacturer’s
non-routine maintenance |courses don’t exist?

NRC Staff Response: The applicant is instructed that acceptable training includes the
manufacturer’s courses on non-routine operations or equivaent training. NRC license reviewers
will determine on a case-by-case basis if training on non-routine operations other than that
provided by a manufacturer is adequate.

NUREG - 1556, Val. 4 S26



